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FRESH.

FROM BELGIUM
WITH LOVE 

WEVER & DUCRÉ

Les délicieuses gaufres préparées avec amour
et le chocolat : voilà ce qui fait la renommée de la 
Belgique. Est-ce toujours le cas ? Pas tout à fait. 
Depuis quelque temps, la Belgique se démarque 
également par ses luminaires tendance, beaux
et présentant des avantages considérables. Les DEL
de dernière génération se sentent aussi bien dans un 
petit appartement mansardé que dans la dernière 
boîte à la mode. Car elles prennent peu de place,
permettent de réaliser des économies et assurent 
ainsi une meilleure qualité de vie. Et c’est justement 
ce que nous voulons chez Wever & Ducré. Où pui-
sons-nous notre inspiration ? Auprès de personnes
comme vous, qui partagent notre enthousiasme 
pour les belles choses et qui tiennent autant à un 
design élégant, qu’à une finition de qualité. Cela 
vous semble intéressant ? Continuez à feuilleter. 
Les nouveaux Hotspots vous attendent.

Delicious waffles and chocolate prepared with 
love – that’s what Belgium is famous for, right? Not 
exactly. For a while now, Belgium also stands for 
trendy lights that not only look great, but also have 
compelling inner values. State-of-the-art LEDs that 
feel equally at home in a cosy attic apartment or in 
the hippest club in the city. Because they save space, 
preserve resources, and offer a greater quality of life. 
And that is exactly what we at Wever & Ducré want. 
Where do we get our inspiration? From people like 
you who share our passion for beautiful things and 
who attach just as much importance to appealing 
design as to high-quality construction. Sounds 
good? Then keep reading. The newest highlights are 
waiting for you. 
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“  Copper, chrome, gold – 
my wall really has to be  
striking. Ideally in a significant  
colour combination.”

KNARF
Wall and Piece

Ce n’est pas surprenant. Car KNARF maîtrise le jeu entre la lumière et l’ombre, 
les couleurs et les structures comme personne. Voilà pourquoi nous avons abso-
lument voulu collaborer avec un artiste de rue de Wiener Street pour le design de 
notre couverture. Et voilà : son œuvre faite à Miami, s’éclaire directement depuis 
une page de titre tout juste imprimée. Et nous en sommes bien sûr extrêmement 
fiers. Cela vaut également pour les nombreux autres artistes et créateurs, qui 
rendent la marque Wever & Ducré unique. Et ce, chaque année.

No wonder. Because KNARF masters the interplay of light and shadow, colours 
and structure like no other. That’s why we wanted Vienna’s street artist to design 
our cover. And voilà – his latest masterpiece sprayed in Miami is proudly featured 
on our title page. And we are as proud as we can be. Just as proud as we are of 
the numerous other artists and designers who make the Wever & Ducré brand 
something very special. Year after year.

AN EYE-CATCHER
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LEDS SHINE 
SO BRIGHT

Halogen 
50 W

THE 80‘S

GOOD TO KNOW

LED 
8 W

GOOD TO KNOW

THE PERFORMER
Incandescent Lamp 

75 W

GOOD TO KNOW

THE CLASSIC

YOU’RE DAZZLING ME.

10-19 lm/W luminous efficacy
2700–2800 K colour temperature
2,000 to 4,000 hours operating life

Efficacité lumineuse de 10 à 19 lm/W
Température de couleur entre 2 700 et 2 800 K

Autonomie de 2 000 à 4 000 heurese

Up to 180 lm/W luminous efficacy
1800–6000 K colour temperature

50,000 hours operating life

Efficacité lumineuse jusqu’à 180 lm/W
Température de couleur entre 1800 et 6 000 K

Autonomie de 50 000 heures

12 lm/W luminous efficacy
2700 K colour temperature
1,000 hours operating life

Efficacité lumineuse de 12 lm/W
Température de couleur de 2 700 K

Autonomie de 1 000 heures

Depuis Edison, la bonne vieille ampoule chauffe 
plus qu’elle n’éclaire. Mais c’est du passé. 

Aujourd’hui, les ampoules modernes éclairent bien 
mieux, sans trop alléger notre portefeuille.

Car la DEL éclaire 20 fois plus que l’ampoule 
classique et grâce à l’éclairage orienté, elle est bien 
plus maniable. Sa durabilité est optimale. Une fois 

achetée, elle peut durer presque toute une vie. Voilà 
pourquoi Wever & Ducré mise sur la DEL. 

Pour véritablement éclairer votre quotidien.

LES HOTSPOTS, C’ÉTAIT HIER

Les DEL présentent de nombreux avantages : efficacité énergétique,
durabilité, aucun entretien, écologiques, gradation continue, compactes
etc., etc., etc. Pensez-vous que nous essayons de vous convaincre ?
Pas du tout. Les DEL ont des avantages innombrables : 
elles représentent l’avenir. Voyez vous-même.

LE SAVEZ-
VOUS ? 

The good old light bulb has heated more than it has 
illuminated since Edison’s times. But that’s history 
now. Today’s modern lamps are considerably more 

efficient and are also much easier on our wallets. 
An LED puts out up to 20 times more light than an 

incandescent bulb, and can be 
directed much more effectively because of its 

positioned light emission. Not to mention their 
durability. Because once you buy one, it will last for 

almost a lifetime. Which is why 
we at Wever & Ducré primarily use LEDs.

So you can really see the light.

HOT SPOTS WERE YESTERDAY

Once you start listing the many advantages of LEDs, it’s hard to take 
a breath: energy efficient, durable, no maintenance, environmentally 
friendly, infinitely dimmable, compact, and much more. Do you think  
we are trying to sway your opinion? We’re not. LEDs simply have a lot 
going for them – they are the future. Take a look for yourself.

HAVE YOU 
HEARD?
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WHAT A
FEELING

LIKE A SNUGGIE, BUT WITH LIGHTS.

2200 K for 
romantic 
moments

WEVER & DUCRÉ

Create a sunset feeling right in your living room. 
With LEDs that shine like candlelight. But without 
candles. Sounds strange, but it actually works. 
At the push of a button.

Créez une ambiance de coucher de soleil
dans votre salon. Avec des DEL fonctionnant
comme une lumière de bougie. Mais sans bougies. 
Cela peut sembler étrange, mais cela fonctionne 
vraiment. Et ce, en appuyant simplement sur un 
bouton.

La lumière a un impact important sur notre subconscient. 
Cela paraît un peu abracadabrant, non ? Pas du tout. Car la couleur 

de la lumière influence notre cycle d’éveil et de sommeil. Ainsi, 
les couleurs de lumière plus froides (à partir de 3 000 K) nous 

aident à nous réveiller et les couleurs plus chaudes (à partir 
de 2 700 K) nous aident à nous détendre. Les couleurs de lumière 
neutres (autour de 3 500 K) nous accompagnent tout en douceur 

pendant la journée et conviennent donc parfaitement au 
bureau ou au lieu de travail.

UN ÉCLAIRAGE OPTIMAL
Envie d’un petit cours de phy-
sique ? Avec plaisir. L’effet des 
couleurs dépend de la valeur IRC 
(indice de rendu des couleurs). 
Il s’agit de la valeur du rendu des 
couleurs, qui peut se situer entre 
0 et 100. Elle détermine l’aspect 
naturel de la couleur des lumières 
artificielles. Plus l’IRC est élevé, 
plus la couleur est intense. Les 
ampoules LED d’un IRC supérieur 
à 80 émettent des couleurs
donnant l’impression qu’elles 
proviennent d’une source lu-
mineuse naturelle.

LE SAVEZ-
VOUS ?

Light has a tremendous effect on our subconsciousness. 
Sounds far-fetched? It’s not. Because the colour of light influences 

our sleeping and waking cycle, meaning our circadian rhythm. 
Cooler light temperatures (from 3000 K) help us to wake up, and 

warmer temperatures (from 2700 K) help us to relax. Neutral light 
colours (around 3500 K) are the ideal companions through the 

day and are perfect for the office or workplace.

TRULY INSPIRING

How about a bit of physics? 
Just for you. The effect that 
colours have depends on their 
so- called CRI value (colour 
rendering index), which can be 
between 0 and 100. It indicates 
how natural colours appear to 
be when they are exposed to 
artificial light. The higher the CRI, 
the more intensely the colour is 
perceived. LED lamps with a CRI 
level above 80 cause colours to 
appear the same as if they were 
exposed to a natural light source.

HAVE YOU 
HEARD?
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2700 K for 
traditional 
home lighting

3000 K for 
new clarity

WEVER & DUCRÉ

Qu’est-ce qui rend votre salon si agréable ?
Un super canapé, bien sûr. Mais le bon éclairage est 
encore plus important. La température de couleur 
idéale pour les salons est de 2 700 K. Les DEL de
cette valeur apportent un éclairage très agréable
dans le salon, mais également dans la cuisine ou la 
salle de bain, en un seul clic.

Cherchez-vous plutôt une ambiance de bureau ? 
Aucun problème ! Le salon peut être tout aussi 
agréable avec un éclairage plus froid. Les DEL 
d’une température de couleur de 3 000 K 
conviennent parfaitement aux pièces minimalistes 
ou avec un aménagement neutre.

Do you like things more clean cut? No problem! You 
can also create a pleasant atmosphere with cooler light. 
LEDs with a colour temperature around 3000 K are per-
fect for minimalistic rooms or neutrally designed areas.

What makes a living room truly cosy? A comfortable 
couch, sure. But the right lighting is even more im-
portant. In living spaces, the ideal colour tempera-
ture is around 2700 K. LEDs with this value provide 
an especially pleasing light and bring out the best in 
a kitchen or bathroom, here as well -  with the push 
of a button.

THE TRADITIONAL SOLUTION

LA SOLUTION CLASSIQUE

VERY COOL

LA SOBRIÉTÉ PAR EXCELLENCE
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FROM DUSK TILL DAWN. GET YOURSELF

3000 K for 

Breakfast

2700 K for 

Lunch

1800 K for 
Dinner

IN THE 
MOOD FOR

3000 K to 1800 K in 
less than a second

RIGHT ATMOSPHERE
AND MOOD

WEVER & DUCRÉ

Vous pouvez désormais modifier l’ambiance lumineuse d’un 
tour de main, comme vous le souhaitez. Envie d’une matinée 
dynamique à 3 000  K ou plutôt d’une soirée romantique avec une 
ambiance de lumière de bougie à 1 800 K ? Aucun problème ! 
La particularité : La technology ambient white dim est disponible 
pour presque tous les luminaires. Vous n’avez donc aucune limite 
du point de vue du design. Tout ce dont vous avez besoin est un 
câble tripolaire, un variateur d’intensité par paliers, et l’un de nos 
luminaires. Continuez de briller !

TOURNEZ COMME VOUS VOULEZ

You can now set the right light for any mood with a simple twist. 
Do you want a chipper morning at 3000 K, or a romantic evening 
with a candlelight atmosphere at 1800 K? Either way, we have it 
covered! And the best thing is, the Ambient White Dim is available 
for nearly all of our lights. So you don’t have to compromise on 
design. All you need is a three-wire cable, a phase cut dimmer and 
one of our lights. Keep shining!

TURN IT HOWEVER YOU WANT
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“   When I see something 
beautiful, I simply have 
to have it.”

YVES MARGINET
Sales Area Manager

Vous êtes éperdument amoureux de l’un de nos
luminaires et ne souhaitez qu’une seule chose : 
passer le reste de votre vie avec ? Nous comprenons 
parfaitement. Voilà pourquoi nous mettons tout en 
œuvre pour que vous puissiez retrouver votre moi-
tié le plus rapidement possible. Besoin d’un exemple 
? Si nous recevons une commande avant 14 h 30, 
nous vous envoyons le luminaire, s’il est de stock, 
directement le lendemain. Ainsi, plus rien ne pourra 
vous séparer pour votre première soirée à deux.

...TOUT DE SUITE ENVOYÉ.

Have you fallen madly in love with one of our lights 
and want nothing more than to spend the rest of 
your life with it? We understand you all too well. 
Which is why we do everything we can to ensure 
that your delivery arrives as quickly as possible. 
Want an example? When we receive an order by 
14:30 and the light is in stock, we send it out the 
very next day. So that you can spend your fi rst 
evening together.

...SO WHAT NOW?
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INTERIOR
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ø84

8520

 1.0 LED 

 LED 7/10W | 350-500mA  | 18Vf
 COB 3-step | excl. power supply 
 aluminium powder coated 

 0.31kg  IP20  36° 

     76      90  4  -30 

ø80

20

80

 1.0 MR16 

 QR-CBC51 max.50W | GU5.3 
 12V | excl. transformer 
 aluminium powder coated 

 0.25kg  IP20   

     76      84  4  -30 

ø84

10
2

20

 1.0 PAR16 

 PAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.29kg  IP20   

     76      105  4  -30 

 CEILING RECESSED 

 ALWAYS USE 

 transformer 

     EUR    code 
 12V   | 60W       22,68     90221902 
 12V   | 105W       25,02     90221903 

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

     EUR    code 
 2700K        23,85     901228W2 
 3000K        23,85     901228W4 
 1800-2850K        62,12     901229S9 

 ALWAYS USE 

 power supply 

     EUR    code 
 350mA   | 10W       25,02     90213402 
 500mA   | 10W       25,02     90214403 
 500mA | 15W        dim    37,31     90224501 
 more power supplies on page 468 

PRIVATE RESIDENCE | LIQUIDFLOORS  KORTRIJK | BELGIUM

     EUR    code 
    85,86     112161W _ 
    85,86     112161S _ 
    85,86     112161B _ 

 blade springs
     EUR    code 

    85,86     112161W _C 

     EUR    code 
    20,99     112110W0 
    20,99     112110S0 
    20,99     112110B0 

 blade springs
     EUR    code 

    20,99     112110W0C 

     EUR    code 
    24,59     112120W0 
    24,59     112120S0 
    24,59     112120B0 

 blade springs
     EUR    code 

    24,59     112120W0C 

 Light Colour Selection 

     lumen    |    cri      code 
 2700K    420-590    |    >90      3 
 3000K    470-640    |    >90      5 
 1800-2850K    320-440    |    >90      9 

 DEEP 
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ø84

95

30

 1.0 LED 

 LED 7/10W | 350-500mA  | 18Vf
 COB 3-step | excl. power supply 
 aluminium powder coated 

 0.33kg  IP20  36° 

     76      100  4  -30 

ø84

11
2

30

 1.0 PAR16 

 PAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.31kg  IP20 IP20   

     76      115  4  -30 

 CEILING RECESSED 

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 ALWAYS USE 

 power supply 

     EUR    code 
 350mA   | 10W       25,02     90213402 
 500mA   | 10W       25,02     90214403 
 500mA | 15W        dim    37,31     90224501 
 more power supplies on page 468 

 Light Colour Selection 

PRIVATE RESIDENCE | SILVANA CALLENS INTERIEURARCHITECTUUR KORTRIJK | BELGIUM

ø84

96

30

 1.0 MR16 

 QR-CBC51 max.50W | GU5.3 
 12V | excl. transformer 
 aluminium powder coated 

 0.27kg  IP20   

     76      100  4  -30 

 ALWAYS USE 

 transformer 

     EUR    code 
 12V   | 60W       22,68     90221902 
 12V   | 105W       25,02     90221903 

     EUR    code 
   39,01    152110W0 
   39,01    152110S0 
   39,01    152110B0 

     EUR    code 
    92,75     152161W _ 
    92,75     152161S _ 
    92,75     152161B _ 

     EUR    code 
    40,60     152120W0 
    40,60     152120S0 
    40,60     152120B0 

     EUR    code 
 2700K        23,85     901228W2 
 3000K        23,85     901228W4 
 1800-2850K        62,12     901229S9 

     lumen    |    cri      code 
 2700K    420-590    |    >90      3 
 3000K    470-640    |    >90      5 
 1800-2850K    320-440    |    >90      9 

 DEEPER 
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ø94

20

85

 1.0 LED 

 LED 7/10W | 350-500mA  | 18Vf
 COB 3-step | excl. power supply 
 aluminium powder coated 

 0.23kg  IP20  38° 

     87  35°/35°  355°  90  4  -30 

ø94

20

86

 1.0 MR16 

 QR-CBC51 max.50W | GU5.3 
 12V | excl. transformer 
 aluminium powder coated 

 0.17kg  IP20   

     87  35°/35°  355°  90  4  -30 

 ALWAYS USE 

 transformer 
     EUR    code 
 12V   | 60W       22,68     90221902 
 12V   | 105W       25,02     90221903 

ø94

10
2

20

 1.0 PAR16 

 PAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.21kg  IP20   

     87  35°/35°  355°  105 105  4  -30 

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING RECESSED 

 ALWAYS USE 

 power supply 
     EUR    code 
 350mA   | 10W       25,02     90213402 
 500mA   | 10W       25,02     90214403 
 500mA | 15W        dim    37,31     90224501 
 more power supplies on page 468 

 1.0 LED 

 Light Colour Selection 

RESTAURANT BABAR | H & B ARCHITECTS MOESKROEN | BELGIUM 

     lumen    |    cri      code 
 2700K    420-590    |    >90      3 
 3000K    470-640    |    >90      5 
 1800-2850K    320-440    |    >90      9 

     EUR    code 
    90,52     112361W _ 
    90,52     112361S _ 
    90,52     112361G _ 
    90,52     112361B _ 

blade springs
     EUR    code 

    90,52     112361W _C 

     EUR    code 
    36,89     112310W0 
    36,89     112310S0 
    36,89     112310G0 
    36,89     112310B0 

blade springs
     EUR    code 

    36,89     112310W0C 

     EUR    code 
    38,48     112320W0 
    38,48     112320S0 
    38,48     112320G0 
    38,48     112320B0 

blade springs
     EUR    code 

    38,48     112320W0C 

     EUR    code 
 2700K        23,85     901228W2 
 3000K        23,85     901228W4 
 1800-2850K        62,12     901229S9 

 DEEP ADJUST 
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ø94

95

 1.0 LED 

 LED 7/10W | 350-500mA  | 18Vf
 COB 3-step | excl. power supply 
 aluminium powder coated 

 0.25kg  IP20  36° 

     87  35°/35°  355°  100  4  -30 

ø94

86

 1.0 MR16 

 QR-CBC51 max.50W | GU5.3 
 12V | excl. transformer 
 aluminium powder coated 

 0.19kg  IP20   

     87  35°/35°  355°  90  4  -30 

 ALWAYS USE 

 transformer 

     EUR    code 
 12V   | 60W       22,68     90221902 
 12V   | 105W       25,02     90221903 

ø94

11
0

 1.0 PAR16 

 PAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.23kg 0.23kg  IP20   

     87  35°/35°  355°  115  4  -30 

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING RECESSED 

 ALWAYS USE 

 power supply 

     EUR    code 
 350mA   | 10W       25,02     90213402 
 500mA   | 10W       25,02     90214403 
 500mA | 15W        dim    37,31     90224501 
 more power supplies on page 468 

 Light Colour Selection 

     lumen    |    cri      code 
 2700K    420-590    |    >90      3 
 3000K    470-640    |    >90      5 
 1800-2850K    320-440    |    >90      9 

PRIVATE RESIDENCE BRUGGE | BELGIUM

     EUR    code 
    102,82     112461W _ 
    102,82     112461S _ 
    102,82     112461G _ 
    102,82     112461B _ 

     EUR    code 
    49,08     112410W0 
    49,08     112410S0 
    49,08     112410G0 
    49,08     112410B0 

     EUR    code 
    50,67     112420W0 
    50,67     112420S0 
    50,67     112420G0 
    50,67     112420B0 

     EUR    code 
 2700K         23,85     901228W2 
 3000K        23,85     901228W4 
 1800-2850K        62,12     901229S9 

 DEEP ASYM 
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ø94

85

20

 1.0 LED 

 LED 7/10W | 350-500mA  | 18Vf
 COB 3-step | excl. power supply 
 aluminium powder coated 

 0.32kg   IP44  36° 

     87      90  4  -30 

 CEILING RECESSED 

 ALWAYS USE 

 power supply 

     EUR    code 
 350mA   | 10W       25,02     90213402 
 500mA   | 10W        25,02    90214403 
 500mA | 15W        dim    37,31     90224501 
 more power supplies on page 468 

ø94

10
2

20

 1.0 PAR16 

 PAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.30kg   IP44   

     87      105  4  -30 

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

     EUR    code 
   48,97    112620W0 
   48,97    112620S0 
   48,97    112620B0 

 Light Colour Selection 

PRIVATE RESIDENCE BRUGGE | BELGIUM

     lumen    |    cri      code 
 2700K    420-590    |    >90      3 
 3000K    470-640    |    >90      5 
 1800-2850K    320-440    |    >90      9 

ø94

8620

 1.0 MR16 

 QR-CBC51 max. 35W | GU5.3 
 12V | excl. transformer 
 aluminium powder coated 

 0.26kg  IP44   

     87      90  4  -30 

 ALWAYS USE 

 transformer 
     EUR    code 
 12V   | 60W       22,68     90221902 
 12V   | 105W       25,02     90221903 

     EUR    code 
   47,38    112610W0 
   47,38    112610S0 
   47,38    112610B0 

     EUR    code 
 2700K        23,85     901228W2 
 3000K        23,85     901228W4 
 1800-2850K        62,12     901229S9 

 1.0 LED 

     EUR    code 
   100,17    112661W _ 
   100,17    112661S _ 
   100,17    112661B _ 

 DEEP IP44 
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182 94

8520

 2.0 LED 

2x LED 7/10W | 350-500mA  | 18Vf
 COB 3-step | excl. power supply 
 aluminium powder coated 

 0.61kg  IP20  36° 

182 94

10
220

 2.0 PAR16 

 2xPAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.42kg 0.42kg  IP20   

 CEILING RECESSED 

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

     EUR    code 
 2700K         23,85     901228W2 
 3000K        23,85     901228W4 
 1800-2850K        62,12     901229S9 

 ALWAYS USE 

 power supply 
     EUR    code 
 350mA   | 10W       25,02     90213402 
 500mA   | 10W       25,02     90214403 
 500mA | 15W        dim    37,31     90224501 
 more power supplies on page 468 

 2.0 LED 

     87x176  35°/35°  355°  90  4  -30      87x176  35°/35°  355°  105  4  -30 

VISUALISATIONPRIVATE RESIDENCE | FUGAZZI SPATIAL DESIGN WAREGEM | BELGIUM

     EUR    code 
    184,65     112761W _ 
    184,65     112761S _ 
    184,65     112761B _ 

     EUR    code 
    73,14     112720W0 
    73,14     112720S0 
    73,14     112720B0 

 Light Colour Selection 

     lumen    |    cri      code 
 2700K   2x 420-590    |    >90      3 
 3000K   2x 470-640    |    >90      5 
 1800-2850K   2x 320-440    |    >90      9 

 DEEP 2.0 



 WEVER & DUCRÉ 38 — 39

ø184

13
5

45

 1.0 ES111 

 ES111 max.75W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.41kg  IP20   

     177  35°/35°  355°  145  4  -30 

 OPTIONAL 

 ES111 LED   GU10   13W
  phase-cut dim 

 more lamps and specs on page 471 

ø184

95

45

 1.0 QR111 

 QR111 max.75W | G53 
 12V | excl. transformer 
 aluminium powder coated 

 0.41kg 0.41kg  IP20   

     177  35°/35°  355°  100  4  -30 

 ALWAYS USE 

 transformer 

     EUR    code 
 12V   | 60W       22,68     90221902 
 12V   | 105W       25,02     90221903 

 CEILING RECESSED 

ø184

95

45

 1.0 LED111 

 LED 13W | 220-240VAC  | 50-60Hz
 AC-COB 3-step | phase-cut dim 
 aluminium powder coated 

 0.65kg  IP20  38° 

     177  35°/35°  355°  100  4  -30 

 Light Colour Selection 
     lumen    |    cri        code 
 2700K    715    |    >80        2 
 3000K    730    |    >80        4 

     EUR    code 
    175,96     112568W _ 
    175,96     112568B _ 

ø184

45

PRIVATE RESIDENCE | SALENS ARCHITECTEN BRUGGE | BELGIUM

     EUR    code 
    74,73     112520W0 
    74,73     112520B0 

     EUR    code 
 2700K    | 530lm     94,34     901528S2 
 3000K    | 540lm     94,34     901528S4 

     EUR    code 
    73,14     112530W0 
    73,14     112530B0 

 DEEP ADJUST 



 WEVER & DUCRÉ 40 — 41

85

ø110

 1.0 LED 

 LED 7/10W | 350-500mA  | 18Vf
 COB 3-step | excl. power supply 
 aluminium powder coated 

 0.34kg  IP20  36° 

     102  35°/35°  355°  90  4  -40 

 ALWAYS USE 

 power supply 

     EUR    code 
 350mA   | 10W       25,02     90213402 
 500mA   | 10W       25,02     90214403 
 500mA | 15W        dim    37,31     90224501 
 more power supplies on page 468 

73

ø110

 1.0 MR16 

 QR-CBC51 max.50W | GU5.3 
 12V | excl. transformer 
 aluminium powder coated 

 0.28kg  IP20   

     102  35°/35°  355°  75 75  4  -40 

 ALWAYS USE 

 transformer 

     EUR    code 
 12V   | 60W       22,68     90221902 
 12V   | 105W       25,02     90221903 

98

ø110

 1.0 PAR16 

 PAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.32kg 0.32kg  IP20   

     102  35°/35°  355°  100  4  -40 

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING RECESSED 

ø11

 1.0 LED 

 LED 7/10W | 350-500mA  | 18Vf

 Light Colour Selection 
     lumen    |    cri      code 
 2700K    420-590    |    >90      3 
 3000K    470-640    |    >90      5 
 1800-2850K    320-440    |    >90      9 

VISUALISATION

     EUR    code 
    120,63     110161W _ 
    120,63     110161S _ 
    120,63     110161B _ 

 blade springs
     EUR    code 

    120,63     110161W _C 

     EUR    code 
    66,89     110110W0 
    66,89     110110S0 
    66,89     110110B0 

 blade springs
     EUR    code 

    66,89     110110W0C 

     EUR    code 
    68,48     110120W0 
    68,48     110120S0 
    68,48     110120B0 

 blade springs
     EUR    code 

    68,48     110120W0C 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

 RONY 



 WEVER & DUCRÉ 42 — 43

110110

85

 1.0 LED 

 LED 7/10W | 350-500mA  | 18Vf
 COB 3-step | excl. power supply 
 aluminium powder coated 

 0.36kg  IP20  36° 

     102  35°/35°  355°  90  4  -40 

110 110

73

 1.0 MR16 

 QR-CBC51 max.50W | GU5.3 
 12V | excl. transformer 
 aluminium powder coated 

 0.30kg  IP20   

     102  35°/35°  355°  75 75  4  -40 

98

110 110

 1.0 PAR16 

 PAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.34kg  IP20   

     102  35°/35°  355°  100  4  -40 

 CEILING RECESSED 

 ALWAYS USE 

 transformer 

     EUR    code 
 12V   | 60W       22,68     90221902 
 12V   | 105W       25,02     90221903 

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

     EUR    code 
 2700K         23,85     901228W2 
 3000K        23,85     901228W4 
 1800-2850K        62,12     901229S9 

 ALWAYS USE 

 power supply 

     EUR    code 
 350mA   | 10W       25,02     90213402 
 500mA   | 10W       25,02     90214403 
 500mA | 15W        dim    37,31     90224501 
 more power supplies on page 468 

110

 Light Colour Selection 
     lumen    |    cri      code 
 2700K    420-590    |    >90      3 
 3000K    470-640    |    >90      5 
 1800-2850K    320-440    |    >90      9 

PRIVATE RESIDENCE | YASMIN HATAMIAN GULLEGEM, KORTRIJK | BELGIUM

     EUR    code 
    120,63     111161W _ 
    120,63     111161S _ 
    120,63     111161B _ 

 blade springs
     EUR    code 

    120,63     111161W_C 

     EUR    code 
    66,89     111110W0 
    66,89     111110S0 
    66,89     111110B0 

 blade springs
     EUR    code 

    66,89     111110W0C 

     EUR    code 
    68,48     111120W0 
    68,48     111120S0 
    68,48     111120B0 

 blade springs
     EUR    code 

    68,48     111120W0C 

 RON 



 WEVER & DUCRÉ 44 — 45

220 110

98

 2.0 PAR16 

 2xPAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.69kg 0.69kg  IP20   

 102  x210    35°/35° 35°/35°  355°  100  4  -40 

 OPTIONAL 
 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING RECESSED 

SHOWROOM | RAVANA | CREAPLAN NAZARETH | BELGIUM

     EUR    code 
    118,30     111220W0 
    118,30     111220B0 

     EUR    code 
 2700K         23,85     901228W2 
 3000K        23,85     901228W4 
 1800-2850K        62,12     901229S9 

220 110

85

 2.0 LED 

 2xLED 7/10W | 350-500mA  | 18Vf
 COB 3-step | excl. power supply 
 aluminium powder coated 

 0.73kg  IP20  36° 

 102  x210    35°/35°  355°  90  4  -40 

 ALWAYS USE 

 power supply 

     EUR    code 
 350mA   | 10W       25,02     90213402 
 500mA   | 10W       25,02     90214403 
 500mA | 15W        dim    37,31     90224501 
 more power supplies on page 468 

     EUR    code 
    224,30     111261W _ 
    224,30     111261B _ 

 Light Colour Selection 
     lumen    |    cri      code 
 2700K   2x 420-590    |    >90      3 
 3000K   2x 470-640    |    >90      5 
 1800-2850K   2x 320-440    |    >90      9 

 RON 



 WEVER & DUCRÉ 46 — 47

330
110

85

 3.0 LED 

 3xLED 7/10W | 350-500mA  | 18Vf
 COB 3-step | excl. power supply 
 aluminium powder coated 

 1.08kg  IP20  36° 

 102  x320    35°/35°  355°  90  4  -40 

98

330 110

 3.0 PAR16 

 3xPAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 1.02kg  IP20   

 102  x320    35°/35°  355°  100  4  -40 

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING RECESSED 

 ALWAYS USE 

 power supply 

     EUR    code 
 350mA   | 10W       25,02     90213402 
 500mA   | 10W       25,02     90214403 
 500mA | 15W        dim    37,31     90224501 
 more power supplies on page 468 

330
110

85

 3.0 LED 

 3xLED 7/10W | 350-500mA  | 18Vf
 COB 3-step | excl. power supply 
 aluminium powder coated 

1.08kg IP20 36° 

102 x320 35°/35° 355° 90 4 -40 

330

 3.0 PAR16 

 3xPAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

1.02kg IP20 

102 x320 35°/35° 35°/35° 

 CEILING RECESSED 

 Light Colour Selection 
     lumen    |    cri      code 
 2700K   3x 420-590    |    >90      3 
 3000K   3x 470-640    |    >90      5 
 1800-2850K   3x 320-440    |    >90      9 

BRASSERIE GRAND CRU | ABOUT-S  BRUGGE | BELGIUM

     EUR    code 
    324,15     111361W_ 
    324,15     111361B_ 

     EUR    code 
    167,69     111320W0 
    167,69     111320B0 

     EUR    code 
 2700K         23,85     901228W2 
 3000K        23,85     901228W4 
 1800-2850K        62,12     901229S9 

 RON 



 WEVER & DUCRÉ 48 — 49

110110

85

 1.0 LED 

 LED 7/10W | 350-500mA  | 18Vf
 COB 3-step | excl. power supply 
 aluminium powder coated 

 0.28kg  IP20  36° 

 102  x102    35°/35°  355°  90  4  -30 

 CEILING RECESSED 

110110

11
0

 1.0 PAR16 

 PAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.26kg  IP20   

 102  x102    35°/35°  355°  115  4  -30 

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

85

180 110

 2.0 LED 

 2xLED 7/10W | 350-500mA  | 18Vf
 COB 3-step | excl. power supply 
 aluminium powder coated 

 0.50kg  IP20  36° 

 102  x172    35°/35°  355°  90  4  -30 

11
0

110180

 2.0 PAR16 

 2xPAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.46kg 0.46kg  IP20   

 102  x172    35°/35°  355°  115  4  -30 

 OPTIONAL 
 PAR16 LED   GU10   6W
  phase-cut dim 

     EUR    code 
    47,49     113120W0 

     EUR    code 
    180,73     113261W _ 

     EUR    code 
    76,43     113220W0 

 Light Colour Selection 

     lumen    |    cri      code 
 2700K    420-590    |    >90      3 
 3000K    470-640    |    >90      5 
 1800-2850K    320-440    |    >90      9 

 Light Colour Selection 

     lumen    |    cri      code 
 2700K   2x 420-590    |    >90      3 
 3000K   2x 470-640    |    >90      5 
 1800-2850K   2x 320-440    |    >90      9 

RESTAURANT OUD SLUIS SLUIS NETHERLANDS

 ALWAYS USE  ALWAYS USE 

 power supply  power supply 

     EUR    code 
 350mA   | 10W       25,02     90213402 
 500mA   | 10W       25,02     90214403 
 500mA | 15W        dim    37,31     90224501 

     EUR    code 
 350mA   | 10W       25,02     90213402 
 500mA   | 10W       25,02     90214403 
 500mA | 15W        dim    37,31     90224501 

 more power supplies on page 468  more power supplies on page 468 

 more lamps and specs on page 471  more lamps and specs on page 471 

     EUR    code 
 2700K         23,85     901228W2 
 3000K        23,85     901228W4 
 1800-2850K        62,12     901229S9 

     EUR    code 
 2700K         23,85     901228W2 
 3000K        23,85     901228W4 
 1800-2850K        62,12     901229S9 

     EUR    code 
    99,64     113161W _ 

 PYRAMID 



 WEVER & DUCRÉ 50 — 51

 CEILING RECESSED 

 WEVER & DUCRÉ 

210210

95

 1.0 LED111 

 LED 13W | 220-240VAC  |50-60Hz
 AC-COB 3-step | phase-cut dim 
 aluminium powder coated 

 0.75kg  IP20  38° 

 196  x196    35°/35°  355°  100 100  4  -30 

 Light Colour Selection 

     lumen    |    cri        code 
 2700K    715    |    >80        2 
 3000K    730    |    >80        4 

210
210

13
5

 1.0 ES111 

 ES111 max.75W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.51kg  IP20   

 196  x196    35°/35°  355°  145  4  -30 

 OPTIONAL 

 ES111 LED   GU10   13W
  phase-cut dim 

 more lamps and specs on page 471 

210210

95

 1.0 QR111 

 QR111 max.75W | G53 
 12V | excl. transformer 
 aluminium powder coated 

 0.51kg 0.51kg  IP20   

 196  x196    35°/35° 35°/35°  355°  100  4  -30 

 ALWAYS USE 

 transformer 

     EUR    code 
 12V   | 60W       22,68     90221902 
 12V   | 105W       25,02     90221903 

     EUR    code 
    183,49     113368W _ 

     EUR    code 
    84,59     113320W0 

     EUR    code 
 2700K    | 530lm     94,34     901528S2 
 3000K    | 540lm     94,34     901528S4 

     EUR    code 
    82,04     113330W0 

VISUALISATION

 PYRAMID 



 WEVER & DUCRÉ 52 — 53

94

ø92

36

ø91

 1.0 LED  1.0 LED  HV

 LED 6/8W | 500-700mA  | 9Vf LED 7W | 220-240VAC 
 COB 3-step  | excl. power supply PCB 3-step  | incl. power supply
 aluminium | stainless steel
opal glass | polyamide 

 aluminium | stainless steel
opal glass | polyamide 

 0.19kg  IP44    0.18kg  IP44   

     80      100  2  -25      80      50  2  -25 

 3000K | >90 CRI | 350lm 

 OPTIONAL 

 OPTIONAL 

 OPTIONAL 

11
4

ø92

 1.0 PAR16  

 aluminium | stainless steel
opal glass | polyamide 

 0.24kg  IP44   

     80      120  2  -25 

 ALWAYS USE 

 transformer 

     EUR    code 
 12V   | 60W       22,68     90221902 
 12V   | 105W       25,02     90221903 

 CEILING RECESSED 

VISUALISATION

 PAR16 max.10W | GU10 
 220-240VAC | 50-60Hz 

 Light Colour Selection 

     lumen    |    cri      code 
 2700K    360-500    |    >90      3 
 3000K    400-540    |    >90      5 
 1800-2850K    280-380    |    >90      9 

 ALWAYS USE 

     EUR    code 
 350mA   | 10W       25,02     90213402 
 500mA   | 10W       25,02     90214403 
 500mA | 15W        dim    37,31     90224501 
 more power supplies on page 468 

 power supply 

     EUR    code 
   67,84    114381W _ 
   72,08    114381M _ 
   67,84    114381B _ 

     EUR    code 
   93,28    114388W5 
   97,52    114388M5 
   93,28     114388B5 

     EUR    code 
     recessed housing     31,91     90012026 
     plasterkit     23,32     90017101 

     EUR    code 
     recessed housing     31,91     90012026 
     plasterkit     23,32     90017101 

     EUR    code 
     recessed housing     31,91     90012026 
     plasterkit     23,32     90017101 

     EUR    code 
    35,83     114120W0 
    40,07     114120M0 
    35,83     114120B0 

 LUNA ROUND IP44 



 WEVER & DUCRÉ 54 — 55

9090

94

9090

36

 1.0 LED  1.0 LED  HV

 LED 6/8W | 500-700mA  | 9Vf
 COB 3-step  | excl. power supply
 aluminium | stainless steel
opal glass | polyamide 

 0.20kg  IP44    0.19kg  IP44   

 76  x76        100  2  -25  76  x76        50  2  -25 

 3000K | >90 CRI | 350lm 

 OPTIONAL 

 OPTIONAL 

 OPTIONAL 

9090

11
4

 0.26kg  IP44   

 76  x76        120  2  -25 

 ALWAYS USE 

 transformer 

 CEILING RECESSED 

LUNA SQUARE IP44

 LED 7W | 220-240VAC 
 PCB 3-step  | incl. power supply
 aluminium | stainless steel
opal glass | polyamide 

PRIVATE RESIDENCE KNOKKE | BELGIUM

 1.0 PAR16  

 aluminium | stainless steel
opal glass | polyamide 

 PAR16 max.10W | GU10 
 220-240VAC | 50-60Hz 

 Light Colour Selection 

     lumen    |    cri      code 
 2700K    360-500    |    >90      3 
 3000K    400-540    |    >90      5 
 1800-2850K    280-380    |    >90      9 

 ALWAYS USE 

 power supply 

 more power supplies on page 468 

     EUR    code 
 350mA   | 10W       25,02     90213402 
 500mA   | 10W       25,02     90214403 
 500mA | 15W        dim    37,31     90224501 

     EUR    code 
 12V   | 60W       22,68     90221902 
 12V   | 105W       25,02     90221903 

     EUR    code 
   67,84    114481W _ 
   72,08    114481M _ 
   67,84    114481B _ 

     EUR    code 
    93,28     114488W5 
    97,52     114488M5 
    93,28     114488B5 

     EUR    code 
     recessed housing     31,91     90012026 
     plasterkit     23,32     90017102 

     EUR    code 
     recessed housing     31,91     90012026 
     plasterkit     23,32     90017102 

     EUR    code 
     recessed housing     31,91     90012026 
     plasterkit     23,32     90017102 

     EUR    code 
    38,05     114220W0 
    42,29     114220M0 
   38,05    114220B0 



 WEVER & DUCRÉ 56 — 57

8080

22

 1.0 

 LED 2/3W | 350-500mA  | 6Vf  LED 2/3W | 350-500mA  | 6Vf
 PCB 3-step | excl. power supply  PCB 3-step | excl. power supply 
 aluminium powder coated
anodised 

 aluminium powder coated
anodised 

 0.09kg  IP20   

 70  x70        35  12  -18 

 3000K | >85 CRI | 188-260lm 

 ALWAYS USE 

     EUR    code 
 350mA   | 6W     30,32     90213202 
 500mA   | 6W     30,32     90214201 

     EUR    code 
 350mA   | 6W     30,32     90213202 
 500mA   | 6W     30,32     90214201 

8080

22

 2.0 

 0.09kg  IP20   

 70  x70        35  12  -18 

 3000K | >85 CRI | 188-260lm 

 ALWAYS USE 

 CEILING RECESSED 

power supply power supply

 more power supplies on page 468  more power supplies on page 468 

LITO
 CEILING RECESSED 

VISUALISATION

     EUR    code 
    52,47     145181W4 
    52,47     145181A4 
    52,47     145181B4 

     EUR    code 
    52,47     145281W4 
    52,47     145281A4 
    52,47     145281B4 



 WEVER & DUCRÉ 58 — 59

ø68

95 95

11
6

 1.0 LED 

 LED 7/10W | 350-500mA  | 18Vf
 COB 3-step  | excl. power supply
 aluminium powder coated 

 0.43kg  IP20  36° 

       45/45°  10°  145    4-25 

 CEILING RECESSED 

one lamp | 111x111x117mm

     EUR    code 
             62,54     90012009 
             62,54     90012017 

two lamps | 208x111x117mm

     EUR    code 
             78,44     90012010 
             78,44     90012018 

three lamps | 302x111x117mm

     EUR    code 
              103,88     90012011 
             103,88     90012019 

four lamps | 398x111x117mm

     EUR    code 
             121,90     90012012 
             121,90     90012020 
more information on page 479

9595

11
6

ø68

 1.0 PAR16 

 PAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.41kg  IP20   

115x115

212x115

306x115

402x115

4-25

4-25

4-25

4-25

145

145

145

145

       45/45°  13°  145 145    4-25 

     EUR    code 
    67,63     117120W0 
    67,63     117120S0 
    67,63     117120B0 

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 ALWAYS USE 

 ALWAYS USE 

 power supply 

recessed housing + plaster kit

 Light Colour Selection 

     lumen    |    cri      code 
 2700K    420-590    |    >90      3 
 3000K    470-640    |    >90      5 
 1800-2850K    370-510    |    >90      9 

VISUALISATION

     EUR    code 
 350mA   | 10W       25,02     90213402 
 500mA   | 10W       25,02     90214403 
 500mA | 15W        dim    37,31     90224501 
 more power supplies on page 468 

 more lamps and specs on page 471 

     EUR    code 
 2700K         23,85     901228W2 
 3000K        23,85     901228W4 
 1800-2850K        62,12     901229S9 

     EUR    code 
    114,48     117161W _ 
    114,48     117161S  _ 
    114,48     117161B _ 

 HIDE 



 WEVER & DUCRÉ 60 — 61

155 155

17
9

ø128

 1.0 LED111 

 LED 13W | 220-240V  | 50-60Hz
 AC-COB 3-step | phase-cut dim 
 aluminium powder coated 

 0.93kg  IP20    38° 

       45°/45°  45°/45°  215    4-25 

 Light Colour Selection 
     lumen    |    cri        code 
 2700K    715    |    >80        2 
 3000K    730    |    >80        4 

 CEILING RECESSED 

155 155

17
9

ø128

 1.0 QR111 

 QR111 max.75W | G53 
 12V | excl. transformer 
 aluminium powder coated 

 0.73kg  IP20   

       45°/45°  45°/45°  215    4-25 

     EUR    code 
    67,84     117230W0 
    67,84     117230S0 
    67,84     117230B0 

 ALWAYS USE 

recessed housing + plaster kit

 ALWAYS USE 

 transformer 
     EUR    code 
 12V   | 60W       22,68     90221902 
 12V   | 105W       25,02     90221903 

HIDE

PRIVATE RESIDENCE KNOKKE | BELGIUM

     EUR    code 
    174,90     117268W _ 
    174,90     117268S _ 
    174,90     117268B _ 

one lamp | 171x171x179mm

     EUR    code 
           82,68     90012013 
          82,68     90012021 

two lamps | 327x171x179mm

     EUR    code 
          111,30     90012014 
          111,30     90012022 

three lamps | 482x171x179mm

     EUR    code 
          132,50     90012015 
          132,50     90012023 

four lamps | 638x171x179mm

     EUR    code 
          153,70     90012016 
          153,70     90012024 
more information on page 479

175x175

331x175

485x175

640x175

4-25

4-25

4-25

4-25

190

190

190

190



 WEVER & DUCRÉ 62 — 63

12

ø90

 0.9 

 LED 3W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. power supply 
 corian® glacier white | aluminium 

 0.27kg  IP20   

     68      70  4  -40 

 3000K | >85 CRI | 390lm 

 3000K | >85 CRI | 380lm  | IP44

12

ø130

 1.3 

 LED 8W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim 
 corian® glacier white | aluminium 

 0.47kg  IP20   

     68      70  4  -40 

 3000K | >85 CRI | 930lm 

12

ø160

 1.6 

 LED 12W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim  PCB 3-step | incl. PS | phase-cut dim 
 corian® glacier white | aluminium  corian® glacier white | aluminium 

 0.52kg  IP20   

     68      70  4  -40 

 3000K | >85 CRI | 1550lm 

 CEILING RECESSED 

12

ø190

 1.9 

 LED 14W | 220-240VAC  | 50-60Hz

 0.63kg  IP20   

     68      70  4  -40 

 3000K | >85 CRI | 1820lm 
     EUR    code 

    195,57     126474W4 

PRIVATE RESIDENCE | ANDERS BOUWEN HAASRODE | BELGIUM

     EUR    code 
    104,73     126173W4 

     EUR    code 
    126,14     147173W4 

     EUR    code 
    168,54     126274W4 

     EUR    code 
    199,28     126374W4 

 3000K | >85 CRI | 1500lm  | IP44 | no dim

     EUR    code 
    232,14     147373W4 

 CORY 



 WEVER & DUCRÉ 64 — 65

12

ø210

 2.1 

 LED 12W | 220-240VAC  | 50-60Hz

 0.74kg  IP20   

     68      70  4  -40 

 3000K | >85 CRI | 1550lm 

12

ø260

 2.6 

 LED 16W | 220-240VAC  | 50-60Hz

 0.99kg  IP20   

     86      70  4  -40 

 3000K | >85 CRI | 2130lm 

 CEILING RECESSED 

 PCB 3-step | incl. PS | phase-cut dim  PCB 3-step | incl. PS | phase-cut dim  PCB 3-step | incl. PS | phase-cut dim 
 corian® glacier white | aluminium  corian® glacier white | aluminium  corian® glacier white | aluminium 

12

ø340

 3.4 

 LED 20W | 220-240VAC  | 50-60Hz

 1.46kg  IP20   

     86      70  4  -40 

 3000K | >85 CRI | 2810lm 
     EUR    code 

    564,45     126774W4 

VISUALISATION

     EUR    code 
    269,77     126574W4 

     EUR    code 
    422,41     126674W4 

 CORY 



 WEVER & DUCRÉ 66 — 67

12

8080

 0.8 

 0.26kg  IP20   

     68      70  4  -40 

 3000K | >85 CRI | 390lm 

 3000K | >85 CRI | 380lm  | IP44

12

112112

 1.1 

 0.37kg  IP20   

     68      70  4  -40 

 3000K | >85 CRI | 930lm 

12

125125

 1.3 

 0.43kg  IP20   

     68      70  4  -40 

 3000K | >85 CRI | 1550lm 

 CEILING RECESSED 

 3000K | >85 CRI | 1500lm  | IP44 | no dim
     EUR    code 

    232,14     148473W4 

 LED 3W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. power supply 
 corian® glacier white | aluminium 

 LED 8W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim 
 corian® glacier white | aluminium 

 LED 12W | 220-240VAC  | 50-60Hz  LED 14W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim  PCB 3-step | incl. PS | phase-cut dim 
 corian® glacier white | aluminium  corian® glacier white | aluminium 

12

140140

 1.4 

 0.48kg  IP20   

     68      70  4  -40 

 3000K | >85 CRI | 930lm 
     EUR    code 

    195,57     127574W4 

OFFICE |  J.CON BÜHL | GERMANY 

     EUR    code 
    104,73     127273W4 

     EUR    code 
    126,14     148273W4 

     EUR    code 
    168,54     127374W4 

     EUR    code 
    199,28     127474W4 

 CORO 



 WEVER & DUCRÉ 68 — 69

12

160160

 1.6 

 0.63kg  IP20   

     68      70  4  -40 

 3000K | >85 CRI | 1550lm 

12

200200

 2.0 

 0.79kg  IP20   

     86      70  4  -40 

 3000K | >85 CRI | 2130lm 

 CEILING RECESSED 

12

250 250

 2.5 

 1.21kg  IP20   

     86      70  4  -40 

 3000K | >85 CRI | 2810lm 
     EUR    code 

    471,70     127874W4 

 LED 12W | 220-240VAC  | 50-60Hz  LED 16W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim  PCB 3-step | incl. PS | phase-cut dim  PCB 3-step | incl. PS | phase-cut dim 
 corian® glacier white | aluminium  corian® glacier white | aluminium  corian® glacier white | aluminium 

 LED 20W | 220-240VAC  | 50-60Hz

VISUALISATION

     EUR    code 
    225,25     127674W4 

     EUR    code 
    349,27     127774W4 

 CORO 



 WEVER & DUCRÉ 70 — 71

90

8585

 1.0 LED 

 LED 7/10W | 350-500mA  | 18Vf
 COB 3-step | excl. power supply 
 aluminium powder coated 

 0.26kg  IP20   

 74  x78    35°/35°  355°  95  2  -18 

 OPTIONAL 

 OPTIONAL 

 CEILING RECESSED 

 ALWAYS USE  ALWAYS USE 

 power supply  power supply 

     EUR    code 
 350mA   | 10W       25,02     90213402 
 500mA   | 10W       25,02     90214403 
 500mA | 15W        dim    37,31     90224501 

     EUR    code 
 350mA   | 10W       25,02     90213402 
 500mA   | 10W       25,02     90214403 
 500mA | 15W        dim    37,31     90224501 

 more power supplies on page 468  more power supplies on page 468 

 Light Colour Selection  Light Colour Selection 

     lumen    |    cri      code 
 2700K    420-590    |    >90      3 
 3000K    470-640    |    >90      5 
 1800-2850K    320-440    |    >90      9 

     lumen    |    cri      code 
 2700K   2x 420-590    |    >90      3 
 3000K   2x 470-640    |    >90      5 
 1800-2850K   2x 320-440    |    >90      9 

VISUALISATION

     EUR    code 
    92,22     118161W _ 
    92,22     118161S _ 

     EUR    code 
     plasterkit     15,05     90017104 

     EUR    code 
     plasterkit     15,05     90017104 

11
5

8585

 1.0 PAR16 

 PAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.24kg  IP20   

 74  x78    35°/35°  355°  120  2  -18 

 OPTIONAL  OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471  more lamps and specs on page 471 

     EUR    code 
    40,07     118120W0 
    40,07     118120S0 

     EUR    code 
 2700K        23,85     901228W2 
 3000K        23,85     901228W4 
 1800-2850K        62,12     901229S9 

     EUR    code 
 2700K        23,85     901228W2 
 3000K        23,85     901228W4 
 1800-2850K        62,12     901229S9 

156 85

90

 2.0 LED 

 2xLED 7/10W | 350-500mA  | 18Vf
 COB 3-step | excl. power supply 
 aluminium powder coated 

 0.48kg  IP20   

 74  x148    35°/35°  355°  95  2  -18 

 OPTIONAL 

 OPTIONAL 

     EUR    code 
    174,69     118261W _ 
    174,69     118261S _ 

     EUR    code 
     plasterkit     22,15     90017105 

     EUR    code 
     plasterkit     22,15     90017105 

156 85

11
5

 2.0 PAR16 

 2xPAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.44kg  IP20   

 74  x148    35°/35°  355°  120  2  -18 

     EUR    code 
    69,96     118220W0 
    69,96     118220S0 

 PLANO 



 WEVER & DUCRÉ 72 — 73

85

152152

 1.0 LED111 

 LED 13W | 220-240VAC  | 50-60Hz
 AC-COB 3-step | phase-cut dim 
 aluminium powder coated 

 0.65kg  IP20    38° 

 141  x145    35°/35°  355°  90  2  -18 

 Light Colour Selection 
     lumen    |    cri        code 
 2700K    715    |    >80        2 
 3000K    730    |    >80        4 

 OPTIONAL 

12
5

152152

 1.0 ES111 

 ES111 max.75W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.41kg  IP20   

 141  x145    35°/35°  355°  145  2  -18 

 OPTIONAL 

 ES111 LED   GU10   13W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING RECESSED 

VISUALISATION

     EUR    code 
    179,78     118368W _ 
    179,78     118368S _ 

     EUR    code 
     plasterkit     27,98     90017106 

     EUR    code 
     plasterkit     27,98     90017106      EUR    code 

     plasterkit     27,98     90017106 

     EUR    code 
    76,11     118320W0 
    76,11     118320S0 

     EUR    code 
 2700K    | 530lm     94,34     901528S2 
 3000K    | 540lm     94,34     901528S4 

85

152152

 1.0 QR111 

 QR111 max.75W | G53 
 12V | excl. transformer 
 aluminium powder coated 

 0.41kg 0.41kg  IP20   

 141  x145    35°/35°  355°  90  2  -18 

 ALWAYS USE 

 transformer 

     EUR    code 
 12V   | 60W       22,68     90221902 
 12V   | 105W       25,02     90221903 

 OPTIONAL 

     EUR    code 
    73,56     118330W0 
    73,56     118330S0 

 PLANO 



 WEVER & DUCRÉ 74 — 75

90

8383

 1.0 LED 

 LED 7/10W | 350-500mA  | 18Vf
 COB 3-step | excl. power supply 
 aluminium powder coated 

 0.43kg  IP20   

 86  x86    35°/35°  355°  95  4  -25 

 ALWAYS USE 

 power supply 

     EUR    code 
       plasterkit     19,61     90017116 

     EUR    code 
 350mA   | 10W       25,02     90213402 
 500mA   | 10W       25,02     90214403 
 500mA | 15W        dim     37,31     90224501 
 more power supplies on page 468 

11
5

83 83

 1.0 PAR16 

 PAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.41kg  IP20   

 86  x86    35°/35°  355°  120  4  -25 

 ALWAYS USE 

     EUR    code 
     plasterkit     19,61     90017116 

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

83153

90

 2.0 LED 

 2xLED 7/10W | 350-500mA  | 18Vf
 COB 3-step | excl. power supply 
 aluminium powder coated 

 0.74kg  IP20   

 86  x156    35°/35°  355°  95  4  -25 

 ALWAYS USE 

 power supply 

     EUR    code 
       plasterkit     34,03     90017117 

     EUR    code 
 350mA   | 10W       25,02     90213402 
 500mA   | 10W       25,02     90214403 
 500mA | 15W        dim     37,31     90224501 
 more power supplies on page 468 

83153

11
5

 2.0 PAR16 

 2xPAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.70kg  IP20   

 86  x156    35°/35°  355°  120  4  -25 

 ALWAYS USE 

     EUR    code 
     plasterkit     34,03     90017117 

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING RECESSED 

 Light Colour Selection  Light Colour Selection 

     lumen    |    cri      code 
 2700K    420-590    |    >90      3 
 3000K    470-640    |    >90      5 
 1800-2850K    320-440    |    >90      9 

     lumen    |    cri      code 
 2700K   2x 420-590    |    >90      3 
 3000K   2x 470-640    |    >90      5 
 1800-2850K   2x 320-440    |    >90      9 

     EUR    code 
 2700K        23,85     901228W2 
 3000K        23,85     901228W4 
 1800-2850K        62,12     901229S9 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

PRIVATE RESIDENCE | CARACTÈRE SPANPLAFONDS GULLEGEM | BELGIUM

     EUR    code 
    96,14     131161W _ 
    96,14     131161B _ 

     EUR    code 
    43,99     131120W0 
    43,99     131120B0 

     EUR    code 
    187,62     131261W _ 
    187,62     131261B _ 

     EUR    code 
    82,89     131220W0 
    82,89     131220B0 

 STRANGE 



 WEVER & DUCRÉ 76 — 77

85

150150

 1.0 LED111 

 LED 13W | 220-240VAC  | 50-60Hz
 AC-COB 3-step  | phase-cut dim
 aluminium powder coated 

 1.03kg  IP20    38° 

 154  x154    35°/35°  355°  90 90  4  -25 

 Light Colour Selection 
     lumen    |    cri        code 
 2700K    715    |    >80        2 
 3000K    730    |    >80        4 

 ALWAYS USE 

     EUR    code 
     plasterkit     52,47     90017118 

12
5

150150

 1.0 ES111 

 ES111 max.75W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.75kg  IP20   

 154  x154    35°/35°  355°  135  4  -25 

 ALWAYS USE 

     EUR    code 
     plasterkit     52,47     90017118 

 OPTIONAL 

 ES111 LED   GU10   13W
  phase-cut dim 

 more lamps and specs on page 471 

85

150150

 1.0 QR111 

 QR111 max.75W | G53 
 12V | excl. transformer 
 aluminium powder coated 

 0.75kg  IP20   

 154  x154    35°/35°  355°  90  4  -25 

 ALWAYS USE 

 transformer 

     EUR    code 
     plasterkit     52,47     90017118 

     EUR    code 
 12V   | 60W       22,68     90221902 
 12V   | 105W       25,02     90221903 

 CEILING RECESSED 

150

 1.0 LED111 

VISUALISATION

     EUR    code 
    185,61     131368W_ 
    185,61     131368B_ 

     EUR    code 
    81,94     131320W0 
    81,94     131320B0 

     EUR    code 
 2700K    | 530lm     94,34     901528S2 
 3000K    | 530lm     94,34     901528S4 

     EUR    code 
    79,39     131330W0 
    79,39     131330B0 

 STRANGE 



 WEVER & DUCRÉ 78 — 79

18

ø161

16
7

 1.0 LED111 

 LED 13W | 220-240VAC  | 50-60Hz
 AC-COB 3-step | phase-cut dim 
 aluminium | steel powder coated 

 1.06kg  IP20  38° 

     152  25°/25°  365°  170  2  -25 

 Light Colour Selection 

     lumen    |    cri        code 
 2700K   715   |    >80        2 
 3000K   730   |    >80        4 

18

ø161

16
7

 1.0 QR111 

 QR111 max.75W | G53 
 12V | excl. transformer 
 aluminium | steel powder coated 

 0.78kg 0.78kg  IP20   

     152  25°/25°  365°  170  2  -25 

 ALWAYS USE 

 transformer 

     EUR    code 
 12V   | 60W       22,68     90221902 
 12V   | 105W       25,02     90221903 

 CEILING RECESSED 

VISUALISATION

     EUR    code 
    233,84     119168J _ 
    233,84     119168U _ 

     EUR    code 
    127,62     119130J0 
    127,62     119130U0 

 COCOZ ROUND 



 WEVER & DUCRÉ 80 — 81

19

161161

17
5

 1.0 LED111 

 1.15kg  IP20   

 145  x145    25°/25°  365°  180  2  -25 

 Light Colour Selection 

     lumen    |    cri        code 
 2700K    715    |    >80        2 
 3000K    730    |    >80        4 

19

161161

17
5

 1.0 QR111 

 QR111 max.75W | G53 
 12V | excl. transformer 
 aluminium | steel powder coated 

 0.87kg 0.87kg  IP20   

 145  x145    25°/25°  365°  180  2  -25 

 ALWAYS USE 

 transformer 

 CEILING RECESSED 

 LED 13W | 220-240VAC  | 50-60Hz
 AC-COB 3-step | phase-cut dim 
 aluminium | steel powder coated 

16

VISUALISATION

     EUR    code 
 12V   | 60W       22,68     90221902 
 12V   | 105W       25,02     90221903 

     EUR    code 
    241,79     119268J _ 
    241,79     119268U _ 

     EUR    code 
    135,57     119230J0 
    135,57     119230U0 

 COCOZ SQUARE 



 WEVER & DUCRÉ 82 — 83

19

ø148

13
7

 1.0 LED111 

 0.98kg  IP20  38° 

     140  25°/25°  365°  150  2  -25 

 Light Colour Selection 

     lumen    |    cri        code 
 2700K    715    |    >80        2 
 3000K    730    |    >80        4 

19

ø148

13
7

 1.0 QR111 

 QR111 max.75W | G53 
 12V | excl. transformer 
 aluminium | steel powder coated 

 0.70kg  IP20   

     140  25°/25°  365°  150  2  -25 

 ALWAYS USE 

 transformer 

 CEILING RECESSED 

 LED 13W | 220-240VAC  | 50-60Hz
 AC-COB 3-step | phase-cut dim 
 aluminium | steel powder coated 

 1.0 LED111 

     EUR    code 
 12V   | 60W       22,68     90221902 
 12V   | 105W       25,02     90221903 

PRIVATE RESIDENCE BRUGGE | BELGIUM

     EUR    code 
    211,58     120168J _ 
    211,58     120168E _ 
    211,58     120168K _ 

     EUR    code 
    105,36     120130J0 
    105,36     120130E0 
   105,36      120130K0 

 OBOQ ROUND 



 WEVER & DUCRÉ 84 — 85

16
14

3

148148

 1.0 LED111 

 1.02kg  IP20  38° 

 138  x138    25°/25°  365°  150  2  -25 

 Light Colour Selection 

     lumen    |    cri        code 
 2700K    715    |    >80        2 
 3000K    730    |    >80        4 

16
14

3

148148

 1.0 QR111 

 QR111 max.75W | G53 
 12V | excl. transformer 
 aluminium | steel powder coated 

 0.84kg  IP20   

 138  x138    25°/25°  365°  150  2  -25 

 ALWAYS USE 

 transformer 

 CEILING RECESSED 

 LED 13W | 220-240VAC  | 50-60Hz
 AC-COB 3-step | phase-cut dim 
 aluminium | steel powder coated 

14

VISUALISATION

     EUR    code 
 12V   | 60W       22,68     90221902 
 12V   | 105W       25,02     90221903 

     EUR    code 
    216,35     120268J _ 
    216,35     120268E _ 
    216,35     120268K _ 

     EUR    code 
    110,13     120230J0 
    110,13     120230E0 
    110,13     120230K0 

 OBOQ SQUARE 



 WEVER & DUCRÉ 86 — 87

ø80

56

 1.0 

 QR-CBC51 max.50W | GU5.3 
 12V | excl. transformer 
 aluminium powder coated
matt chrome 

 0.08kg  IP20   

     70      60  2  -25 

 ALWAYS USE 

 transformer 

 CEILING RECESSED 

PRIVATE RESIDENCE COPENHAGEN | DENMARK

     EUR    code 
 12V   | 60W       22,68     90221902 
 12V   | 105W       25,02     90221903 

     EUR    code 
    11,45     121110H0 
    13,57     121110M0 

 SLALOM 



 WEVER & DUCRÉ 88 — 89

ø90

56

 1.0 MR16 

 QR-CBC51 max.50W | GU5.3 
 12V | excl. transformer 
 aluminium powder coated
matt chrome 

 0.35kg  IP20   

     82  45°/45°  355°  65  2  -25 

 ALWAYS USE 

 transformer 

ø90

12
0

 1.0 PAR16 

 PAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
matt chrome 

 0.35kg  IP20   

     82  45°/45°  355°  130  2  -18 

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING RECESSED 

VISUALISATION

     EUR    code 
 12V   | 60W       22,68     90221902 
 12V   | 105W       25,02     90221903 

     EUR    code 
    12,19     122110H0 
    15,69     122110M0 

     EUR    code 
    15,37     122120H0 
    18,87     122120M0 

     EUR    code 
 2700K         23,85     901228W2 
 3000K        23,85     901228W4 
 1800-2850K        62,12     901229S9 

 SPINO 



 WEVER & DUCRÉ 90 — 91

ø140

ø160
110

ø72

85

 1.0 LED 

 LED 7/10W | 350-500mA  | 18Vf
 COB 3-step  | excl. power supply
 aluminium | steel powder coated 

 1.10kg  IP20  36° 

     145  85°  355°  90  4  -25 

 ALWAYS USE 

     EUR    code 
 350mA   | 10W       25,02     90213402 
 500mA   | 10W       25,02     90214403 
 500mA | 15W     dim       37,31     90224501 

ø140

ø160

110
ø72

85

 1.0 PAR16 

 PAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium | steel powder coated 

 1.10kg  IP20   

     145  85°  355°  90  4  -25 

 OPTIONAL 

power supply

 CEILING RECESSED 

 more power supplies on page 468 

 Light Colour Selection 

     lumen    |    cri      code 
 2700K    420-590    |    >90      3 
 3000K    470-640    |    >90      5 
 1800-2850K    320-440    |    >90      9 

OFFICE RAVANA | CREAPLAN NAZARETH | BELGIUM

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

     EUR    code 
 2700K         23,85     901228W2 
 3000K        23,85     901228W4 
 1800-2850K        62,12     901229S9 

     EUR    code 
    215,39     124161W _ 
    215,39     124161E _ 

     EUR    code 
    154,23     124120W0 
    154,23     124120E0 

 SPYDER 



 WEVER & DUCRÉ 92 — 93

105 105

11
4

 1.0 LED 

 LED 5/7W | 350-500mA  | 13Vf
 COB 3-step  | excl. power supply
 aluminium | steel powder coated 

 0.52kg  IP20  36° 

 100  x84    35°/35°  25°/25°  120  10  -25 

 3000K | >80 CRI | 350-465lm 

 ALWAYS USE 

     EUR    code 
 350mA   | 6W     30,32     90213202 
 500mA   | 10W     25,02     90214403 

     EUR    code 
 350mA   | 6W     30,32     90213202 
 500mA   | 10W     25,02     90214403 

     EUR    code 
 350mA   | 6W     30,32     90213202 
 500mA   | 10W     25,02     90214403 

186 105

11
4

 2.0 LED 

 2xLED 5/7W | 350-500mA  | 13Vf
 COB 3-step  | excl. power supply
 aluminium | steel powder coated 

 0.93kg  IP20  36° 

 100  x166    35°/35°  25°/25°  120  10  -25 

 3000K | >80 CRI | 2x350-465lm 

 ALWAYS USE 

268
105

11
4

 3.0 LED 

 3xLED 5/7W | 350-500mA  | 13Vf
 COB 3-step  | excl. power supply
 aluminium | steel powder coated 

 1.35kg  IP20  36° 

 100  x248    35°/35°  25°/25°  120  10  -25 

 3000K | >80 CRI | 3x350-465lm 

 ALWAYS USE 

 CEILING RECESSED 

power supply power supply power supply

 more power supplies on page 468  more power supplies on page 468  more power supplies on page 468 

VISUALISATION

     EUR    code 
    135,68     128161W4 
    135,68     128161B4 

     EUR    code 
    227,90     128261W4 
    227,90     128261B4 

     EUR    code 
    304,22     128361W4 
    304,22     128361B4 

 SEEK 



 WEVER & DUCRÉ 94 — 95

82

11
4

82

 1.0 LED 

 LED 5/7W | 350-500mA  | 13Vf
 COB 3-step  | excl. power supply
 aluminium | steel powder coated 

 0.46kg  IP20  36° 

 98  x98    35°/35°  25°/25°  120  10  -25 

 3000K | >80 CRI | 350-465lm 

 ALWAYS USE 

     EUR    code 
     plasterkit     33,07     90017107 

     EUR    code 
 350mA   | 6W     30,32     90213202 
 500mA   | 10W     25,02     90214403 

82165

11
4

 2.0 LED 

 2xLED 5/7W | 350-500mA  | 13Vf
 COB 3-step  | excl. power supply
 aluminium | stainless steel 

 0.78kg  IP20  36° 

 98  x180    35°/35°  25°/25°  120  10  -25 

 3000K | >80 CRI | 2x350-465lm 

 ALWAYS USE 

     EUR    code 
     plasterkit     39,22     90017108 

     EUR    code 
 350mA   | 6W     30,32     90213202 
 500mA   | 10W     25,02     90214403 

247

11
4

82

 3.0 LED 

 3xLED 5/7W | 350-500mA  | 13Vf
 COB 3-step  | excl. power supply
 aluminium | steel powder coated 

 1.17kg  IP20  36° 

 98  x262    35°/35°  25°/25°  120  10  -25 

 3000K | >80 CRI | 3x350-465lm 

 ALWAYS USE 

     EUR    code 
     plasterkit     45,26     90017109 

     EUR    code 
 350mA   | 6W     30,32     90213202 
 500mA   | 10W    25,02      90214403 

 CEILING RECESSED 

power supply power supply power supply

 more power supplies on page 468  more power supplies on page 468  more power supplies on page 468 

PRIVATE RESIDENCE RUMBEKE | BELGIUM

     EUR    code 
    125,08     128461W4 
    125,08     128461E4 
    125,08     128461B4 

     EUR    code 
    201,40     128561W4 
    201,40     128561E4 
    201,40     128561B4 

     EUR    code 
    277,72     128661W4 
    277,72     128661E4 
    277,72     128661B4 

 SEEK GAP 



 WEVER & DUCRÉ 96 — 97

15
5

95 95

 1.0 MR16 

 QR-CBC51 max.50W | GU5.3 
 12V | excl. transformer 
 steel powder coated 

 0.28kg  IP20   

     90  12°/12°    155  2  -30 

 ALWAYS USE 

 transformer 

     EUR    code 
 12V   | 60W       22,68     90221902 
 12V   | 105W       25,02     90221903 

15
5

95 95

 1.0 PAR16 

 PAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 steel powder coated 

 0.30kg  IP20   

     90  12°/12°    155  2  -30 

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING RECESSED 

VISUALISATION

     EUR    code 
    27,98     130210W0 
    27,98     130210S0 

     EUR    code 
    30,32     130220W0 
    30,32     130220S0 

     EUR    code 
 2700K         23,85     901228W2 
 3000K        23,85     901228W4 
 1800-2850K        62,12     901229S9 

 NOP 



     EUR    code 
   152,32    142164W _ 
   152,32    142164S _ 
   152,32    142164B _ 

     EUR    code 
    76,96     142120W0 
    76,96     142120S0 
    76,96     142120B0 

     EUR    code 
   298,85    142264W _ 
   298,85    142264S _ 
   298,85    142264B _ 

     EUR    code 
    153,91     142220W0 
    153,91     142220S0 
    153,91     142220B0 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

 WEVER & DUCRÉ 98 — 99

ø68

95 95

11
6

 1.0 LED 

 LED 8W | 220-240V  | 50-60Hz
 COB 3-step  | incl. PS | phase-cut dim  COB 3-step  | incl. PS | phase-cut dim
 aluminium powder coated 

 0.53kg  IP20  36° 

       45°/45°  10°       

 Light Colour Selection 

9595

11
6

ø68

 1.0 PAR16 

 PAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.41kg  IP20   

       45°/45°  13°       

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

19095

11
6

ø68

 2.0 LED 

 2xLED 8W | 220-240V  | 50-60Hz

 aluminium powder coated 

 1.06kg  IP20  36° 

       45°/45°  10°       

 Light Colour Selection 

190

ø68

11
6

95

 2.0 PAR16 

 2xPAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.82kg  IP20   

       45°/45°  13°       

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING SURFACE 

     lumen    |    cri      code 
 2700K    470    |    >90      3 
 3000K    470    |    >90      5 
 1800-2850K    410    |    >90      9 

     lumen    |    cri      code 
 2700K   2x 470    |    >90      3 
 3000K   2x 470    |    >90       5
 1800-2850K   2x 410    |    >90      9 

VISUALISATION

 PLUXO 



     EUR    code 
   402,22    142364W _ 
   402,22    142364S _ 
   402,22    142364B _ 

     EUR    code 
    221,91     142320W0 
    221,91     142320S0 
    221,91     142320B0 

     EUR    code 
   527,46    142464W _ 
   527,46    142464S _ 
   527,46    142464B _ 

     EUR    code 
    286,52     142420W0 
    286,52     142420S0 
    286,52     142420B0 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

 WEVER & DUCRÉ 100 — 101

285

ø68

11
6

95

 3.0 LED 

 3xLED 8W | 220-240VAC  | 50-60Hz 
 COB 3-step  | incl. PS | phase-cut dim
 aluminium powder coated 

 1.59kg  IP20  36° 

       45°/45°  10°       

 Light Colour Selection 

285

ø68

11
6

95

 3.0 PAR16 

 3xPAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 1.23kg  IP20   

       45°/45°  13°       

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

380

11
6

ø68

95

 4.0 LED 

 4xLED 8W | 220-240VAC  | 50-60Hz
 COB 3-step  | incl. PS | phase-cut dim
 aluminium powder coated 

 2.12kg  IP20  36° 

       45°/45°  10°       

 Light Colour Selection 

380

11
6

ø68

95

 4.0 PAR16 

 4xPAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 1.64kg  IP20   

       45°/45°  13°       

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING SURFACE 

     lumen    |    cri      code 
 2700K   3x 470    |    >90       3
 3000K   3x 470    |    >90       5
 1800-2850K   3x 410    |    >90      9 

     lumen    |    cri      code 
 2700K   4x 470    |    >90       3
 3000K   4x 470    |    >90       5
 1800-2850K   4x 410    |    >90      9 

VISUALISATION

 PLUXO 



     EUR    code 
    124,76     142520W0 
    124,76     142520S0 
    124,76     142520B0 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

 WEVER & DUCRÉ 102 — 103

95 95

11
6

ø68

 1.0 PAR16 

 2xPAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.82kg  IP20   

       45°/45°  13°       

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING SURFACE 

PRIVATE RESIDENCE | ANDERS BOUWEN HAASRODE | BELGIUM

 PLUXO#2 



     EUR    code 
   184,23      143168W _ 
   184,23      143168S _ 
   184,23      143168B _ 

     EUR    code 
    368,46     143268W _ 
    368,46     143268S _ 
    368,46     143268B _ 

     EUR    code 
    552,68     143368W _ 
    552,68     143368S _ 
    552,68     143368B _ 

     EUR    code 
    736,91     143468W _ 
    736,91     143468S _ 
    736,91     143468B _ 

 WEVER & DUCRÉ 104 — 105

155 155

17
9

ø128

 1.0 LED111 

 LED 13W | 220-240V  | 50-60Hz
 AC-COB 3-step  | phase-cut dim
 aluminium powder coated 

 0.93kg  IP20  38° 

       45°/45°  45°/45°       

 Light Colour Selection 
     lumen    |    cri        code 
 2700K    715    |    >80        2 
 3000K    730    |    >80        4 

310

ø128

17
9

155

 2.0 LED111 

 2xLED 13W | 220-240V  | 50-60Hz
 AC-COB 3-step  | phase-cut dim
 aluminium powder coated 

 1.86kg  IP20  38° 

       45°/45°  45°/45°       

 Light Colour Selection 
     lumen    |    cri        code 
 2700K    2x710    |    >80        2 
 3000K    2x730    |    >80        4 

465

ø128

17
9

155

 3.0 LED111 

 3xLED 13W | 220-240V  | 50-60Hz
 AC-COB 3-step  | phase-cut dim
 aluminium powder coated 

 2.79kg  IP20  38° 

       45°/45°  45°/45°       

 Light Colour Selection 
     lumen    |    cri        code 
 2700K    3x710    |    >80        2 
 3000K    3x730    |    >80        4 

17
9

ø128

620

155

 4.0 LED111 

 4xLED 13W | 220-240V  | 50-60Hz
 AC-COB 3-step  | phase-cut dim
 aluminium powder coated 

 3.72kg  IP20 IP20  38° 

       45°/45°  45°/45°       

 Light Colour Selection 
     lumen    |    cri        code 
 2700K    4x710    |    >80        2 
 3000K    4x730    |    >80        4 

 CEILING SURFACE 

PRIVATE RESIDENCE DRONGEN | BELGIUM

 PLUXO 



     EUR    code 
    347,47     143568W _ 
    347,47     143568S _ 
    347,47     143568B _ 

 WEVER & DUCRÉ 106 — 107

155155

17
9

ø128
ø128

 1.0 LED111 

 2xLED 13W | 220-240V  | 50-60Hz
 AC-COB 3-step  | phase-cut dim
 aluminium powder coated 

 1.86kg  IP20  38° 

       45°/45°  45°/45°       

 Light Colour Selection 
     lumen    |    cri        code 
 2700K    2x640    |    >80        2 
 3000K    2x680    |    >80        4 

 CEILING SURFACE 

VISUALISATION

 PLUXO#2 



     EUR    code 
    174,37     133164W _ 
    174,37     133164K _ 
    174,37     133164P _ 
    174,37     133164B _ 

     EUR    code 
    94,34     133120W0 
    94,34     133120K0 
    94,34     133120P0 
    94,34     133120B0 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

 WEVER & DUCRÉ 108 — 109

ø100

13
0

 1.0 LED 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated 

 0.65kg  IP20  36° 

       25°/25°  355°       

ø100

13
0

 1.0 PAR16 

 PAR16 max.35W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.61kg  IP20   

       25°/25°  355°       

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING SURFACE 

 Light Colour Selection 
     lumen    |    cri      code 
 2700K    470    |    >90      3 
 3000K    470    |    >90     5  
 1800-2850K    410    |    >90      9 

PRIVATE RESIDENCE BRUGGE | BELGIUM

 SOLID 



WEVER & DUCRÉ 110 — 111BRASSERIE GRAND CRU | ABOUT-S  BRUGGE | BELGIUM



     EUR    code 
    220,37     134164W _ 
    220,37     134164E _ 
    220,37     134164F _ 
    220,37     134164B _ 

     EUR    code 
   131,23      134120W0 
   131,23      134120E0 
   131,23      134120F0 
   131,23      134120B0 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

 WEVER & DUCRÉ 112 — 113

ø120

13
0

 1.0 LED 

 LED 10W | 220-240VAC  | 50-60Hz
 COB 3-step  | incl. PS |phase-cut dim
 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 0.86kg  IP20  36° 

       35°/35°  355°       

ø120

13
0

 1.0 PAR16 

 PAR16 max.35W | GU10 
 220-240VAC | 50-60Hz 

 0.74kg  IP20   

       35°/35°  355°       

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING SURFACE 

 Light Colour Selection 

     lumen    |    cri      code 
 2700K    590    |    >90      3 
 3000K    640    |    >90      5 
 1800-2850K    440    |    >90      9 

PRIVATE RESIDENCE | CARACTÈRE SPANPLAFONDS GULLEGEM | BELGIUM

 SIRRA 



     EUR    code 
   220,37      139164W _ 
   220,37      139164E _ 
   220,37      139164F _ 
   220,37      139164B _ 

     EUR    code 
    131,23     139120W0 
    131,23     139120E0 
    131,23     139120F0 
    131,23     139120B0 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

 WEVER & DUCRÉ 114 — 115

13
0

120

120

 1.0 LED 

 LED 10W | 220-240VAC  | 50-60Hz
 COB 3-step | incl. PS | phase-cut dim 
 aluminium powder coated
brushed 

 0.85kg  IP20  36° 

       35°/35°  355°       

13
0

120

120

 1.0 PAR16 

 PAR16 max.35W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

 0.81kg  IP20   

       35°/35°  355°       

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING SURFACE 

 Light Colour Selection 
     lumen    |    cri      code 
 2700K    590    |    >90      3 
 3000K    640    |    >90      5 
 1800-2850K    440    |    >90      9 

FAIR BOOTH | BIS BEURS | GINO VANHOUTTE GENT | BELGIUM 

 SIRRO 



     EUR    code 
   522,37      139364W _ 
    522,37     139364E _ 
    522,37     139364F _ 
    522,37     139364B _ 

13
0

120

230

 2.0 LED 

 2xLED 10W | 220-240VAC 
 50-60Hz | COB 3-step 
incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 1.57kg  IP20  36° 

       35°/35°  355°       

13
0

120

230

 2.0 PAR16  3.0 PAR16 

 2xPAR16 max.35W | GU10  3xPAR16 max.35W | GU10 
 220-240VAC | 50-60Hz  220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 1.51kg  IP20    1.51kg  IP20   

       35°/35°  355°              35°/35°  355°       

 OPTIONAL  OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471  more lamps and specs on page 471 

     EUR    code 
    370,79     139264W _ 
   370,79      139264E _ 
   370,79      139264F _ 
   370,79      139264B _ 

     EUR    code 
   192,39      139220W0 
    192,39     139220E0 
    192,39     139220F0 
    192,39     139220B0 

     EUR    code 
    255,99     139320W0 
    255,99     139320E0 
    255,99     139320F0 
    255,99     139320B0 

 Light Colour Selection 
     lumen    |    cri      code 
 2700K   2x 590    |    >90      3 
 3000K   2x 640    |    >90      5 
 1800-2850K   2x 440    |    >90      9 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

 WEVER & DUCRÉ 116 — 117

13
0

120

340

13
0

120

340

 3.0 LED 

 3xLED 10W | 220-240VAC 

 2.21kg  IP20  36° 

       35°/35°  355°       

 CEILING SURFACE 

 50-60Hz | COB 3-step 
incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 Light Colour Selection 
     lumen    |    cri      code 
 2700K   3x 590    |    >90      3 
 3000K   3x 640    |    >90      5 
 1800-2850K   3x 440    |    >90      9 

PRIVATE RESIDENCE DUINBERGEN | BELGIUM 

 SIRRO 



     EUR    code 
   231,50    135183W4 
   231,50    135183L4 

     EUR    code 
   344,61    135283W4 
   344,61    135283L4 

 WEVER & DUCRÉ 118 — 119

ø160

60

 1.6 

 LED 8W | 220-240VAC  | 50-60Hz
 PCB 3-step  | incl. power supply  PCB 3-step  | incl. power supply  PCB 3-step  | incl. power supply
 aluminium powder coated 
brushed | opal PMMA cover 

 1.00kg  IP44   

                 3000K | >80 CRI | 600lm 

ø260

60

 2.6 

 LED 12W | 220-240VAC  | 50-60Hz

 aluminium powder coated 
brushed | opal PMMA cover 

 1.55kg  IP44   

                 3000K | >80 CRI | 1000lm 

ø350

60

 3.5 

 LED 20W | 220-240VAC  | 50-60Hz

 aluminium powder coated 
brushed | opal PMMA cover 

 2.45kg  IP44   

                 3000K | >80 CRI | 1600lm 
     EUR    code 

   495,13    135383W4 
   495,13    135383L4 

VISUALISATION

 ROBY 



     EUR    code 
   215,71    136173W4 

     EUR    code 
   246,45    136273W4 

     EUR    code 
   248,89    136373W4 

     EUR    code 
   278,25    136473W4 

 WEVER & DUCRÉ 120 — 121

1230

ø130

 1.3 

 LED 8W | 220-240VAC  | 50-60Hz
 PCB 3-step  | incl. power supply
 corian® glacier white | aluminium 

 0.47kg  IP20   

 3000K | >85 CRI | 930lm 

12

30

ø160

 1.6 

 LED 9W | 220-240VAC  | 50-60Hz
 PCB 3-step  | incl. power supply
 corian® glacier white | aluminium 

 0.52kg  IP20   

 3000K | >85 CRI | 1160lm 

12

ø190

30

 1.9 

 LED 8W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. power supply 
 corian® glacier white | aluminium 

 0.63kg  IP20   

 3000K | >85 CRI | 930lm 

12

210ø

30

 2.1 

 LED 12W | 220-240VAC  | 50-60Hz
 PCB 3-step  | incl. power supply
 corian® glacier white | aluminium 

 0.74kg  IP20   

 3000K | >85 CRI | 1550lm 

 CEILING SURFACE 

PRIVATE RESIDENCE | OTODESIGN STUDIO KIEW | UKRAINE

 CORY 



     EUR    code 
   410,01    136574W4 

     EUR    code 
   528,09    136674W4 

 WEVER & DUCRÉ 122 — 123

12

30

ø260

 2.6 

 LED 16W | 220-240VAC  | 50-60Hz
 PCB 3-step  | incl. PS | phase-cut dim  PCB 3-step  | incl. PS | phase-cut dim
 corian® glacier white | aluminium 

 0.99kg  IP20   

 3000K | >85 CRI | 2130lm 

12

30

ø340

 3.4 

 LED 20W | 220-240VAC  |50-60Hz

 corian® glacier white | aluminium 

 1.46kg  IP20   

 3000K | >85 CRI | 2810lm 

 CEILING SURFACE 

VISUALISATION

 CORY 



     EUR    code 
   215,71    137173W4 

     EUR    code 
   246,45    137273W4 

     EUR    code 
   248,89    137373W4 

     EUR    code 
   278,25    137473W4 

 WEVER & DUCRÉ 124 — 125

112 112

30

12

 1.1 

 LED 8W | 220-240VAC  | 50-60Hz
 PCB 3-step  | incl. power supply  PCB 3-step  | incl. power supply  PCB 3-step  | incl. power supply  PCB 3-step  | incl. power supply
 corian® glacier white | aluminium  corian® glacier white | aluminium  corian® glacier white | aluminium  corian® glacier white | aluminium 

 0.37kg  IP20   

 3000K | >85 CRI | 930lm 

125 125

1230

 1.3 

 LED 9W | 220-240VAC  | 50-60Hz

 0.43kg  IP20   

 3000K | >85 CRI | 1340lm 

140 140

12

30

 1.4 

 LED 8W | 220-240VAC  | 50-60Hz

 0.62kg  IP20   

 3000K | >85 CRI | 670lm 

160 160

12

30

 1.6 

 LED 12W | 220-240VAC  | 50-60Hz

 0.76kg  IP20   

 3000K | >85 CRI | 1550lm 

 CEILING SURFACE 

VISUALISATION

 CORO 



     EUR    code 
   410,01    137674W4 

     EUR    code 
   528,09    137774W4 

 WEVER & DUCRÉ 126 — 127

200 200

30

12

 2.0 

 LED 16W | 220-240VAC  | 50-60Hz

 1.59kg  IP20   

 3000K | >85 CRI | 2130lm 

250 250

30

12

 2.5 

 LED 20W | 220-240VAC  | 50-60Hz

 1.79kg  IP20   

 3000K | >85 CRI | 2810lm 

 CEILING SURFACE 

 PCB 3-step  | incl. PS | phase-cut dim  PCB 3-step  | incl. PS | phase-cut dim
 corian® glacier white | aluminium  corian® glacier white | aluminium 

VISUALISATION

 CORO 



     EUR    code 
   154,76    140263W4 
   154,76    140263L4 
   154,76    140263D4 

     EUR    code 
    177,55     140163W4 
   177,55    140163L4 
   177,55    140163D4 

 WEVER & DUCRÉ 128 — 129

48

12
0

4848

13
7

48

 2.0  1.0 

 LED 6W | 220-240VAC  | 50-60Hz  LED 6W | 220-240VAC  | 50-60Hz
 COB 3-step  | incl. power supply  COB 3-step  | incl. power supply
 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 0.35kg  IP20 IP20 

 36° 
 0.47kg  IP20 

 36° 

         90°/90°       

 3000K | >80 CRI | 420lm  3000K | >80 CRI | 420lm 

 CEILING SURFACE 

FAIR BOOTH | BIS BEURS | GINO VANHOUTTE GENT | BELGIUM 

 MUST 



     EUR    code 
   167,69    146164W _ 
   167,69    146164L _ 
   167,69    146164G _ 
   167,69    146164Q _ 
   167,69    146164P _ 
   167,69    146164B _ 

     EUR    code 
   49,50    146120W0 
   49,50    146120L0 
   49,50    146120G0 
   49,50    146120Q0 
   49,50    146120P0 
   49,50    146120B0 

inner cover max. 10 W
     EUR    code 
          18,23    911011W1 
          18,23    911011G1 
          18,23    911011B1 

BOX

     lumen    |    cri      code 
 2700K    480    |    >80     2  
 3000K    480    |    >80      4 
 1800-2850K    410    |    >90      9 

inner reflector max. 10 W
     EUR    code 
          14,31    911211W1 
          14,31    911211G1 
          14,31    911211B1 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

 WEVER & DUCRÉ 130 — 131

10
0

100100

 1.0 LED 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 0.67kg  IP20  36° 

 Light Colour Selection 

10
0

100100

 OPTIONAL 
 1.0 PAR16 

 PAR16 max.35W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

 0.66kg  IP20   

                

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING SURFACE 

RESTAURANT GUST | FREDERIC HOOFT KORTRIJK | BELGIUM 



 SPA AM SEE | LUMOPLAN | ABG CONSULTING GMBH  WAREN | GERMANY 



     EUR    code 
   312,70    146264W _ 
   312,70    146264L _ 
   312,70    146264G _ 
   312,70    146264Q _ 
   312,70    146264P _ 
   312,70    146264B _ 

     EUR    code 
   104,94    146220W0 
   104,94    146220L0 
   104,94    146220G0 
   104,94    146220Q0 
   104,94    146220P0 
   104,94    146220B0 

inner cover max. 10 W
     EUR    code 
          18,23    911011W1 
          18,23    911011G1 
          18,23    911011B1 

inner reflector max. 10 W
     EUR    code 
          14,31    911211W1 
          14,31    911211G1 
          14,31    911211B1 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

 OPTIONAL 

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 WEVER & DUCRÉ 134 — 135

100188

10
0

 2.0 LED 

 2xLED 8W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 1.17kg  IP20  36° 

 Light Colour Selection 

100188

10
0

 2.0 PAR16 

 2xPAR16 max.35W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

 1.13kg  IP20   

 CEILING SURFACE 

VISUALISATION

     lumen    |    cri      code 
 2700K   2x 480    |    >80     2  
 3000K   2x 480    |    >80      4 
 1800-2850K   2x 410    |    >90      9 

 BOX 



     EUR    code 
   174,16    146364W _ 
   174,16    146364L _ 
   174,16    146364G _ 
   174,16    146364P _ 
   174,16    146364B _ 

inner cover max. 10 W
     EUR    code 
          18,23    911021W1 
          18,23    911021G1 
          18,23    911021B1 

     EUR    code 
   55,97    146320W0 
   55,97    146320L0 
   55,97    146320G0 
   55,97    146320P0 
   55,97    146320B0 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

 WEVER & DUCRÉ 136 — 137

92

9090

 1.0 LED 

 0.57kg  IP20  36° 

 Light Colour Selection 

 OPTIONAL 

92

9090

 1.0 PAR16 

 0.55kg  IP20   

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING SURFACE 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 PAR16 max.35W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

ERNST & YOUNG OFFICE | AMA DESIGN | ANDA MANU PHOTOGRAPHY BUCHAREST | ROMANIA

     lumen    |    cri      code 
 2700K    480    |    >80     2  
 3000K    480    |    >80      4 
 1800-2850K    410    |    >90      9 

 DOCUS 



     EUR    code 
   316,94    146464W _ 
   316,94    146464L _ 
   316,94    146464G _ 
   316,94    146464P _ 
   316,94    146464B _ 

     EUR    code 
   109,18    146420W0 
   109,18    146420L0 
   109,18    146420G0 
   109,18    146420P0 
   109,18    146420B0 

inner cover max. 10 W
     EUR    code 
          18,23    911021W1 
          18,23    911021G1 
          18,23    911021B1 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

 OPTIONAL 

 WEVER & DUCRÉ 138 — 139

174 90

90

 2.0 LED 

 1.06kg  IP20  36° 

                

 Light Colour Selection 

174 90

90

 2.0 PAR16 

 1.01kg  IP20   

                

 CEILING SURFACE 

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 2xLED 8W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 2xPAR16 max.35W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

VISUALISATION

     lumen    |    cri      code 
 2700K   2x 480    |    >80     2  
 3000K   2x 480    |    >80      4 
 1800-2850K   2x 410    |    >90      9 

 DOCUS 



inner cover max. 10 W
     EUR    code 
          18,23    911031W1 
          18,23    911031G1 
          18,23    911031B1 

     EUR    code 
   174,16    146564W _ 
   174,16    146564G _ 
   174,16    146564Q _ 
   174,16    146564P _ 
   174,16    146564B _ 

     EUR    code 
   55,97    146520W0 
   55,97    146520G0 
   55,97    146520Q0 
   55,97    146520P0 
   55,97    146520B0 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

 WEVER & DUCRÉ 140 — 141

127

10
0

 1.0 LED 

 0.65kg  IP20  36° 

                

 Light Colour Selection 

 OPTIONAL 

127

10
0

 1.0 PAR16 

 0.63kg  IP20   

                

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING SURFACE 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 PAR16 max.35W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

VISUALISATION

     lumen    |    cri      code 
 2700K    480    |    >80     2  
 3000K    480    |    >80      4 
 1800-2850K    410    |    >90      9 

 HEXO 



     EUR    code 
   316,94    146664W_ 
   316,94    146664G_ 
   316,94    146664Q_ 
   316,94    146664P_ 
   316,94    146664B_ 

     EUR    code 
   109,18    146620W0 
   109,18    146620G0 
   109,18    146620Q0 
   109,18    146620P0 
   109,18    146620B0 

inner cover max. 10 W
     EUR    code 
          18,23    911031W1 
          18,23    911031G1 
          18,23    911031B1 

 OPTIONAL 

 WEVER & DUCRÉ 142 — 143

10
0

220

 2.0 LED 

 1.23kg  IP20  36° 

 Light Colour Selection 

10
0

220

 2.0 PAR16 

 1.19kg  IP20   

 CEILING SURFACE 

 WEVER & DUCRÉ 

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 2xLED 8W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 2xPAR16 max.35W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

OFFICE | EASY CREDIT | ART NEW VISION SOFIA | BULGARIA 

     lumen    |    cri      code 
 2700K   2x 480    |    >80     2  
 3000K   2x 480    |    >80      4 
 1800-2850K   2x 410    |    >90      9 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

 HEXO 



PRIVATE RESIDENCE  COPENHAGEN | DENMARK



     EUR    code 
   167,69    146764W_ 
   167,69    146764L_ 
   167,69    146764G_ 
   167,69    146764Q_ 
   167,69    146764P_ 
   167,69    146764B_ 

inner cover max. 10 W
     EUR    code 
          18,23    911041W1 
          18,23    911041G1 
          18,23    911041B1 

     EUR    code 
   49,50    146720W0 
   49,50    146720L0 
   49,50    146720G0 
   49,50    146720Q0 
   49,50    146720P0 
   49,50    146720B0 

RESTAURANT WZC HUIS AAN ZEE | MARJOLEIN LUYTEN  BLANKENBERGE | BELGIUM  WEVER & DUCRÉ 146 — 147

ø114

10
0

 1.0 LED 

 0.63kg  IP20  36° 

 Light Colour Selection 

 OPTIONAL 

ø114

10
0

 1.0 PAR16 

 0.61kg  IP20   

 CEILING SURFACE 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 PAR16 max.35W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

     lumen    |    cri      code 
 2700K    480    |    >80     2  
 3000K    480    |    >80      4 
 1800-2850K    410    |    >90      9 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

 RAY 



WEVER & DUCRÉ 148 — 149OFFICE BERGGREN | INTERIOR ARCHITECTS FYRA HELSINKI | FINLAND



     EUR    code 
   1016,54    132184W4 
   1016,54    132184B4 

     EUR    code 
   1266,70    132164W4 
   1266,70    132164B4 

DESIGNED BY S&R CORNELISSEN  WEVER & DUCRÉ 150 — 151

787

27
0

463

37
6

260

78
7

18
0

27
0

463

 1.0 

 LED 35W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim 
 opal cover | two circuits 
aluminium powder coated
opal PMMA cover 

 6.30kg  IP20   

787

27
0

463

37
6

260

78
7

18
0

27
0

463

 2.0 

 LED 55W | 220-240VAC  | 50-60Hz
 PCB 3-step  | incl. PS | phase-cut dim
 opal cover + 3x spot | two circuits 
aluminium powder coated
opal PMMA cover 

 6.70kg  IP20   

 CEILING SURFACE 

SHOWROOM PATRICK PONSEELE | DIRK COUSAERT - GROEP INTERIEUR  ANZEGEM | BELGIUM

 3000K | >80 CRI | 1820lm  3000K | >80 CRI | 3250lm 

 BEBOW 



     EUR    code 
   1143,74    132284W4 
   1143,74    132284B4 

     EUR    code 
   1277,30    132264W4 
   1277,30    132264B4 

 WEVER & DUCRÉ 152 — 153

1446

353

27
0

27
0

35
3

12
7

18
0

1446

629

128

 3.0 

 LED 35W | 220-240VAC  | 50-60Hz
 PCB 3-step  | incl. PS | phase-cut dim
 opal cover | two circuits 
aluminium powder coated 
opal PMMA cover 

 8.00kg  IP20   

1446

353

27
0

27
0

35
3

12
7

18
0

1446

629

128

 4.0 

 LED 48W | 220-240VAC  | 50-60Hz
 PCB 3-step  | incl. PS | phase-cut dim
 opal cover + 2x spot | two circuits 
aluminium powder coated
opal PMMA cover 

 8.30kg  IP20   

 CEILING SURFACE 

PRIVATE RESIDENCE | SCHLOSSER + PARTNER AUSTRIA

 3000K | >80 CRI | 1910lm  3000K | >80 CRI | 2850lm 

 BEBOW 

DESIGNED BY S&R CORNELISSEN



RENDERING

NEUES PROJEKT-
BILD

 WEVER & DUCRÉ 154 — 155

 CEILING SURFACE 

 1.0 

 LED 30W | 220-240VAC  | 50-60Hz
 PCB 3-step  | incl. PS | phase-cut dim  PCB 3-step  | incl. PS | phase-cut dim
 aluminium powder coated
opal PMMA cover 

 2.50kg  IP20   

 3000K | >80 CRI  | indirect 2500lm

724

400

724

524

90 16

200
724

400

724

524

90 16

200

 2.0 

 LED 47W | 220-240VAC  | 50-60Hz

 aluminium powder coated
opal PMMA cover 

 2.50kg  IP20   

                
 3000K | >80 CRI  | direct 400lm
indirect 2500lm

     EUR    code 
   497,14    149184W4 
   497,14    149184B4 

     EUR    code 
   582,15    149284W4 
   582,15    149284B4 

PRIVATE RESIDENCE | OBJET TROUVÉ BY TIMELESS INTERIORS  DRONGEN | BELGIUM

 VENN 



     EUR    code 
   752,92    2051E8S0 
   752,92    2051E8G0 

     EUR    code 
 2200K    | 400lm    28,09    9003E109 
 2700K    | 550lm    28,09    9003E125 

VISUALISATION

QA60 LED E27 6W

 WEVER & DUCRÉ 156 — 157

20
0

ø390

 03 

 3x QA60 max. 53W | E27 
 220-240VAC | 50-60Hz 
 aluminium lacquered 

 4.00kg  IP20 IP20   

 OPTIONAL 

 CEILING SURFACE 

 more lamps and specs on page 472 

 J.J.W. 

DESIGNED BY JULES WABBES



  370mm    EUR    code 
   371,00    2211E8W0 
   371,00    2211E8S0 
   371,00    2211E8D0 

    560mm    EUR    code 
   487,60    2213E8W0 
   487,60    2213E8S0 
   487,60    2213E8D0 

    740mm    EUR    code 
   519,40    2215E8W0 
   519,40    2215E8S0 
   519,40    2215E8D0 

    370mm    EUR    code 
   477,00    2212E8W0 
   477,00    2212E8S0 
   477,00    2212E8D0 

      560mm    EUR    code 
   699,60    2214E8W0 
   699,60    2214E8S0 
   699,60    2214E8D0 

      740mm    EUR    code 
   731,40    2216E8W0 
   731,40    2216E8S0 
   731,40    2216E8D0 

OEBB HQ | INNOCAD ARCHITEKTUR ZT GMBH VIENNA | AUSTRIA

 OPTIONAL  OPTIONAL 

QA60 LED E27 6W
     EUR    code 
 2200K    | 400lm    28,09    9003E109 
 2700K    | 550lm    28,09    9003E125 

G95 LED E27 9W
 2200K    | 400lm     30,21     9003E111 

G95 LED E27 9W opal
 2700K    | 806lm     44,31     9003E126 

QA60 LED E27 6W
     EUR    code 
 2200K    | 400lm    28,09    9003E109 
 2700K    | 550lm    28,09    9003E125 

G95 LED E27 9W
 2200K    | 400lm     30,21     9003E111 

G95 LED E27 9W opal
 2700K    | 806lm     44,31     9003E126 

 more lamps and specs on page 472  more lamps and specs on page 472 

 WEVER & DUCRÉ 158 — 159

ø370|560|740

30
0

 1.0 

 E26-E27 max.100W 
 110-220VAC | 50-60Hz 
 stone veneer | MDF lacquered 

 3-5kg  IP20   

ø370|560|740

42
5

 2.0 

 E26-E27 max.100W 
 110-220VAC | 50-60Hz 
 stone veneer | MDF lacquered 

 3.5-5.5kg  IP20   

 CEILING SURFACE 

 ROCK COLLECTION 

DESIGNED BY 13&9



     EUR    code 
   195,04    701183W4 
   195,04    701183S4 

     EUR    code 
   285,14    701283W4 
   285,14    701283S4 

ø350

60

 3.5 

 LED 20W | 220-240VAC  | 50-60Hz

 aluminium powder coated
opal PMMA cover 

 2.00kg  IP44   

                 3000K | >80 CRI | 1600lm 
     EUR    code 

   401,74    701383W4 
   401,74    701383S4 

OFFICE | SPADO ARCHITECTS CARINTHIA | AUSTRIA  WEVER & DUCRÉ 160 — 161

60

ø160

 1.6 

 LED 8W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. power supply  PCB 3-step | incl. power supply  PCB 3-step | incl. power supply 
 aluminium powder coated
opal PMMA cover 

 0.80kg  IP44   

                 3000K | >80 CRI | 600lm 

60

ø260

 2.6 

 LED 12W | 220-240VAC  | 50-60Hz

 aluminium powder coated
opal PMMA cover 

 1.30kg  IP44   

                 3000K | >80 CRI | 1000lm 

 CEILING SURFACE 

 ROB 



     EUR    code 
   142,04    144264W _ 
   142,04    144264B _ 

     EUR    code 
   167,48    144464W _ 
   167,48    144464B _ 

     EUR    code 
   78,44    144220W0 
   78,44    144220B0 

     EUR    code 
 for switch        98,47    90019017 
 for din rail        131,44  90019018 

     EUR    code 
 for switch        98,47    90019017 
 for din rail        131,44  90019018 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

 WEVER & DUCRÉ 162 — 163

ø55

11
9 13

3

ø65

 1.0 LED  2.0 LED 

 LED 6W | 220-240VAC  | 50-60Hz  LED 12W | 220-240VAC  | 50-60Hz
 COB 3-step | incl.  PS | phase-cut dim  COB 3-step | incl.  PS | phase-cut dim
 aluminium powder coated  aluminium powder coated 

 0.43kg  IP20  36°  0.38kg  IP20  24° 

       90°  355°              90°  355°       

 Light Colour Selection  Light Colour Selection 
     lumen    |    cri        code 
 2200K    315    |    >80        1 
 2700K    480    |    >80        2 
 3000K    480    |    >80        4 

     lumen    |    cri        code 
 2700K    780    |    >80        2 
 3000K    810    |    >80        4 

ø55

11
9

 1.0 PAR16 

 PAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.43kg  IP20   

       90°  355°       

 OPTIONAL 

OPTIONAL
OPTIONAL

 PAR16 LED   GU10   6W
  phase-cut dim 

dimmer
dimmer

 more lamps and specs on page 471 

 CEILING SURFACE 

PRIVATE RESIDENCE | OBJET TROUVÉ BY TIMELESS INTERIORS KRUISHOUTEM | BELGIUM 

 more specs on page 470 
 more specs on page 470 

 SQUBE on base 



     EUR    code 
   154,76    144164W�_ 
   154,76    144164B�_ 

     EUR    code 
   188,68    144364W�_ 
   188,68    144364B�_ 

     EUR    code 
   91,16    144120W0 
   91,16    144120B0 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

 WEVER & DUCRÉ 164 — 165

 1.0 LED  2.0 LED 

 0.36kg  IP20  36°  0.36kg  IP20  24° 

       90°  355°              90°  355°       

 Light Colour Selection  Light Colour Selection 
     lumen    |    cri        code 
 2200K    320    |    >80        1 
 2700K    480    |    >80        2 
 3000K    480    |    >80        4 

     lumen    |    cri        code 
 2700K    780    |    >80        2 
 3000K    810    |    >80        4 

ø55

10
0

77 10
7

10
0

77 10
7

ø55

 1.0 PAR16 

 PAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 

 0.32kg  IP20  36° 

       90°  355°       

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

more 1-phase track accessories on 
page 480

more 1-phase track accessories on 
page 480

 CEILING SURFACE 

ø55

10
0

77 10
7

10
0

77 10
7

ø55

 LED 6W | 220-240VAC  | 50-60Hz  LED 12W | 220-240VAC  | 50-60Hz
 COB 3-step | incl.  PS | phase-cut dim  COB 3-step | incl.  PS | phase-cut dim
 aluminium powder coated 
incl. 1-phase track adapter

 aluminium powder coated 
incl. 3-phase track adapter

 aluminium powder coated 
incl. 1-phase track adapter

 more lamps and specs on page 471 

SHOP | LOGISMOSE COPENHAGEN | DENMARK

     EUR    code 
 for switch        98,47    90019017 
 for din rail        131,44  90019018 

OPTIONAL

dimmer

 more specs on page 470 

     EUR    code 
 for switch        98,47    90019017 
 for din rail        131,44  90019018 

OPTIONAL

dimmer

 more specs on page 470 

ø65

11
6

90

13
5

 SQUBE on track 



WEVER & DUCRÉ 166 — 167RESTAURANT GUST | FREDERIC HOOFT KORTRIJK | BELGIUM 



     EUR    code 
   184,23    116168W _ 
   184,23    116168S _ 

     EUR    code 
   272,84    116268W _ 
   272,84    116268S _ 

     EUR    code 
   409,27    116368W _ 
   409,27    116368S _ 

 WEVER & DUCRÉ 168 — 169

14
0

ø128

30153

 1.0 LED111 

 LED 13W | 220-240VAC  | 50-60Hz
 AC-COB 3-step  | phase-cut dim
 aluminium powder coated 

 1.70kg  IP20  38° 

       45°/45°  45°/45°       

 Light Colour Selection 
     lumen    |    cri        code 
 2700K   715   |    >80        2 
 3000K   730   |    >80        4 

307

ø128

14
0

30

 2.0 LED111 

 2xLED 13W | 220-240VAC  | 50-60Hz
 AC-COB 3-step | phase-cut dim 
 aluminium powder coated 

 2.80kg  IP20  38° 

       45°/45°  45°/45°       

 Light Colour Selection 
     lumen    |    cri        code 
 2700K    2x715    |    >80        2 
 3000K    2x730    |    >80        4 

460

ø128

30

14
0

 3.0 LED111 

 3xLED 13W | 220-240VAC  | 50-60Hz
 AC-COB 3-step | phase-cut dim 
 aluminium powder coated 

 4.20kg  IP20  38° 

       45°/45°  45°/45°       

 Light Colour Selection 
     lumen    |    cri        code 
 2700K    3x715    |    >80        2 
 3000K    3x730    |    >80        4 

 CEILING SURFACE 

14
0

ø128

30153

 1.0 LED111 

307

ø128

14
0

30

 2.0 LED111  3.0 LED111 

PRIVATE RESIDENCE BRUGGE | BELGIUM

 GO-ON 



     EUR    code 
   73,14    142620W0 
   73,14    142620B0 

     EUR    code 
   182,11    143668W _ 
   182,11    143668B _ 

     EUR    code 
   189,32    143968W _ 
   189,32    143968B _ 

     EUR    code 
 2700K         23,85     901228W2 
 3000K         23,85     901228W4 
 1800-2850K        62,12     901229S9 

 WEVER & DUCRÉ 170 — 171

ø68

12
8

 1.0 PAR16 

 PAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
incl. 1-phase track adapter 

 aluminium powder coated
incl. 1-phase track adapter 

 aluminium powder coated
incl. 3-phase track adapter 

 0.41kg  IP20   

       45°/45°  13°       

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

ø128

17
5

ø128

17
5

 1.0 LED111  2.0 LED111 

 LED 13W | 220-240V  | 50-60Hz  LED 13W | 220-240V  | 50-60Hz
 AC-COB 3-step  | phase-cut dim  AC-COB 3-step  | phase-cut dim

 0.93kg  IP20  38°  0.96kg  IP20  38° 

       45°/45°  45°/45°              45°/45°  45°/45°       

 Light Colour Selection  Light Colour Selection 
     lumen    |    cri        code 
 2700K    715    |    >80        2 
 3000K    730    |    >80        4 

     lumen    |    cri        code 
 2700K    715    |    >80        2 
 3000K    730    |    >80        4 

 CEILING SURFACE 

ø68

12
8

ø128

more 1-phase track accessories on 
page 480

more 1-phase track accessories on 
page 480

PRIVATE RESIDENCE | ANDERS BOUWEN HAASRODE | BELGIUM

 PLUXO on track 



 WEVER & DUCRÉ 172 — 173PRIVATE RESIDENCE DUINBERGEN | BELGIUM



     EUR    code 
   295,53    500184W4 
   295,53    500184B4 

     EUR    code 

suspension
     cable 2.0m     10,39     90015102 
power feeder
     for suspension     41,87     90018001 

 WEVER & DUCRÉ 174 — 175

82

1465

 1.0 

 LED 18W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim 
 aluminium powder coated
opal PMMA cover 

 1.70kg  IP20 IP20   

 3000K | >80 CRI | 940lm 

 ALWAYS USE 

connector point
     EUR    code 
         41,87    900190W1 
         41,87    900190B1 

 OPTIONAL 

 CEILING SURFACE 

CONFERENCE ROOM STEINBERG | AUSTRIA

 ELLO SYSTEM 



ø82

ø45

27
0

m
ax

. 2
50

045

 1.0 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 3-step  | incl. PS | phase-cut dim
 aluminium powder coated 
chrome plated | glass 

 0.55kg  IP20 IP20  36° 

 2700K | >80 CRI | 480lm 

 CEILING SUSPENDED 

VISUALISATION 176 — 177 WEVER & DUCRÉ 

     EUR    code 
   229,81    200184W2 
   229,81    200184C2 
   229,81    200184B2 

 CONE 



13
0

25

m
ax

. 1
40

0

ø120

ø112

 1.0 LED 

 LED 10W | 220-240VAC  | 50-60Hz
 COB 3-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 0.86kg  IP20  36° 

       35°/35°  355°       

13
0

25

m
ax

. 1
40

0

ø120

ø112

 1.0 PAR16 

 PAR16 max.35W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

 0.74kg  IP20 IP20   

       35°/35°  355°       

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING SUSPENDED 

 Light Colour Selection 

     lumen    |    cri      code 
 2700K    590    |    >90      3 
 3000K    640    |    >90      5 
 1800-2850K    440    |    >90      9 

VISUALISATION 178 — 179 WEVER & DUCRÉ 

     EUR    code 
   289,27    134264W _ 
   289,27    134264E _ 
   289,27    134264F _ 
   289,27    134264B _ 

     EUR    code 
   200,13    134220W0 
   200,13    134220E0 
   200,13    134220F0 
   200,13    134220B0 

     EUR    code 
 2700K        23,85    901228W2 
 3000K       23,85    901228W4 
 1800-2850K       62,12    901229S9 

 SIRRA 



20
0|

40
0

m
ax

. 2
00

0

50ø

ø82

45

 2.5  | 4.5

 LED 8W | 220-240VAC  | 50-60Hz
 COB 3-step | incl. power supply  COB 3-step | incl. power supply 
 aluminium powder coated
brushed 

 0.70 | 1.34kg  IP20  36° 

2.5 
3000K | >80 CRI | 480lm 

4.5 
3000K | >80 CRI | 480lm 

ø80

30
0|

50
0

m
ax

. 2
50

0

ø82

45

 3.8  | 5.8

 LED 10W | 220-240VAC  | 50-60Hz

 aluminium powder coated
brushed 

 1.37 | 2kg  IP20 IP20  36° 

3.8 
3000K | >80 CRI | 640lm 

5.8 
3000K | >80 CRI | 640lm 

 CEILING SUSPENDED 

VISUALISATION

 2.5  | 4.5

180 — 181 WEVER & DUCRÉ 

     EUR    code 
   230,87    201163W4 
   230,87    201163L4 

     EUR    code 
   265,85    201263W4 
   265,85    201263L4 

     EUR    code 
   300,83    201363W4 
   300,83    201363L4 

     EUR    code 
   347,47    201463W4 
   347,47    201463L4 

 LYNER 
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 2.0  | 4.0

 LED 8W | 220-240VAC  | 50-60Hz
 COB 3-step | incl. power supply  COB 3-step | incl. power supply 
 composite | aluminium 

 1.45 | 1.89kg  IP20   

2.0 
3000K | >80 CRI | 480lm 

4.0 
3000K | >80 CRI | 480lm 

150ø
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 4.5 

 LED 13W | 220-240VAC  | 50-60Hz

 composite | aluminium 

 3.50kg  IP20 IP20   

 3000K | >80 CRI | 680lm 

 CEILING SUSPENDED 

PRIVATE RESIDENCE COMINES | BELGIUM 182 — 183 WEVER & DUCRÉ 

     EUR    code 
   324,15    202163W4 
   324,15    202163T4 

     EUR    code 
   347,47    202263W4 
   347,47    202263T4 

     EUR    code 
   415,10    202363W4 
   415,10    202363T4 

DESIGNED BY WALL-Y

 CONCRETE TUBE 
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 2.0 | 3.0 LED 

 LED 8W | 220-240VAC  |   50-60Hz
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 0.69 | 0.86kg  IP20  36° 

2.0 2.0

3.0 3.0

20
0|

30
0

6767

ø82

m
ax

. 2
50

0

45

 2.0 | 3.0 PAR16 

 PAR16 max.35W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

 0.62 | 0.79kg  IP20 IP20   

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING SUSPENDED 

 Light Colour Selection 

FAIR BOOTH VITEO OUTDOORS | IMM 2015 | WOLFGANG PICHLER COLOGNE | GERMANY

     lumen    |    cri      code 
 2700K    480    |    >80     2  
 3000K    480    |    >80      4 
 1800-2850K    410    |    >90      9 

184 — 185 WEVER & DUCRÉ 

  200mm    EUR    code 
   179,14    207164W _ 
   181,05    207164L _ 
   181,05    207164P _ 
   179,14    207164B _ 

    300mm    EUR    code 
   186,03    207264W _ 
   188,26    207264L _ 
   188,26    207264P _ 
   186,03    207264B _ 

    200mm    EUR    code 
   94,23    207120W0 
   96,14    207120L0 
   96,14    207120P0 
   94,23    207120B0 

      300mm    EUR    code 
   101,12    207220W0 
   103,35    207220L0 
   103,35    207220P0 
   101,12    207220B0 

     EUR    code 
 2700K        23,85    901228W2 
 3000K       23,85    901228W4 
 1800-2850K       62,12    901229S9 

 BOX 
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 2.0 | 3.0 LED 

 LED 8W | 220-240VAC  |   50-60Hz
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 0.69kg  IP20  36° 

2.0 2.0

3.0 3.0

 Light Colour Selection 

 2.0 | 3.0 PAR16 

 PAR16 max.35W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

 0.62kg  IP20   

 OPTIONAL 

 more lamps and specs on page 471 

 CEILING SUSPENDED 

  200mm    EUR    code 
   169,39   227164W _
   171,30    227164L_ 
   171,30    227164P_ 
   169,39    227164B_ 

    300mm    EUR    code 
   176,28    227264W_ 
   178,50    227264L_ 
   178,50    227264P_ 
   176,28    227264B_ 

    200mm    EUR    code 
   84,48    227120W0 
   86,39     227120L0 
   86,39     227120P0 
   84,48     227120B0 

      300mm    EUR    code 
   91,37     227220W0 
   93,60     227220L0 
   93,60     227220P0 
   91,37     227220B0 

 BOX MULTI 

Multiple suspension ceiling base long
600mm | 2 lamps
     EUR    code 
        72,93   90052007
         72,93   90052008

900mm | 3 lamps
     EUR    code 
        97,31   90052009
         97,31   90052010

1200mm | 4 lamps
     EUR    code 
        122,22   90052011
         122,22   90052012

1500mm | 5 lamps
     EUR    code 
        153,59   90052013
         153,59   90052014
 more information on page 482 

VISUALISATION

     lumen    |    cri      code 
 2700K    480    |    >80     2  
 3000K    480    |    >80      4 
 1800-2850K    410    |    >90      9 

Multiple suspension ceiling base 
round for up to 4 lamps
     EUR    code 
        51,94   90052005
         51,94   90052006

ALWAYS USE

     EUR    code 
Connector set for
    5 to 8 lamps    18,02   90059118

     EUR    code 
 2700K        23,85    901228W2 
 3000K       23,85    901228W4 
 1800-2850K       62,12    901229S9 

186 — 187 WEVER & DUCRÉ 

 2.0 | 3.0 LED 

2.0

3.0

 Light Colour Selection 

200mm

300mm

 2700K 
 3000K 
 1800-2850K 
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 2.0 | 3.0 LED 

 0.66 | 0.82kg  IP20  36° 
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 2.0 | 3.0 PAR16 

 PAR16 max.35W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

 0.58 | 0.74kg  IP20   
                

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING SUSPENDED 

2.0 2.0

3.0 3.0

 LED 8W | 220-240VAC  |   50-60Hz
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

45

 2.0 | 3.0 LED 

0.66 | 0.82kg 

2.0

3.0

 LED 8W | 220-240VAC  | 
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 Light Colour Selection 

VISUALISATION

     lumen    |    cri      code 
 2700K    480    |    >80     2  
 3000K    480    |    >80      4 
 1800-2850K    410    |    >90      9 

188 — 189 WEVER & DUCRÉ 

    200mm    EUR    code 
   177,23    207364G_ 
   177,23    207364Q_ 
   177,23    207364P_ 
   174,37    207364B_ 

    300mm    EUR    code 
   183,49    207464G_ 
   183,49    207464Q_ 
   183,49    207464P_ 
   181,26    207464B_ 

      200mm    EUR    code 
   95,29    207320G0 
   95,29    207320Q0 
   95,29    207320P0 
   92,43    207320B0 

      300mm    EUR    code 
   101,55    207420G0 
   101,55    207420Q0 
   101,55    207420P0 
   99,32    207420B0 

     EUR    code 
 2700K        23,85    901228W2 
 3000K       23,85    901228W4 
 1800-2850K       62,12    901229S9 

 HEXO 
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 2.0 | 3.0 LED 

 0.66kg  IP20  36° 

 Light Colour Selection 
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 2.0 | 3.0 PAR16 

 PAR16 max.35W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

 0.58kg  IP20   
                

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

2.0 2.0

3.0 3.0

 LED 8W | 220-240VAC  |   50-60Hz
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

    200mm    EUR    code 
   166,84    227364G_ 
   166,84    227364Q_ 
   166,84    227364P_ 
   163,98    227364B_ 

    300mm    EUR    code 
   173,10    227464G_ 
   173,10    227464Q_ 
   173,10    227464P_ 
   170,87    227464B_ 

      200mm    EUR    code 
   85,22     227320G0 
   85,22    227320Q0 
   85,22    227320P0 
   82,36    227320B0 

      300mm    EUR    code 
   91,48    227420G0 
   91,48    227420Q0 
   91,48    227420P0 
   89,25    227420B0 

PRIVATE RESIDENCE DRONGEN | BELGIUM

     lumen    |    cri      code 
 2700K    480    |    >80     2  
 3000K    480    |    >80      4 
 1800-2850K    410    |    >90      9 

     EUR    code 
 2700K        23,85    901228W2 
 3000K       23,85    901228W4 
 1800-2850K       62,12    901229S9 

Multiple suspension ceiling base long
600mm | 2 lamps
     EUR    code 
        72,93   90052007
         72,93   90052008

900mm | 3 lamps
     EUR    code 
        97,31   90052009
         97,31   90052010

1200mm | 4 lamps
     EUR    code 
        122,22   90052011
         122,22   90052012

1500mm | 5 lamps
     EUR    code 
        153,59   90052013
         153,59   90052014
 more information on page 482 

Multiple suspension ceiling base 
round for up to 4 lamps
     EUR    code 
        51,94   90052005
         51,94   90052006

ALWAYS USE

     EUR    code 
Connector set for
    5 to 8 lamps    18,02   90059118

190 — 191 WEVER & DUCRÉ 

 CEILING SUSPENDED 

 HEXO MULTI 
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 2.0 | 3.0 LED 

 0.69 | 0.85kg  IP20  36° 
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 2.0 | 3.0 PAR16 

 PAR16 max.35W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

 0.62 | 0.75kg  IP20   
                

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING SUSPENDED 

 LED 8W | 220-240VAC  |   50-60Hz
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

2.0 2.0

3.0 3.0

 Light Colour Selection 

BAR FROM HELL TO HEAVEN | INNOVA DESIGNERS TREMP | SPAIN

     lumen    |    cri      code 
 2700K    480    |    >80     2  
 3000K    480    |    >80      4 
 1800-2850K    410    |    >90      9 

192 — 193 WEVER & DUCRÉ 

      200mm    EUR    code 
   181,47    207564W_ 
   189,10    207564L_ 
   189,10    207564G_ 
   189,10    207564P_ 
   181,47    207564B_ 

      300mm    EUR    code 
   188,15    207664W_ 
   197,16    207664L_ 
   197,16    207664G_ 
   197,16    207664P_ 
   188,15    207664B_ 

        200mm    EUR    code 
   96,57    207520W0 
   104,20    207520L0 
   104,20    207520G0 
   104,20    207520P0 
   96,57    207520B0 

        300mm    EUR    code 
   103,24    207620W0 
   112,25    207620L0 
   112,25    207620G0 
   112,25    207620P0 
   103,24    207620B0 

     EUR    code 
 2700K        23,85    901228W2 
 3000K       23,85    901228W4 
 1800-2850K       62,12    901229S9 

 DOCUS 
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 2.0 | 3.0 LED 

 0.69kg  IP20  36° 

 Light Colour Selection 
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 2.0 | 3.0 PAR16 

 PAR16 max.35W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

 0.62kg  IP20   
                

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING SUSPENDED 

 LED 8W | 220-240VAC  |   50-60Hz
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

2.0 2.0

3.0 3.0

     lumen    |    cri      code 
 2700K    480    |    >80     2  
 3000K    480    |    >80      4 
 1800-2850K    410    |    >90      9 

     EUR    code 
 2700K        23,85    901228W2 
 3000K       23,85    901228W4 
 1800-2850K       62,12    901229S9 

Multiple suspension ceiling base long
600mm | 2 lamps
     EUR    code 
        72,93   90052007
         72,93   90052008

900mm | 3 lamps
     EUR    code 
        97,31   90052009
         97,31   90052010

1200mm | 4 lamps
     EUR    code 
        122,22   90052011
         122,22   90052012

1500mm | 5 lamps
     EUR    code 
        153,59   90052013
         153,59   90052014
 more information on page 482 

Multiple suspension ceiling base 
round for up to 4 lamps
     EUR    code 
        51,94   90052005
         51,94   90052006

ALWAYS USE

     EUR    code 
Connector set for
    5 to 8 lamps    18,02   90059118

194 — 195 WEVER & DUCRÉ 

      200mm    EUR    code 
   171,72    227564W_ 
   179,35    227564L_ 
   179,35    227564G_ 
   179,35    227564P_ 
   171,72    227564B_ 

      300mm    EUR    code 
   178,40    227664W_ 
   187,41    227664L_ 
   187,41    227664G_ 
   187,41    227664P_ 
   178,40    227664B_ 

        200mm    EUR    code 
   87,03    227520W0 
   94,66    227520L0 
   94,66    227520G0 
   94,66    227520P0 
   87,03    227520B0 

        300mm    EUR    code 
   93,70    227620W0 
   102,71    227620L0 
   102,71    227620G0 
   102,71    227620P0 
   93,70    227620B0 

 DOCUS MULTI 

VISUALISATION
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 2.0 | 3.0 LED 

 0.62 | 0.76kg  IP20  36° 
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 2.0 | 3.0 PAR16 

 0.54 | 0.68kg  IP20   
                

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING SUSPENDED 

2.0 2.0

3.0 3.0

 LED 8W | 220-240VAC  |   50-60Hz
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 PAR16 max.35W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

 Light Colour Selection 

     lumen    |    cri      code 
 2700K    480    |    >80     2  
 3000K    480    |    >80      4 
 1800-2850K    410    |    >90      9 

196 — 197 WEVER & DUCRÉ 

        200mm    EUR    code 
   165,36    207764W_ 
   172,25    207764L_ 
   172,25    207764P_ 
   165,36    207764B_ 

          300mm    EUR    code 
   171,30    207864W_ 
   177,97    207864L_ 
   177,97    207864P_ 
   171,30    207864B_ 

          200mm    EUR    code 
   83,42    207720W0 
   90,31    207720L0 
   90,31    207720P0 
   83,42    207720B0 

            300mm    EUR    code 
   89,36    207820W0 
   96,04    207820L0 
   96,04    207820P0 
   89,36    207820B0 

     EUR    code 
 2700K        23,85    901228W2 
 3000K       23,85    901228W4 
 1800-2850K       62,12    901229S9 

 RAY 

PRIVATE RESIDENCE DRONGEN | BELGIUM
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 2.0 | 3.0 LED 

 0.62kg  IP20  36° 

 Light Colour Selection 
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 2.0 | 3.0 PAR16 

 0.54kg  IP20   
                

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

2.0 2.0

3.0 3.0

 LED 8W | 220-240VAC  |   50-60Hz
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 PAR16 max.35W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

        200mm    EUR    code 
   154,97    227764W_ 
   161,86    227764L_ 
   161,86    227764P_ 
   154,97    227764B_ 

          300mm    EUR    code 
   160,91    227864W_ 
   167,59    227864L_ 
   167,59    227864P_ 
   160,91    227864B_ 

          200mm    EUR    code 
   73,35    227720W0 
   80,24    227720L0 
   80,24    227720P0 
   73,35    227720B0 

            300mm    EUR    code 
   79,29    227820W0 
   85,97    227820L0 
   85,97    227820P0 
   79,29    227820B0 

 CEILING SUSPENDED 

 RAY MULTI 

     lumen    |    cri      code 
 2700K    480    |    >80     2  
 3000K    480    |    >80      4 
 1800-2850K    410    |    >90      9 

     EUR    code 
 2700K        23,85    901228W2 
 3000K       23,85    901228W4 
 1800-2850K       62,12    901229S9 

Multiple suspension ceiling base long
600mm | 2 lamps
     EUR    code 
        72,93   90052007
         72,93   90052008

900mm | 3 lamps
     EUR    code 
        97,31   90052009
         97,31   90052010

1200mm | 4 lamps
     EUR    code 
        122,22   90052011
         122,22   90052012

1500mm | 5 lamps
     EUR    code 
        153,59   90052013
         153,59   90052014
 more information on page 482 

Multiple suspension ceiling base 
round for up to 4 lamps
     EUR    code 
        51,94   90052005
         51,94   90052006

ALWAYS USE

     EUR    code 
Connector set for
    5 to 8 lamps    18,02   90059118

198 — 199 WEVER & DUCRÉ PRIVATE RESIDENCE BRUGGE | BELGIUM
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 1.0 LED 

 LED 10W | 220-240VAC  | 50-60Hz
 COB 3-step | incl. PS | phase-cut dim 
 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 0.85kg  IP20  36° 

       35°/35°  355°       

 Light Colour Selection 
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 1.0 PAR16 

 PAR16 max.35W | GU10 
 220-240VAC | 50-60Hz 

 0.80kg  IP20   

       35°/35°  355°       

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 CEILING SUSPENDED 

25

12

12

 1.0 LED 

 LED 10W | 220-240VAC  | 50-60Hz
 COB 3-step | incl. PS | phase-cut dim 
 aluminium powder coated
brushed 

0.85kg 

35°/35° 355° 

     lumen    |    cri      code 
 2700K    590    |    >90      3 
 3000K    640    |    >90      5 
 1800-2850K    440    |    >90      9 

200 — 201 WEVER & DUCRÉ 

     EUR    code 
   289,27    139564W _ 
   289,27    139564E _ 
   289,27    139564F _ 
   289,27    139564B _ 

     EUR    code 
   200,13    139520W0 

 200,13    139520E0 
 200,13    139520F0 
 200,13    139520B0 

     EUR    code 
 2700K        23,85    901228W2 
 3000K       23,85    901228W4 
 1800-2850K       62,12    901229S9 

 SIRRO 

PRIVATE RESIDENCE  BRUGGE | BELGIUM
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 2.0 LED 

 2xLED 10W | 220-240VAC 
 50-60Hz | COB 3-step 
incl. PS | phase-cut dim

 50-60Hz | COB 3-step 
incl. PS | phase-cut dim

 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 1.60kg  IP20  36° 

       35°/35°  355°       
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 2.0 PAR16  3.0 PAR16 

 2xPAR16 max.35W | GU10  3xPAR16 max.35W | GU10 
 220-240VAC | 50-60Hz  220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 1.52kg  IP20    2.24kg  IP20   

       35°/35°  355°              35°/35°  355°       

 OPTIONAL  OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471  more lamps and specs on page 471 

 CEILING SUSPENDED 
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 3.0 LED 

 3xLED 10W | 220-240VAC 

 2.30kg  IP20  36° 

       35°/35°  355°       

     EUR    code 
   591,27    139764W _ 
   591,27    139764E _ 
   591,27    139764F _ 

 591,27  139764B _ 

 Light Colour Selection  Light Colour Selection 

     lumen    |    cri      code 
 2700K   2x 590    |    >90      3 
 3000K   2x 640    |    >90      5 
 1800-2850K   2x 440    |    >90      9 

     lumen    |    cri      code 
 2700K   3x 590    |    >90      3 
 3000K   3x 640    |    >90      5 
 1800-2850K   3x 440    |    >90      9 

202 — 203 WEVER & DUCRÉ 

     EUR    code 
   439,69    139664W _ 
   439,69    139664E _ 
   439,69    139664F _ 

 439,69    139664B _ 

     EUR    code 
   261,29    139620W0 

 261,29    139620E0 
 261,29    139620F0 
 261,29    139620B0 

     EUR    code 
   324,89    139720W0 

 324,89    139720E0 
 324,89    139720F0 
 324,89    139720B0 

     EUR    code 
 2700K        23,85    901228W2 
 3000K       23,85    901228W4 
 1800-2850K       62,12    901229S9 

     EUR    code 
 2700K        23,85    901228W2 
 3000K       23,85    901228W4 
 1800-2850K       62,12    901229S9 

 SIRRO 

VISUALISATION
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 2.0 LED111 

 2xLED 13W | 220-240VAC  | 50-60Hz
 AC-COB 3-step  | incl. power supply
phase-cut dim

 AC-COB 3-step  | incl. power supply
phase-cut dim

 aluminium powder coated  aluminium powder coated 

 1.86kg  IP20  38° 

       45°/45°  45°/45°       

 Light Colour Selection 
     lumen    |    cri        code 
 2700K    2x715    |    >80        2 
 3000K    2x730    |    >80        4 

ø135
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 4.0 LED111 

 4xLED 13W | 220-240V AC | 50-60Hz

 2.75kg  IP20 IP20  38° 

       45°/45°  45°/45°       

 Light Colour Selection 
     lumen    |    cri        code 
 2700K    4x715    |    >80        2 
 3000K    4x730    |    >80        4 

 CEILING SUSPENDED 

204 — 205 WEVER & DUCRÉ 

     EUR    code 
   369,94    143864W _ 
   369,94    143864S _ 

     EUR    code 
   625,40    143764W _ 
   625,40    143764S _ 

 PLUXO CLUST 

VISUALISATION
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 LED 12W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. power supply 
 aluminium powder coated 
brushed | opal PMMA cover 

 1.95kg  IP20   

 3000K | >80 CRI | 1000lm 

ø350

ø82
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29
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 LED 20W | 220-240VAC 
 50-60Hz | PCB 3-step 
 aluminium powder coated 
brushed | opal PMMA cover 

 2.85kg  IP20   

 3000K | >80 CRI | 1600lm 

 CEILING SUSPENDED 

206 — 207 WEVER & DUCRÉ 

     EUR    code 
   406,09    135783W4 
   406,09    135783L4 

     EUR    code 
   556,61    135883W4 
   556,61    135883L4 

 ROBY 

VISUALISATION
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 LED 3W | 120-240VAC  | 50-60Hz
 PCB 3-step | incl. power supply 
 aluminium powder coated 
fits bottles innerø 16,5 - 19,5 mm

 0.24kg  IP20  36° 

 Light Colour Selection 
     lumen    |    cri        code 
 2200K    120    |    >80        1 
 2700K    180    |    >80        2 

 OPTIONAL 

 CEILING SUSPENDED 

208 — 209 WEVER & DUCRÉ 

     EUR    code 
   111,94    210163W_ 
   111,94    210163B_ 

     EUR    code 
bottle 1
     75/174 | glass     15,37     90019013 
bottle 2
     87/323 | glass     16,54     90019014 

 CORK 

RESTAURANT AU NOIR BONNET | AXIOME ARCHITECTURE SIRAULT | BELGIUM



RESTAURANT GUST | FREDERIC HOOFT KORTRIJK | BELGIUM 



ø87

32
3

m
ax

. 4
00

0

m
ax

. 1
kg

 1.0 

 LED 3W | 120-240VAC  | 50-60Hz
 PCB 3-step | incl. power supply 

 0.24kg  IP20  36° 

 Light Colour Selection 
     lumen    |    cri        code 
 2200K    120    |    >80        1 
 2700K    180    |    >80        2 

 OPTIONAL 

 CEILING SUSPENDED 

CORK suspension base round for 
3 to 8 lamps

CORK suspension base long
600mm | 2 lamps

     EUR    code 
        98,58   90052015
         98,58   90052016

     EUR    code 
        103,88   90052017
         103,88   90052018

900mm | 3 lamps
     EUR    code 
        133,56   90052019
         133,56   90052020

ALWAYS USE

 more information on page 482 

 aluminium powder coated 
fits bottles innerø 16,5 - 19,5 mm

212 — 213 WEVER & DUCRÉ 

     EUR    code 
   83,74    210263W_ 
   83,74    210263B_ 

     EUR    code 
bottle 1
     75/174 | glass     15,37     90019013 
bottle 2
     87/323 | glass     16,54     90019014 

 CORK MULTI 

BRASSERIE GRAND CRU | ABOUT-S  BRUGGE | BELGIUM
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 LED 6W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim  PCB 3-step | incl. PS | phase-cut dim  PCB 3-step | incl. PS | phase-cut dim 
 aluminium powder coated
opal PMMA cover 

 aluminium powder coated
opal PMMA cover 

 aluminium powder coated
opal PMMA cover 

 1.20kg  IP20   

 2700K | >80 CRI | 310lm 

ø350

m
ax
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ø90
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 LED 8W | 220-240VAC  | 50-60Hz

 1.80kg  IP20   

 2700K | >80 CRI | 335lm 

ø450

m
ax
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 LED 10W | 220-240VAC  | 50-60Hz

 2.50kg  IP20   

 2700K | >80 CRI | 630lm 

 CEILING SUSPENDED 

214 — 215 WEVER & DUCRÉ 

     EUR    code 
   228,54    204184W2 
   228,54    204184B2 

     EUR    code 
   319,48    204284W2 
   319,48    204284B2 

     EUR    code 
   401,10    204384W2 
   401,10    204384B2 

 NOA 

VISUALISATION
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 6x QA60 max.53W | E27  6x QA60 max.53W | E27 
 220-240VAC | 50-60Hz  220-240VAC | 50-60Hz 
 aluminium lacquered  aluminium lacquered 

 8.10kg  IP20    4.50kg  IP20   

                                

 OPTIONAL  OPTIONAL 

 CEILING SUSPENDED 

DESIGNED BY JULES WABBES 216 — 217 WEVER & DUCRÉ 

     EUR    code 
   3339,00    2056E8S0 
   3339,00    2056E8G0 

     EUR    code 
   1456,97    2052E8S0 
   1456,97    2052E8G0 

QA60 LED E27 6W
     EUR    code 
 2200K    | 400lm    28,09    9003E109 
 2700K    | 550lm    28,09    9003E125 

QA60 LED E27 6W
     EUR    code 
 2200K    | 400lm    28,09    9003E109 
 2700K    | 550lm    28,09    9003E125 

 more lamps and specs on page 472  more lamps and specs on page 472 

 J.J.W. 

RESTAURANT TABLE D‘AMIS KORTRIJK | BELGIUM
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 3x QA60 max.53W | E27 
 220-240VAC | 50-60Hz 
 aluminium lacquered 

 8.50kg  IP20 IP20   

     EUR    code 
   1610,03    2053E8S0 
   1610,03    2053E8G0 

 CEILING SUSPENDED 

 J.J.W. 

 OPTIONAL 

QA60 LED E27 6W
     EUR    code 
 2200K    | 400lm    28,09    9003E109 
 2700K    | 550lm    28,09    9003E125 
 more lamps and specs on page 472 

DESIGNED BY JULES WABBES 218 — 219 WEVER & DUCRÉ RESTAURANT TABLE D‘AMIS KORTRIJK | BELGIUM



ø660

m
ax

. 2
00

0

ø113

34

 6.6 

 LED 14W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim 
 corian® glacier white | aluminium 

 5.75kg  IP20   

 3000K | >85 CRI | 1820lm 

 CEILING SUSPENDED 

220 — 221 WEVER & DUCRÉ 

     EUR    code 
    1154,34     206174W4 

 CORY 

PRIVATE RESIDENCE | OTODESIGN STUDIO KIEW | UKRAINE
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 LED 35W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim 
 opal cover | two circuits
aluminium powder coated
opal PMMA cover 

 6.30kg  IP20   

 3000K | >80 CRI | 1820lm 

787
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 LED 55W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim 
 opal cover + 3x spot | two circuits | 
aluminium powder coated
opal PMMA cover 

 6.70kg  IP20   

 3000K | >80 CRI | 3250lm 

 CEILING SUSPENDED 

DESIGNED BY S&R CORNELISSEN

463

 1.0 

222 — 223 WEVER & DUCRÉ 

     EUR    code 
   1149,04    132384W4 
   1149,04    132384B4 

     EUR    code 
   1399,20    132364W4 
   1399,20    132364B4 

VISUALISATION

 BEBOW 
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 LED 35W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim 
 opal cover | two circuits
aluminium powder coated
opal PMMA cover 

 8.00kg  IP20   

 3000K | >80 CRI | 1910lm 

1446 27
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00
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 4.0 

 LED 48W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim 
 opal cover + 2x spot | two circuits 
aluminium powder coated
opal PMMA cover 

 8.30kg  IP20   

 3000K | >80 CRI | 2850lm 

 CEILING SUSPENDED 

27
0

20
00

353

1446 27
0

20
00

353

 CEILING SUSPENDED 

DESIGNED BY S&R CORNELISSEN 224 — 225 WEVER & DUCRÉ 

     EUR    code 
   1276,24    132484W4 
   1276,24    132484B4 

     EUR    code 
   1409,80    132464W4 
   1409,80    132464B4 

 BEBOW 

OFFICE BUDAPEST | HUNGARY
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 LED 47W | 220-240VAC  | 50-60Hz
 PCB 3-step  | phase-cut dim
 aluminium powder coated 
opal PMMA cover 

 2.90kg  IP20   

 3000K | >80 CRI | direct 400lm, 
indirect 2500lm 

 CEILING SUSPENDED 

DESIGNED BY S&R CORNELISSENPRIVATE RESIDENCE BRUGGE | BELGIUM 226 — 227 WEVER & DUCRÉ 

     EUR    code 
   726,10    149384W4 
   726,10    149384B4 

 VENN 
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 E27 max.25W | E27 
 220-240VAC | 50-60Hz 
 composite | aluminium lacquered 

 1.08kg  IP20   
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 E27 max.25W | E27 
 220-240VAC | 50-60Hz 
 composite | aluminium lacquered 

 2.62kg  IP20   

ø800
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 E27 max.25W | E27 
 220-240VAC | 50-60Hz 
 composite | aluminium lacquered 

 5.70kg  IP20   

 CEILING SUSPENDED 

PRIVATE RESIDENCE GRAZ | AUSTRIA

 OPTIONAL  OPTIONAL  OPTIONAL 

QA60 LED E27 6W
     EUR    code 
 2200K    | 400lm    28,09    9003E109 
 2700K    | 550lm    28,09    9003E125 

G95 LED E27 9W
 2200K    | 400lm     30,21     9003E111 

G95 LED E27 9W opal
 2700K    | 806lm     44,31     9003E126 

QA60 LED E27 6W
     EUR    code 
 2200K    | 400lm    28,09    9003E109 
 2700K    | 550lm    28,09    9003E125 

G95 LED E27 9W
 2200K    | 400lm     30,21     9003E111 

G95 LED E27 9W opal
 2700K    | 806lm     44,31     9003E126 

QA60 LED E27 6W
     EUR    code 
 2200K    | 400lm    28,09    9003E109 
 2700K    | 550lm    28,09    9003E125 

G95 LED E27 9W
 2200K    | 400lm     30,21     9003E111 

G95 LED E27 9W opal
 2700K    | 806lm     44,31     9003E126 
 more lamps and specs on page 47 2 more lamps and specs on page 472  more lamps and specs on page 47 2

DESIGNED BY 3HDRAFT 228 — 229 WEVER & DUCRÉ 

     EUR    code 
   274,01    2181E0W0 
   274,01    2181E0D0 
   371,00    2181E0K0 

     EUR    code 
   355,63    2182E0W0 
   355,63    2182E0D0 
   477,00    2182E0K0 

     EUR    code 
   535,19    2183E0W0 
   535,19    2183E0D0 
   731,40    2183E0K0 

 BISHOP 

As awarded by The Chicago Athenaeum: 
Museum of Architecture and Design



PRIVATE RESIDENCE | ADINS-VAN LOOVEREN ARCHITECTEN KORTRIJK | BELGIUM 230 — 231WEVER & DUCRÉ



 3.0 

 E27 max.100W | E26-E27 
 220-240VAC | 50-60Hz 
 stone veneer | MDF lacquered 

 3-5kg  IP20   

 4.0 

 E27 max.100W | E26-E27 
 220-240VAC | 50-60Hz 
 stone veneer | MDF lacquered 

 3.5-5.5kg  IP20 IP20   

 CEILING SUSPENDED 

DESIGNED BY 13&9

ø370|560|740

30
0

ø370|560|740

42
5

OEBB HQ | INNOCAD ARCHITEKTUR ZT GMBH VIENNA | AUSTRIA

 OPTIONAL  OPTIONAL 

QA60 LED E27 6W
     EUR    code 
 2200K    | 400lm    28,09    9003E109 
 2700K    | 550lm    28,09    9003E125 

G95 LED E27 9W
 2200K    | 400lm     30,21     9003E111 

G95 LED E27 9W opal
 2700K    | 806lm     44,31     9003E126 

QA60 LED E27 6W
     EUR    code 
 2200K    | 400lm    28,09    9003E109 
 2700K    | 550lm    28,09    9003E125 

G95 LED E27 9W
 2200K    | 400lm     30,21     9003E111 

G95 LED E27 9W opal
 2700K    | 806lm     44,31     9003E126 

 more lamps and specs on page 472  more lamps and specs on page 472 

232 — 233 WEVER & DUCRÉ 

  370mm    EUR    code 
   402,80    2201E8W0 
   402,80    2201E8S0 
   402,80    2201E8D0 

  560mm    EUR    code 
   530,00    2203E8W0 
   530,00    2203E8S0 
   530,00    2203E8D0 

  740mm    EUR    code 
   561,80    2205E8W0 
   561,80    2205E8S0 
   561,80    2205E8D0 

  370mm    EUR    code 
   508,80    2202E8W0 
   508,80    2202E8S0 
   508,80    2202E8D0 

  560mm    EUR    code 
   731,40    2204E8W0 
   731,40    2204E8S0 
   731,40    2204E8D0 

  740mm    EUR    code 
   773,80    2206E8W0 
   773,80    2206E8S0 
   773,80    2206E8D0 

 ROCK COLLECTION 



OFFICE PRO MEDICO | INNOCAD ARCHITEKTUR ZT GMBH GRAZ | AUSTRIA 234 — 235WEVER & DUCRÉ
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 QA60 max.60W | E27 
 220-240VAC | 50-60Hz 
 varnished steel 

 0.53kg  IP20 IP20   

 OPTIONAL 

 CEILING SUSPENDED 

DESIGNED BY DEMUND & STEINHUBERRESTAURANT BABAR | H & B ARCHITECTS MOESKROEN | BELGIUM 236 — 237 WEVER & DUCRÉ 

     EUR    code 
   227,37    2096E0V0 
   227,37    2096E0B0 

QA60 LED E27 6W
     EUR    code 
 2200K   | 400lm    28,09    9003E109 
 2700K   | 550lm    28,09    9003E125 

T45-S carbon filament E27 15W
 2200K | 50lm         19,82    9003E104 

QA60 carbon filament E27 15W
 2200K | 50lm         16,32    9003E101 
 more lamps and specs on page 472 

 WIRO 



 CEILING SUSPENDED 

 WIRO 

DESIGNED BY DEMUND & STEINHUBERHAIRDRESSER ZEITGEIST | INNOCAD ARCHITEKTUR ZT GMBH GRAZ | AUSTRIA 238 — 239 WEVER & DUCRÉ 
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 QA60 max.60W | E27 
 220-240VAC | 50-60Hz 
 varnished steel 

 1.24kg  IP20   

 OPTIONAL  OPTIONAL 

383
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 QA60 max.60W | E27 
 220-240VAC | 50-60Hz 
 varnished steel 

 2.40kg  IP20   

     EUR    code 
   272,84    2092E0V0 
   272,84    2092E0B0 

QA60 LED E27 6W
     EUR    code 
 2200K   | 400lm    28,09    9003E109 
 2700K   | 550lm    28,09    9003E125 

T32-180 carbon filament E27 15W
       2200K | 50lm     24,49     9003E106 

QA60 carbon filament E27 15W
      2200K | 50lm     16,32     9003E101 

QA60 LED E27 6W
     EUR    code 
 2200K   | 400lm    28,09    9003E109 
 2700K   | 550lm    28,09    9003E125 

T32-180 carbon filament E27 15W
       2200K | 50lm     24,49     9003E106 

QA60 carbon filament E27 15W
      2200K | 50lm     16,32     9003E101 

     EUR    code 
   333,48    2093E0V0 
   333,48    2093E0B0 

 more lamps and specs on page 472  more lamps and specs on page 472 



 CEILING SUSPENDED 

 WIRO 

DESIGNED BY DEMUND & STEINHUBERRESTAURANT LE NOIR BONNET | AIXOME ARCHITECTURE SIRAULT | BELGIUM 240 — 241 WEVER & DUCRÉ 

ø611
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 QA60 max.60W | E27 
 220-240VAC | 50-60Hz 
 varnished steel 

 2.72kg  IP20   

 OPTIONAL 

     EUR    code 
   392,94    2094E0V0 
   392,94    2094E0B0 

QA60 LED E27 6W
     EUR    code 
 2200K   | 400lm    28,09    9003E109 
 2700K   | 550lm    28,09    9003E125 

T32-300 carbon filament E27 15W
       2200K | 50lm     26,82     9003E107 

ST64 carbon filament E27 15W
      2200K | 50lm     20,99     9003E105 
 more lamps and specs on page 472 



SHOWROOM HAAS GMBH AU AN DER DONAU | AUSTRIA 242 — 243WEVER & DUCRÉ
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 QA60 max.60W | E27 
 220-240VAC | 50-60Hz 
 varnished steel 

 3.97kg  IP20   

 OPTIONAL 

 CEILING SUSPENDED 

DESIGNED BY DEMUND & STEINHUBERRESTAURANT BABAR | H & B ARCHITECTS MOESKROEN | BELGIUM 244 — 245 WEVER & DUCRÉ 

     EUR    code 
   520,04    2095E0V0 
   520,04    2095E0B0 

QA60 LED E27 6W
     EUR    code 
 2200K   | 400lm    28,09    9003E109 
 2700K   | 550lm    28,09    9003E125 

T32-300 carbon filament E27 15W
       2200K | 50lm     26,82     9003E107 

G95 carbon filament E27 15W
      2200K | 50lm     22,15     9003E102 
 more lamps and specs on page 472 

 WIRO 
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 LED 18W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim 
 aluminium powder coated
opal PMMA cover 

 2.00kg  IP20   

 3000K | >85 CRI | 940lm 

 CEILING SUSPENDED 

DESIGNED BY S&R CORNELISSEN

winner

VISUALISATION 246 — 247 WEVER & DUCRÉ 

     EUR    code 
   383,61    500284W4 
   383,61    500284B4 

 ELLO 

As awarded by The Chicago Athenaeum: 
Museum of Architecture and Design
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 LED 55W | 220-240VAC  | 50-60Hz
 PCB 3-step  | dali switch dim | incl. PS
 opal LLDPE body | steel 

 13.26kg  IP20   

 2700K | >85 CRI | 3300lm 

 CEILING SUSPENDED 

SHOWROOM KITCHEN DOVY ROESELARE | BELGIUM DESIGNED BY S&R CORNELISSEN 248 — 249 WEVER & DUCRÉ 

     EUR    code 
   1298,50      211185W2 

 LOUIS 
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 LED 42W | 220-240VAC  | 50-60Hz
 PCB 3-step | dali switch dim 
 opal LLDPE body | steel 

 13.40kg  IP20   

 Light Colour Selection 
     lumen    |    cri        code 
 3000K    4500    |    >85        4 
 4000K    4800    |    >85        6 

 OPTIONAL 

 CEILING SUSPENDED 

VISUALISATION DESIGNED BY S&R CORNELISSEN 250 — 251 WEVER & DUCRÉ 

     EUR    code 
   1305,92      212185W_ 

     EUR    code 

suspension
     set 4.0m     90,10     90015114 

 MACBETH 
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 LED 42W | 220-240VAC  | 50-60Hz
 PCB 3-step | dali switch dim  PCB 3-step | dali switch dim 
 opal LLDPE body | steel 

 8.80kg  IP20   

 Light Colour Selection 
     lumen    |    cri        code 
 3000K    5000    |    >85        4 
 4000K    5300    |    >85        6 

 OPTIONAL  OPTIONAL 

10
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 LED 83W | 220-240VAC  | 50-60Hz

 opal LLDPE body | steel 

 15.30kg  IP20   

 Light Colour Selection 
     lumen    |    cri        code 
 3000K    9900    |    >85        4 
 4000K    10400    |    >85        6 

 CEILING SUSPENDED 

OFFICE EF SPRACHREISEN | INTER-POOL VIENNA | AUSTRIA DESIGNED BY S&R CORNELISSEN 252 — 253 WEVER & DUCRÉ 

     EUR    code 
    1395,70     213185W_ 

     EUR    code 

suspension
     set 4.0m     90,10     90015114 

     EUR    code 

suspension
     set 4.0m     90,10     90015114 

     EUR    code 
    1946,69     213285W_ 

 GIGANT 



OFFICE | DENTSU AEGIS NETWORK | TRZOP ARCHITEKCI WARSAW | POLANDRESTAURANT KOGO POLPO PRAGUE | CZECH REPUBLIC 254 — 255WEVER & DUCRÉ



OFFICE ZUIDERTOREN GENT | BELGIUM
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 LED 70W | 220-240VAC 
 50-60Hz | PCB 3-step  | dali dim
 aluminium powder coated
opal LLDPE body 

 8.80kg  IP20 IP20   

 3000K | >80 CRI | 7000lm 

 CEILING SUSPENDED 

INFECTED CONCEPT STORE GRAZ | AUSTRIA DESIGNED BY S&R CORNELISSEN 258 — 259 WEVER & DUCRÉ 

     EUR    code 
    2098,80     219185W4 

CYCLONE



 WEVER & DUCRÉ 260 — 261

ø84

37

ø1
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 1.0 

 LED 4/6W | 350-500mA  | 9Vf
 COB 2-step  | excl. power supply  COB 2-step  | excl. power supply
 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 0.39kg  IP20   

     86      40  4  -40 

 3000K | >80 CRI | 280-370lm 

 ALWAYS USE 

power supply
     EUR    code 
 350mA   | 6W    30,32    90213202 
 500mA   | 6W    30,32    90214201 

power supply
     EUR    code 
 350mA   | 6W    30,32    90213202 
 500mA   | 6W    30,32    90214201 

 OPTIONAL 

ø84
37

100

10
0

 2.0 

 LED 4/6W | 350-500mA  | 9Vf

 0.42kg 0.42kg  IP20   

     86      40  4  -40 

 3000K | >80 CRI | 280-370lm 

 ALWAYS USE 

 OPTIONAL 

 WALL RECESSED 

 more power supplies on page 468  more power supplies on page 468 

PRIVATE RESIDENCE KNOKKE | BELGIUM

     EUR    code 
   78,97    326151W4 
   94,23   702151L4

     EUR    code 
     recessed housing     18,34     90012030 

     EUR    code 
     recessed housing     18,34     90012030 

     EUR    code 
   88,72    326251W4 
   103,99   703151L4

 SMILE IN 



 WEVER & DUCRÉ 262 — 263

22 80

80

 1.0 

 LED 2/3W | 350-500mA  | 6Vf
 PCB 3-step | excl. power supply  PCB 3-step | excl. power supply 
 aluminium powder coated
anodised 

 aluminium powder coated
anodised 

  0.09kg  IP20   

 70  x70        35  2  -18 

 3000K | >85 CRI | 188-260lm 

 ALWAYS USE 

power supply
     EUR    code 
 350mA   | 6W    30,32    90213202 
 500mA   | 6W    30,32    90214201 

power supply
     EUR    code 
 350mA   | 6W    30,32    90213202 
 500mA   | 6W    30,32    90214201 

 OPTIONAL 

22 80

80

 2.0 

 LED 2/3W | 350-500mA  | 6Vf

  0.09kg  IP20   

 70  x70        35  2  -18 -18 

 3000K | >85 CRI | 188-260lm 

 ALWAYS USE 

 OPTIONAL 

 WALL RECESSED 

 more power supplies on page 468  more power supplies on page 468 

PRIVATE RESIDENCE | SALENS ARCHITECTEN BRUGGE | BELGIUM

     EUR    code 
   52,47    145181W4 
   52,47    145181A4 
   52,47    145181B4 

     EUR    code 
     recessed housing    22,05    90012027 
     plasterkit    13,25  90017119 

     EUR    code 
     recessed housing    22,05    90012027 
     plasterkit    13,25  90017119 

     EUR    code 
   52,47    145281W4 
   52,47    145281A4 
   52,47    145281B4 

 LITO 



 WEVER & DUCRÉ 264 — 265

ø5
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 LED 1/2W | 350-700mA  | 3Vf
 PCB 3-step | excl. power supply  PCB 3-step | excl. power supply 
 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 0.06kg  IP20   

     46      30  2  -18 

 3000K | >80 CRI | 90-150lm 

 ALWAYS USE 

power supply
     EUR    code 
 350mA   | 6W     30,32     90213202 
 700mA   | 6W     30,32     90215203 

power supply
     EUR    code 
 350mA   | 6W     30,32     90213202 
 700mA   | 6W     30,32     90215203 

 OPTIONAL 

52

52

16

 2.0 

 LED 1/2W | 350-700mA  | 3Vf

 0.07kg  IP20   

     46      30  2  -18 

 3000K | >80 CRI | 90-150lm 

 ALWAYS USE 

 OPTIONAL 

 WALL RECESSED 

 more power supplies on page 468  more power supplies on page 468 

     EUR    code 
   36,30    302151W4 
   36,30    302151L4 

     EUR    code 
    recessed  housing     13,99     90012025 

     EUR    code 
    recessed  housing     13,99     90012025 

     EUR    code 
   39,64    302251W4 
   39,64    302251L4 

 EYE 



 WEVER & DUCRÉ 266 — 267

17
0

8045

45

 1.7 

 LED 4/6W | 500-700mA  | 6Vf
 PCB 3-step | excl. power supply  PCB 3-step | excl. power supply  PCB 3-step | excl. power supply 
 aluminium powder coated
lacquered 

 aluminium powder coated
lacquered 

 aluminium powder coated
lacquered 

 0.24kg  IP20   

 70  x158        50  2  -18 -18 

 3000K | >80 CRI | 280-340lm 

 OPTIONAL 

27
0

45

8045

 2.7 

 LED 4/6W | 500-700mA  | 6Vf

 0.31kg  IP20   

 70  x258        50  2  -18 -18 

 3000K | >80 CRI | 280-340lm 

 OPTIONAL 

47
0

45

8045

 5.0 

 LED 4/6W | 500-700mA  | 6Vf

 0.45kg  IP20 IP20   

 70  x458        50  2  -18 

 3000K | >80 CRI | 280-340lm 

 OPTIONAL 

 WALL RECESSED 

VISUALISATION

 ALWAYS USE  ALWAYS USE  ALWAYS USE 

 more power supplies on page 468  more power supplies on page 468  more power supplies on page 468 

power supply
     EUR    code 
 500mA   | 6W    30,32    90214201 
 700mA   | 6W    30,32    90215203 

power supply
     EUR    code 
 500mA   | 6W    30,32    90214201 
 700mA   | 6W    30,32    90215203 

power supply
     EUR    code 
 500mA   | 6W    30,32    90214201 
 700mA   | 6W    30,32    90215203 

     EUR    code 
   63,49    303271W4 
   63,49    303271S4 
   63,49    303271K4 

     EUR    code 
     recessed housing    41,98    90012032 
     plasterkit    22,15    90017111 

     EUR    code 
   72,50    303371W4 
   72,50    303371S4 
   72,50    303371K4 

     EUR    code 
recessed      housing    47,81    90012033 
     plasterkit    25,65    90017112 

     EUR    code 
   85,44    303671W4 
   85,44    303671S4 

     EUR    code 
recessed      housing    64,13    90012036 
     plasterkit    30,32    90017115 

 THEMIS 



 WEVER & DUCRÉ 268 — 269

80
45

8045

 0.8 

 LED 4/6W | 500-700mA  | 6Vf
 PCB 3-step | excl. power supply  PCB 3-step | excl. power supply  PCB 3-step | excl. power supply 
 aluminium powder coated
lacquered 

 aluminium powder coated
lacquered 

 aluminium powder coated
lacquered 

 0.15kg  IP20   

 70  x75        50  2  -18 

 3000K | >80 CRI | 280-340lm 

 OPTIONAL 

17
0

45

17045

 1.7 

 LED 4/6W | 500-700mA  | 6Vf

 0.41kg  IP20   

 160  x165        50  2  -18 

 3000K | >80 CRI | 280-340lm 

 OPTIONAL 

27
0

45

17045

 2.7 

 LED 4/6W | 500-700mA  | 6Vf

 0.55kg  IP20   

 160  x265        50  2  -18 

 3000K | >80 CRI | 280-340lm 

 OPTIONAL 

 WALL RECESSED 

VISUALISATION

 ALWAYS USE  ALWAYS USE  ALWAYS USE 

power supply
     EUR    code 
 500mA   | 6W    30,32    90214201 
 700mA   | 6W    30,32    90215203 

power supply
     EUR    code 
 500mA   | 6W    30,32    90214201 
 700mA   | 6W    30,32    90215203 

power supply
     EUR    code 
 500mA   | 6W    30,32    90214201 
 700mA   | 6W    30,32    90215203 

 more power supplies on page 468  more power supplies on page 468  more power supplies on page 468 

     EUR    code 
   59,25    303171W4 
   59,25    303171S4 
   59,25    303171K4 

     EUR    code 
recessed      housing    33,81    90012031 
     plasterkit    16,32    90017110 

     EUR    code 
   74,09    303471W4 
   74,09    303471S4 
   74,09    303471K4 

     EUR    code 
    recessed  housing    41,98    90012034 
     plasterkit    20,99    90017113 

     EUR    code 
   91,05    303571W4 
   91,05    303571S4 
   91,05    303571K4 

     EUR    code 
recessed      housing    52,47    90012035 
     plasterkit    29,15    90017114 

 THEMIS CARRÉ 



 WEVER & DUCRÉ 270 — 271

168

76

50

 1.7 

 LED 4/6W | 500-700mA  | 6Vf
 PCB 3-step | excl. power supply  PCB 3-step | excl. power supply  PCB 3-step | excl. power supply 
 aluminium powder coated
lacquered 

 aluminium powder coated
lacquered 

 aluminium powder coated
lacquered 

 0.24kg  IP20   

 170  x86        55  2  -25 

 3000K | >80 CRI | 280-340lm 

76

26
8

50

 2.7 

 LED 4/6W | 500-700mA  | 6Vf

 0.31kg  IP20   

 270  x86        55  2  -25 

 3000K | >80 CRI | 280-340lm 

76

46
8

50

 5.0 

 LED 4/6W | 500-700mA  | 6Vf

 0.45kg  IP20 IP20   

 470  x86        55  2  -25 

 3000K | >80 CRI | 280-340lm 

 WALL RECESSED 

VISualisationVISUALISATION

 ALWAYS USE  ALWAYS USE  ALWAYS USE 

 more power supplies on page 468  more power supplies on page 468  more power supplies on page 468 

power supply
     EUR    code 
 500mA   | 6W    30,32    90214201 
 700mA   | 6W    30,32    90215203 

power supply
     EUR    code 
 500mA   | 6W    30,32    90214201 
 700mA   | 6W    30,32    90215203 

power supply
     EUR    code 
 500mA   | 6W    30,32    90214201 
 700mA   | 6W    30,32    90215203 

     EUR    code 
   114,06    304271W4 
   114,06    304271S4 

     EUR    code 
   133,98    304371W4 
   133,98    304371S4 

     EUR    code 
   166,21    304671W4 
   166,21    304671S4 

 STRANGE 



 WEVER & DUCRÉ 272 — 273

77

77
45

50

 0.8 

 LED 4/6W | 500-700mA  | 6Vf
 PCB 3-step  | excl. power supply  PCB 3-step  | excl. power supply  PCB 3-step  | excl. power supply
 aluminium powder coated
lacquered 

 aluminium powder coated
lacquered 

 aluminium powder coated
lacquered 

 0.15kg  IP20   

 80  x86        55  2  -25 

 3000K | >80 CRI | 280-340lm 

16
8

45

167

50

 1.7 

 LED 4/6W | 500-700mA  | 6Vf

 0.41kg  IP20   

 170  x176        55  2  -25 

 3000K | >80 CRI | 280-340lm 

26
7

45

167

50

 2.7 

 LED 4/6W | 500-700mA  | 6Vf

 0.55kg  IP20   

 270  x176        55  2  -25 

 3000K | >80 CRI | 280-340lm 

 WALL RECESSED 

VISUALISATION

 ALWAYS USE  ALWAYS USE  ALWAYS USE 

 more power supplies on page 468  more power supplies on page 468  more power supplies on page 468 

power supply
     EUR    code 
 500mA   | 6W    30,32    90214201 
 700mA   | 6W    30,32    90215203 

power supply
     EUR    code 
 500mA   | 6W    30,32    90214201 
 700mA   | 6W    30,32    90215203 

power supply
     EUR    code 
 500mA   | 6W    30,32    90214201 
 700mA   | 6W    30,32    90215203 

     EUR    code 
   105,79    304171W4 
   105,79    304171S4 

     EUR    code 
   140,66    304471W4 
   140,66    304471S4 

     EUR    code 
   162,07    304571W4 
   162,07    304571S4 

 STRANGE CARRÉ 



 WEVER & DUCRÉ 274 — 275

70

37

35

22

54

 0.4 

 LED 1/2W | 350-700mA  | 3Vf
 PCB 3-step | excl. power supply  PCB 3-step | excl. power supply  PCB 3-step | excl. power supply 
 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 0.09kg  IP20   

 25  x56        40  2  -18 

 3000K | >80 CRI | 90-150lm 

 ALWAYS USE 

power supply
     EUR    code 
 350mA   | 6W    30,32    90213202 
 700mA   | 6W    30,32    90215203 

power supply
     EUR    code 
 350mA   | 6W    30,32    90213202 
 700mA   | 6W    30,32    90215203 

power supply
     EUR    code 
 350mA   | 6W    30,32    90213202 
 700mA   | 6W    30,32    90215203 

 OPTIONAL  OPTIONAL 

37

70

70

22

54

 0.7 

 LED 1/2W | 350-700mA  | 3Vf

 0.10kg  IP20   

 25  x56        40  2  -18 -18 

 3000K | >80 CRI | 90-150lm 

 ALWAYS USE 

22
0

35

22 37

20
4

 2.2 

 LED 1/2W | 350-700mA  | 3Vf

 0.27kg 0.27kg  IP20   

 25  x205        40  2  -18 

 3000K | >80 CRI | 90-150lm 

 ALWAYS USE 

 OPTIONAL 

 WALL RECESSED 

SHOWROOM LIQUIDFLOORS KORTRIJK | BELGIUM

 more power supplies on page 468  more power supplies on page 468  more power supplies on page 468 

     EUR    code 
   54,70    305151W4 
   54,70    305151L4 
   54,70    305151B4 

     EUR    code 
recessed housing
     plasterkit     18,34     90012037 

     EUR    code 
recessed housing
     plasterkit     18,34     90012037 

     EUR    code 
   55,86    305251W4 
   55,86    305251L4 
   55,86    305251B4 

     EUR    code 
   78,76    305351W4 
   78,76    305351L4 
   78,76    305351B4 

     EUR    code 
recessed housing
     plasterkit  34,34    90012038 

 STRIPE 



WEVER & DUCRÉ 276 — 277PRIVATE RESIDENCE  COPENHAGEN | DENMARK



 WEVER & DUCRÉ 278 — 279

65

41 33

20
0

18
0

 0.7 

 LED 1/2W | 350-700mA  | 3Vf
 PCB 3-step  | excl. power supply
 aluminium powder coated 

 0.28kg  IP20   

 47  x182        40  4  -40 

 OPTIONAL 

130

106

13
0

11
0

33

 1.3 

 LED 2/4W | 350-700mA  | 6Vf
 PCB 3-step  | excl. power supply
 aluminium powder coated 

 0.34kg  IP20   

 112  x117        40  4  -40 

 OPTIONAL 

130

106
33

20
0

18
0

 2.0 

 LED 2/4W | 350-700mA  | 6Vf
 PCB 3-step  | excl. power supply
 aluminium powder coated 

 0.42kg 0.42kg  IP20   

 112  x185        40  4  -40 

 OPTIONAL 

 3000K | >80 CRI | 90-150lm  3000K | >80 CRI | 180-300lm  3000K | >80 CRI | 180-300lm 
     EUR    code 

   76,32      327161W4 

     EUR    code 

recessed housing
     plasterkit  34,34    90012039 
concrete
     housing    27,98    90012044 

     EUR    code 
   79,50     327261W4

     EUR    code 

recessed housing
     plasterkit    42,82    90012041 
concrete
     housing    31,48    90012040 

     EUR    code 
   90,10     327361W4

     EUR    code 

recessed housing
     plasterkit  46,11    90012043 
concrete
     housing    33,81    90012042 

 ORIS 
 WALL RECESSED 

 ALWAYS USE  ALWAYS USE  ALWAYS USE 

power supply
     EUR    code 
 500mA   | 6W    30,32    90214201 
 700mA   | 6W    30,32    90215203 

power supply
     EUR    code 
 500mA   | 6W    30,32    90214201 
 700mA   | 6W    30,32    90215203 

power supply
     EUR    code 
 500mA   | 6W    30,32    90214201 
 700mA   | 6W    30,32    90215203 

 more power supplies on page 468  more power supplies on page 468  more power supplies on page 468 

PRIVATE RESIDENCE BRUGGE | BELGIUM



37

ø1
00

 1.0 

 LED 6W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. power supply 
 aluminium powder coated
brushed 

 0.43kg  IP65   

 3000K | >80 CRI | 370lm 

10
0

100 37

 2.0 

 LED 6W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. power supply
 aluminium powder coated
brushed 

 0.65kg  IP65   

 3000K | >80 CRI | 370lm 

 WALL SURFACE 

     EUR    code 
    160,91     702253W4 
   160,91    702253L4 

     EUR    code 
   167,90    703253W4 
   167,90    703253L4 

 WEVER & DUCRÉ 280 — 281

 SMILE ON 

VISUALISATION



130 130

30

 1.0 

 LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim  COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 1.02kg  IP65   

 3000K | >80 CRI | 480lm 

130 130

30

 2.0 

 0.87kg  IP65   

 3000K | >80 CRI | 480lm 

 WALL SURFACE 

130 130

30

 1.0 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated
brushed 

1.02kg IP65 

 3000K | >80 CRI | 480lm 

 2.0 

 3000K | >80 CRI | 480lm 
     EUR    code 

   185,50    703354W4 
   185,50    703354L4 

     EUR    code 
   209,88    703454W4 

 209,88    703454L4 

 WEVER & DUCRÉ 282 — 283

 SMILE 

PRIVATE RESIDENCE  BRUGGE | BELGIUM



12
0

ø9
6

160

 1.2 

 QT14 max.40W | G9 
 220-240VAC | 50-60Hz 
 powder coated | chrome plated 

 0.41kg  IP44   

18
0

ø9
6

160

 1.8 

 QT14 max.40W | G9 
 220-240VAC | 50-60Hz 
 powder coated | chrome plated 

 0.64kg  IP44   

 WALL SURFACE 

12
0

ø9
6

160

 1.2 

 QT14 max.40W | G9 
 220-240VAC | 50-60Hz 
 powder coated | chrome plated 

0.41kg IP44 

DESIGNED BY STUDIO MANGO

     EUR    code 
   281,64    3071V0W0 
   281,64    3071V0C0 

     EUR    code 
   306,13    3072V0W0 
   306,13    3072V0C0 

 WEVER & DUCRÉ 284 — 285

 LIGHTDROP 

VISUALISATION

 OPTIONAL  OPTIONAL 

QT14 LED 3W
     EUR    code 
 2700K    | 200lm    15,58    9019G705 

QT14 LED 3W
     EUR    code 
 2700K    | 200lm    15,58    9019G705 



46

ø200

 1.0 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated
brushed 

 1.57kg  IP20   

 3000K | >80 CRI | 480lm 

 WALL SURFACE 

46

ø200

 1.0 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 

 WALL SURFACE 

     EUR    code 
   249,10    308174W4 
   249,10    308174L4 

 WEVER & DUCRÉ 286 — 287

 MOON 

VISUALISATION



100 45

10
0

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated
brushed 

 1.00kg  IP20   

 3000K | >80 CRI | 480lm 

100 45

10
0

 2.0 

 2xLED 4W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 0.94kg  IP20   

 3000K | >80 CRI | 2x290lm 

 WALL SURFACE 

100 45

10
0

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated
brushed 

 2.0 

 2xLED 4W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

     EUR    code 
   195,57    313374W4 
   195,57    313174L4 

     EUR    code 
   220,27    313474W4 
   220,27    313274L4 

 1.0 

 WEVER & DUCRÉ 288 — 289

 CENTRAL 

VISUALISATION



10045

10
0

 1.0 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. PS | phase-cut dim  COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 0.88kg  IP20   

10045

10
0

 2.0 

 2xLED 4W | 220-240VAC  | 50-60Hz

 0.80kg  IP20   

 3000K | >80 CRI | 2x290lm 

 WALL SURFACE 

STATION

     EUR    code 
   208,29    314474W4 
   208,29    314274L4 

     EUR    code 
   175,75    314374W4 
   175,75    314174L4 

 WEVER & DUCRÉ 290 — 291PRIVATE RESIDENCE | GRAUX & BAEYENS ARCHITECTEN KORTRIJK | BELGIUM

 3000K | >80 CRI | 480lm 



9648

48

 1.0 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 
asymmetric reflector

 0.88kg  IP20   

 3000K | >80 CRI | 500lm 

 WALL SURFACE 

METRO

     EUR    code 
   196,10    315174W4 
   196,10    315174L4 

 WEVER & DUCRÉ 292 — 293PRIVATE RESIDENCE BRUGGE | BELGIUM



 1.3 

 LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim  COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated  aluminium powder coated 

 0.74kg  IP20   

 3000K | >80 CRI | 480lm 

46

130

360

 3.6 

 1.48kg  IP20   

 3000K | >80 CRI | 480lm 

 WALL SURFACE 

 1.3 

46

130

360

 3.6 

 WALL SURFACE 

     EUR    code 
   196,10    309274W4 
   196,10    309274B4 

     EUR    code 
   280,90    309374W4 
   280,90    309374B4 

 WEVER & DUCRÉ 294 — 295

 BENTO 

PRIVATE RESIDENCE | EVA CARLIER INTERIOR DESIGN IZEGEM | BELGIUM

46

130

180



30

130

130

 1.0 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. PS | phase-cut dim  COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 1.11kg  IP20   
                

30

130

130

 2.0 

 2xLED 4W | 220-240VAC  | 50-60Hz

 0.90kg  IP20   
                

 WALL SURFACE 

     EUR    code 
   225,25    311174W4 
   239,45    311174L4 
   225,25    311174B4 

     EUR    code 
   253,34    311274W4 
   303,69    311274L4 
   253,34    311274B4 

 LEENS 

 3000K | >80 CRI | 480lm  3000K | >80 CRI | 2x240lm 

 WEVER & DUCRÉ 296 — 297PRIVATE RESIDENCE CARINTHIA | AUSTRIA



46

130

180

 1.3 

 0.73kg  IP20   

 3000K | >80 CRI | 480lm 

46

130

360

 3.6 

 1.25kg  IP20 IP20   

 3000K | >80 CRI | 480lm 

 WALL SURFACE 

 LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim  COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated  aluminium powder coated 

     EUR    code 
   205,64    310174W4 
   205,64    310174B4 

     EUR    code 
   292,56    310274W4 
   292,56    310274B4 

 WEVER & DUCRÉ 298 — 299

 BENTA 

PRIVATE RESIDENCE | LIQUIDFLOORS KORTRIJK | BELGIUM



15
4

150
70

 1.5 

 LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim  COB 2-step | incl. PS | phase-cut dim  COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 0.49kg  IP20   

 3000K | >80 CRI | 480lm 

26
0

60 70

 2.6 

 0.40kg  IP20   

 3000K | >80 CRI | 480lm 

54
0

60 70

 5.4 

 0.65kg  IP20   

 3000K | >80 CRI | 480lm 

 WALL SURFACE 

     EUR    code 
   161,65    312164W4 
   161,65    312164L4 
   161,65    312164B4 

     EUR    code 
   154,23    312264W4 
   154,23    312264L4 
   154,23    312264B4 

     EUR    code 
   198,33    312364W4 
   198,33    312364L4 
   198,33    312364B4 

 WEVER & DUCRÉ 300 — 301

 INCH 

RESTAURANT FREIGEIST GRAZ | AUSTRIA



DESIGNED BY FRANK JANSSENS

20
4

250 55
85

 1.0 

 LED 6W | 110-240VAC  | 50-60Hz
 COB 3-step  | incl. power supply
 stainless steel powder coated
chrome 

 1.56kg  IP20   

 3000K | >80 CRI | 380lm 

 WALL SURFACE 

     EUR    code 
   293,83    325163W4 
   312,17    325163C4 
   293,83    325163B4 

 WEVER & DUCRÉ 302 — 303

 ARZY 

VISUALISATION



DESIGNED BY ANTHONY DUFELEER

20
6

389

 1.0 

 2xLED 6W | 110-240VAC  | 50-60Hz
 COB 3-step | incl. power supply 
 aluminium powder coated 

 2.10kg  IP20 IP20   

 3000K | >80 CRI | 2x480lm 

 WALL SURFACE 

     EUR    code 
   369,94    324173W4 
   369,94    324173B4 

 WEVER & DUCRÉ 304 — 305

 WAHAA 

SHOP SLOTS DECORATION SPIERE-HELKIJN | BELGIUM



DESIGNED BY S&R CORNELISSEN

524

200

724

16

90

40
0

72
4

 1.0 

 LED 30W | 220-240VAC  | 50-60Hz  
PCB 3-step  | phase-cut dim  
aluminium powder coated
opal PMMA cover 

2.50kg  IP20 

 3000K | >80 CRI  | indirect 2500lm

524

724

16

90

40
0

72
4 200

 2.0 

 LED 47W | 220-240VAC  | 50-60Hz 
 PCB 3-step | phase-cut dim 
 aluminium powder coated
opal PMMA cover 

 2.50kg  IP20 

 3000K | >80 CRI  | direct 400lm
indirect 2500lm

 WALL SURFACE 

 EUR    code 
 497,14    149184W4 
 497,14    149184B4 

 EUR    code 
 582,15    149284W4 
 582,15    149284B4 

 WEVER & DUCRÉ 306 — 307

 VENN 

HAIRDRESSER DOPPELHOFER & STEININGER GRAZ | AUSTRIA

As awarded by The Chicago Athenaeum: 
Museum of Architecture and Design



SHOWROOM LICHTPROJEKT EEKLO | BELGIUM WEVER & DUCRÉ 308 — 309



PRIVATE RESIDENCE DUINBERGEN | BELGIUM

84

48 48

 1.0 

 LED 6W | 220-240VAC  | 50-60Hz 2x LED 6W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. power supply  COB 2-step | incl. power supply 
 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 0.24kg  IP20   

 3000K | >80 CRI | 420lm 

12
0

48 48

 2.0 

 0.35kg  IP20 IP20   

 3000K | >80 CRI | 2x290lm 

 WALL SURFACE 

     EUR    code 
   151,79    719463W4 
   151,79    719163L4 

     EUR    code 
   179,03    719563W4 
   179,03    719263L4 

 WEVER & DUCRÉ 310 — 311

 TRAIN 



BOX mini

VISUALISATION

67 67

11
5

 1.0 

 PAR16 max.15W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

 0.24kg  IP20   

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

20
0

67 67

 2.0 

 2xPAR16 max.15W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

 0.44kg  IP20   

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 WALL SURFACE 

     EUR    code 
   51,30    300120W0 
   51,30    300120L0 
   51,30    300120P0 
   51,30    300120B0 

     EUR    code 
 2700K       23,85    901228W2 
 3000K       23,85    901228W4 
 1800-2850K       62,12    901229S9 

     EUR    code 
 2700K       23,85    901228W2 
 3000K        23,85    901228W4 
 1800-2850K       62,12    901229S9 

     EUR    code 
   68,79    301120W0 
   68,79    301120L0 
   68,79    301120P0 
   68,79    301120B0 

 WEVER & DUCRÉ 312 — 313



100

10
0

100

 1.0 LED 

 LED 4W | 220-240VAC  | 50-60Hz  2xLED 4W | 220-240VAC  | 50-60Hz  2xLED 4W | 220-240VAC  | 50-60Hz
 PCB 3-step  | incl. PS | phase-cut dim  PCB 3-step  | incl. PS | phase-cut dim  PCB 3-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 0.60kg  IP20   

 Light Colour Selection 
     lumen    |    cri        code 
 2200K    315    |    >80        1 
 2700K    420    |    >80        2 
 3000K    420    |    >80        4 

100

10
0

100

 1.0 QT14 

 QT14 max.75W | G9 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

 0.66kg  IP20   

 OPTIONAL 

100

10
0

100

 2.0 LED 

 0.67kg  IP20   

 Light Colour Selection 
     lumen    |    cri        code 
 2200K    2x315    |    >80        1 
 2700K    2x340    |    >80        2 
 3000K    2x340    |    >80        4 

 OPTIONAL 

16
0

100 100

 3.0 LED 

 0.86kg  IP20   

 Light Colour Selection 
     lumen    |    cri        code 
 2200K    2x315    |    >80        1 
 2700K    2x340    |    >80        2 
 3000K    2x340    |    >80        4 

 OPTIONAL 

 WALL SURFACE 

     EUR    code 
   170,24    321164W_ 
   170,24    321164L_ 
   170,24    321164G_ 
   170,24    321164Q_ 
   170,24    321164P_ 
   170,24    321164B_ 

     EUR    code 
   89,78    3211G0W0 
   89,78    3211G0L0 
   89,78    3211G0G0 
   89,78    3211G0Q0 
   89,78    3211G0P0 
   89,78    3211G0B0 

QT14 LED 3W
     EUR    code 
 3000K    | 300lm     13,57     9019G704 

     EUR    code 
   193,56    321144W_ 
   193,56    321144L_ 
   193,56    321144G_ 
   193,56    321144Q_ 
   193,56    321144P_ 
   193,56    321144B_ 

flaps for adjustable beam angle
     EUR    code 
          32,65     900401W0 flaps for adjustable beam angle

     EUR    code 
          32,65     900401W0 

flaps for adjustable beam angle
     EUR    code 
          32,65     900401W0 

     EUR    code 
   206,38    321244W_ 
   206,38    321244L_ 
   206,38    321244G_ 
   206,38    321244Q_ 
   206,38    321244P_ 
   206,38    321244B_ 

 WEVER & DUCRÉ 314 — 315

 BOX 

RESTAURANT GUST | FREDERIC HOOFT KORTRIJK | BELGIUM 



11
5

ø67

 1.0 

 PAR16 max.15W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 0.21kg  IP20   

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

20
0

ø67

 2.0 

 2xPAR16 max.15W | GU10 
 220-240VAC | 50-60Hz 

 0.36kg  IP20   

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 WALL SURFACE 

     EUR    code 
   51,30    300220W0 
   51,30    300220L0 
   51,30    300220P0 
   51,30    300220B0 

     EUR    code 
   68,79    301220W0 
   68,79    301220L0 
   68,79    301220P0 
   68,79    301220B0 

     EUR    code 
 2700K        23,85    901228W2 
 3000K       23,85    901228W4 
 1800-2850K       62,12    901229S9 

     EUR    code 
 2700K       23,85    901228W2 
 3000K       23,85    901228W4 
 1800-2850K       62,12    901229S9 

 WEVER & DUCRÉ 316 — 317

 RAY mini 

RESTAURANT GUST | FREDERIC HOOFT KORTRIJK | BELGIUM



PRIVATE RESIDENCE | YASMIN HATAMIAN KORTRIJK | BELGIUM

ø150

10
0

 1.0 LED 

 0.68kg  IP20   

                

 Light Colour Selection 

     lumen    |    cri        code 
 2200K    315    |    >80        1 
 2700K    420    |    >80        2 
 3000K    420    |    >80        4 

ø150

10
0

 1.0 QT14 

 QT14 max.75W | G9 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

 0.62kg  IP20   

                

 OPTIONAL 

ø150

10
0

 2.0 LED 

 0.69kg  IP20   

                

 Light Colour Selection 

     lumen    |    cri        code 
 2200K    2x315    |    >80        1 
 2700K    2x340    |    >80        2 
 3000K    2x340    |    >80        4 

 OPTIONAL  OPTIONAL 

ø150

16
0

 3.0 LED 

 0.91kg  IP20 IP20   

                

 Light Colour Selection 

     lumen    |    cri        code 
 2200K    2x315    |    >80        1 
 2700K    2x340    |    >80        2 
 3000K    2x340    |    >80        4 

 WALL SURFACE 

 LED 4W | 220-240VAC  | 50-60Hz
 PCB 3-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 2xLED 4W | 220-240VAC  | 50-60Hz  2xLED 4W | 220-240VAC  | 50-60Hz
 PCB 3-step  | incl. PS | phase-cut dim  PCB 3-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

     EUR    code 
   170,24    322164W_ 
   170,24    322164L_ 
   170,24    322164G_ 
   170,24    322164Q_ 
   170,24    322164P_ 
   170,24    322164B_ 

     EUR    code 
   89,78    3221G0W0 
   89,78    3221G0L0 
   89,78    3221G0G0 
   89,78    3221G0Q0 
   89,78    3221G0P0 
   89,78    3221G0B0 

QT14 LED 3W
     EUR    code 
 3000K    | 300lm     13,57     9019G704 

     EUR    code 
   193,56    322144W_ 
   193,56    322144L_ 
   193,56    322144G_ 
   193,56    322144Q_ 
   193,56    322144P_ 
   193,56    322144B_ 

flaps for adjustable beam angle
     EUR    code 
          32,65     900401W0 

flaps for adjustable beam angle
     EUR    code 
          32,65     900401W0 flaps for adjustable beam angle

     EUR    code 
          32,65     900401W0 

     EUR    code 
   206,38    322244W_ 
   206,38    322244L_ 
   206,38    322244G_ 
   206,38    322244Q_ 
   206,38    322244P_ 
   206,38    322244B_ 

 WEVER & DUCRÉ 318 — 319

 RAY 



VISUALISATION

11
5

67 67

 1.0 

 PAR16 max.15W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 0.24kg  IP20   

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

20
0

67 67

 2.0 

 2xPAR16 max.15W | GU10 
 220-240VAC | 50-60Hz 

 0.43kg  IP20   

 OPTIONAL 
 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 WALL SURFACE 

     EUR    code 
   51,30    300320W0 
   51,30    300320L0 
   51,30    300320G0 
   51,30    300320P0 
   51,30    300320B0 

     EUR    code 
   68,79    301320W0 
   68,79    301320L0 
   68,79    301320G0 
   68,79    301320P0 
   68,79    301320B0 

     EUR    code 
 2700K        23,85    901228W2 
 3000K       23,85    901228W4 
 1800-2850K       62,12    901229S9 

     EUR    code 
 2700K       23,85    901228W2 
 3000K       23,85    901228W4 
 1800-2850K       62,12    901229S9 

 WEVER & DUCRÉ 320 — 321

 DOCUS mini 



VISUALISATION

11
5

77

 1.0 

 PAR16 max.15W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 0.23kg  IP20   

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

20
0

77

 2.0 

 2xPAR16 max.15W | GU10 
 220-240VAC | 50-60Hz 

 0.40kg  IP20   

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 WALL SURFACE 

     EUR    code 
   51,30    300420G0 
   51,30    300420Q0 
   51,30    300420P0 
   51,30    300420B0 

     EUR    code 
   68,79    301420G0 
   68,79    301420Q0 
   68,79    301420P0 
   68,79    301420B0 

     EUR    code 
 2700K       23,85    901228W2 
 3000K       23,85    901228W4 
 1800-2850K       62,12    901229S9 

     EUR    code 
 2700K       23,85    901228W2 
 3000K       23,85    901228W4 
 1800-2850K       62,12    901229S9 

 WEVER & DUCRÉ 322 — 323

 HEXO mini 



PRIVATE RESIDENCE  BRUGGE | BELGIUM

220 37

22
0

300
37

30
0

ø190 37 ø260 37

 2.0 CARRÉ  3.0 CARRÉ  2.0 ROUND  3.0 ROUND 

 LED 8W | 100-240VAC  | 50-60Hz  LED 8W | 100-240VAC  | 50-60Hz LED 8W | 100-240VAC  | 50-60Hz  LED 8W | 100-240VAC  | 50-60Hz
 COB 3-step | incl.  PS | phase-cut dim  COB 3-step | incl.  PS | phase-cut dim  COB 3-step | incl.  PS | phase-cut dim  COB 3-step | incl.  PS | phase-cut dim
 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 aluminium powder coated
brushed 

 1.03kg  IP20    1.63kg  IP20    0.77kg  IP20    1.09kg  IP20   

 3000K | >80 CRI | 420lm  3000K | >80 CRI | 420lm  3000K | >80 CRI | 420lm  3000K | >80 CRI | 420lm 

 WALL SURFACE 

     EUR    code 
   253,34    317474W4 
   258,64    317474G4 
   258,64    317474Q4 
   258,64    317474P4 
   253,34    317474B4 

     EUR    code 
   241,68    317574W4 
   245,92    317574G4 
   245,92    317574Q4 
   245,92    317574P4 
   241,68    317574B4 

     EUR    code 
   277,72    317674W4 
   284,08    317674G4 
   284,08    317674Q4 
   284,08    317674P4 
   277,72    317674B4 

     EUR    code 
   262,88    317774W4 
   268,18    317774G4 
   268,18    317774Q4 
   268,18    317774P4 
   262,88    317774B4 

 WEVER & DUCRÉ 324 — 325

 MILES 



VISUALISATION

900

80

26

 9.0 

 LED 30W | 220-240VAC  | 50-60Hz
 COB 3-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 1.41kg  IP20   

 3000K | >80 CRI | 690lm 

1200

26

80

 12.0 

 LED 40W | 220-240VAC  | 50-60Hz
 COB 3-step  | incl. PS | phase-cut dim
 aluminium powder coated
brushed 

 2.10kg  IP20 IP20   

 3000K | >80 CRI | 920lm 

 WALL SURFACE 

     EUR    code 
   314,29    317274W4 
   304,11    317274L4 
   314,29    317274B4 

     EUR    code 
   376,83    317374W4 
   367,61    317374L4 
   376,83    317374B4 

 WEVER & DUCRÉ 326 — 327

 MILES 



VISUALISATION

10
00

25
0

50 30

 10.0 

 T16 14W | G5 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 1.57kg  IP20   

 WALL SURFACE 

     EUR    code 
   195,89    3181T3W0 
   195,89    3181T3S0 

 WEVER & DUCRÉ 328 — 329

 YARD 



DESIGNED BY 13&9BANCA POPOLARE - VOLKSBANK | INNOCAD ARCHITEKTUR ZT GMBH BOZEN | ITALY

309

29
7

228

 5.0 

 E27 max.100W  
 220-240VAC | 50-60Hz 
 stone veneer | MDF lacquered 

 2.00kg  IP20   

 WALL SURFACE 

 OPTIONAL 

QA60 LED E27 6W
     EUR    code 
 2200K    | 400lm    28,09    9003E109 
 2700K    | 550lm    28,09    9003E125 

G95 LED E27 9W
 2200K    | 400lm     30,21     9003E111 

G95 LED E27 9W opal
 2700K    | 806lm     44,31     9003E126 
 more lamps and specs on page 472 

     EUR    code 
   328,60    2231E8W0 
   328,60    2231E8S0 
   328,60    2231E8D0 

 WEVER & DUCRÉ 330 — 331

 ROCK COLLECTION 



PRIVATE RESIDENCE DES ÉTANGS BRUSSELS | BELGIUM

30
0

350

187

 01 

 2x QA60 max.53W | E27 
 220-240VAC | 50-60Hz 
 aluminium lacquered 

 2.92kg  IP20   

 OPTIONAL 

 WALL SURFACE 

 more lamps and specs on page 472 

     EUR    code 
   581,52    2054E8S0 
   581,52    2054E8G0 

QA60 LED E27 6W
     EUR    code 
 2200K    | 400lm    28,09    9003E109 
 2700K    | 550lm    28,09    9003E125 

 WEVER & DUCRÉ 332 — 333

 J.J.W. 

DESIGNED BY JULES WABBES



DESIGNED BY JULES WABBESDESIGNED BY JULES WABBESHOTEL WEISSENSEERHOF | ARCHITEKTUR 64 ZT GMBH | DESIGNER PERNER WEISSENSEE | AUSTRIA

15
0

175

188

 02 

 QA60 max.53W | E27 
 220-240VAC | 50-60Hz 
 aluminium lacquered 

 1.02kg  IP20   

 WALL SURFACE 

     EUR    code 
   348,95    2055E8S0 
   348,95    2055E8G0 

 OPTIONAL 

QA60 LED E27 6W
     EUR    code 
 2200K    | 400lm    28,09    9003E109 
 2700K    | 550lm    28,09    9003E125 
 more lamps and specs on page 472 

 WEVER & DUCRÉ 334 — 335

 J.J.W. 



HOTEL WEISSENSEERHOF | ARCHITEKTUR 64 ZT GMBH | DESIGNER PERNER WEISSENSEE | AUSTRIA WEVER & DUCRÉ 336 — 337



 WEVER & DUCRÉ 338 — 339

 6.0 

 E27 max.100W 
 220-240VAC | 50-60Hz 
 stone veneer | MDF lacquered 

 6.00kg  IP20   

                

 7.0 

 E27 max.100W  E27 max.100W 
 220-240VAC | 50-60Hz  220-240VAC | 50-60Hz 
 stone veneer | MDF lacquered  stone veneer | MDF lacquered 

 7.00kg  IP20   

                

 FLOOR SURFACE 

 8.0 

 3.50kg  IP20   

                
     EUR    code 

   540,60    2241E8W0 
   540,60    2241E8S0 
   540,60    2241E8D0 

BANCA POPOLARE - VOLKSBANK | INNOCAD ARCHITEKTUR ZT GMBH BOZEN | ITALY

ø370

14
80

ø560

14
80 ø370

50
0

DESIGNED BY 13&9

 OPTIONAL  OPTIONAL  OPTIONAL 

QA60 LED E27 6W
     EUR    code 
 2200K    | 400lm    28,09    9003E109 
 2700K    | 550lm  28,09    9003E125 

G95 LED E27 9W
 2200K    | 400lm     30,21     9003E111 

G95 LED E27 9W opal
 2700K    | 806lm     44,31     9003E126 

QA60 LED E27 6W
     EUR    code 
 2200K    | 400lm    28,09    9003E109 
 2700K    | 550lm  28,09    9003E125 

G95 LED E27 9W
 2200K    | 400lm     30,21     9003E111 

G95 LED E27 9W opal
 2700K    | 806lm     44,31     9003E126 

QA60 LED E27 6W
     EUR    code 
 2200K    | 400lm    28,09    9003E109 
 2700K    | 550lm  28,09    9003E125 

G95 LED E27 9W
 2200K    | 400lm     30,21     9003E111 

G95 LED E27 9W opal
 2700K    | 806lm     44,31     9003E126 

 more lamps and specs on page 472  more lamps and specs on page 47 2  more lamps and specs on page 472 

     EUR    code 
   678,40    2221E8W0 
   678,40    2221E8S0 
   678,40    2221E8D0 

     EUR    code 
   964,60    2222E8W0 
   964,60    2222E8S0 
   964,60    2222E8D0 

 ROCK COLLECTION 



HAIRDRESSER ZEITGEIST | INNOCAD ARCHITEKTUR ZT GMBH  GRAZ | AUSTRIA 



 WEVER & DUCRÉ 342 — 343

 1.0 NAKED 

 E27 max.100W | E26-E27 
 110-220VAC | 50-60Hz 
 MDF lacquered 

 5.00kg  IP20   

                
     EUR    code 

    583,00     2223E800 

 FLOOR SURFACE 

 ROCK COLLECTION 

370

14
80

PRIVATE RESIDENCE GRAZ | AUSTRIA

 OPTIONAL 

T32-300 carbon filament E27 15W
     EUR    code 
 2200K    | 50lm     26,82     9003E107 
 more lamps and specs on page 472 

DESIGNED BY 13&9



 WEVER & DUCRÉ 344 — 345

 1.0 

            

 370 mm    EUR    code 
             307,40     2247E8B0 

   560 mm    EUR    code 
            349,80      2248E8B0 

   560 mm    EUR    code 
             381,60     2251E8B0 

   740 mm    EUR    code 
             424,00     2249E8B0 

 2.0 

            

   370 mm    EUR    code 
             339,20     2250E8B0 

     740 mm    EUR    code 
            455,80      2252E8B0 

 3.0 

            

     370 mm    EUR    code 
            296,80      2243E8B0 

     560 mm    EUR    code 
            349,80      2241E8B0 

     740 mm    EUR    code 
            434,60      2242E8B0 

 4.0 

       370 mm    EUR    code 
            328,60      2244E8B0 

       560 mm    EUR    code 
            371,00      2245E8B0 

       740 mm    EUR    code 
            466,40      2246E8B0 

ø370|560|740

30
0

ø370|560|740

42
5

ø370|560|740

30
0

ø370|560|740

42
5

DESIGNED BY 13&9

cross milled | MDF lacquered cross milled | MDF lacquered fl at top | MDF lacquered fl at top | MDF lacquered

ø370|560|740 ø370|560|740

 FLOOR SURFACE 

 ROCK COLLECTION 

PRIVATE RESIDENCE GRAZ | AUSTRIA



EXTERIOR



CEILING
RECESSED

WALL
RECESSED

WALL
SURFACE

p. 351

p. 363 — 369

p. 371 — 415
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INTRA
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BOX 
p. 353

RAY
p. 357

TUBE CEILING
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ROB 
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CEILING
SURFACE

p. 353 — 361

SMILE IN 
p. 363

ORIS 
p. 365

ATIM
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STATION 
p. 391

TRAIN 
p. 395

TAPE 
p. 401

BOX 
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RAY 
p. 407

BOXX 
p. 409

PALOS 
p. 411

X-BEAM 
p. 415

TUBE
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TUBE CARRÉ
p. 377

STAR 
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GETTON
p. 385

SMILE ON 
p. 371

SMILE 
p. 387

CENTRAL 
p. 389

TUBE CARRÉ

FLOOR 
RECESSED

FLOOR 
SURFACE

FLOOR 
PROJECTOR

FLOOR 
SCULPTURE
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p. 427 — 451

p. 453 — 457

p. 459 — 461

MAP 
p. 419

CHART 
p. 423

CHIP 
p. 425

CARD 
p. 417

FLIP 
p. 421

 FIFTY FIFTY
p. 427

SMILE
p. 429

SWAY
p. 431

PALOS
p. 433

EDGE 
p.  437

TAPE 
p. 439

PACE
p. 441

LINUS
p. 443

GETTON 
p. 445

PALLUZ 
p. 447

POLAR 
p. 451

STAKE 
p. 453

X-BEAM 
p. 457

J.M. 
p. 459

ALICE 
p. 461



 WEVER & DUCRÉ 350 — 351

EXTERIOR
 CEILING RECESSED 

PRIVATE RESIDENCE | SALENS ARCHITECTEN BRUGGE | BELGIUM

48

ø91

 1.0  

 LED 6W | 220-240VAC 
 COB 3-step  | incl. power supply

 0.15kg  IP65    36° 

     88      50  2  -25 

 3000K | >80 CRI | 410lm 

 OPTIONAL 

     EUR    code 
   125,08    733168W4 

 164,30  733168I4 
   125,08    733168D4 

     EUR    code 
    reces sed housing    31,91    90012026 
     plasterkit    23,32    90017101 

 aluminium | stainless steel
opal glass | polyamide 

INTRA



 WEVER & DUCRÉ 352 — 353

10
0

100100

 1.0 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated 

 0.67kg  IP65  36° 

                

 OPTIONAL 

EXTERIOR 
CEILING SURFACE 

 3000K | >80 CRI | 480lm 

PRIVATE RESIDENCE CARINTHIA | AUSTRIA

     EUR    code 
   174,90    735164W_ 
   174,90    735164D_ 
   174,90    735164B_ 

inner cover
     EUR    code 
         18,23    911011W1 
         18,23    911011D1 
          18,23    911011B1 

inner reflector
     EUR    code 
          14,31    911211W1 
          14,31    911211D1 
          14,31    911211B1 

     lumen    |    cri      code 
 3000K    480    |    >80      4 
 1800-2850K    410    |    >90      9 

 Light Colour Selection 

 BOX 



PRIVATE RESIDENCE CARINTHIA | AUSTRIA



 WEVER & DUCRÉ 356 — 357

ø114

10
0

 1.0 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated 

 0.63kg  IP65  36° 

 OPTIONAL 

EXTERIOR 
CEILING SURFACE 

VISUALISATION

     lumen    |    cri      code 
 3000K    480    |    >80      4 
 1800-2850K    410    |    >90      9 

 Light Colour Selection 

     EUR    code 
   174,90    735364W_ 
   174,90     735364D_ 
   174,90     735364B_ 

inner cover
     EUR    code 
          18,23    911041W1 
          18,23    911041D1 
          18,23    911041B1 

 3000K | >80 CRI | 480lm 

 RAY 



 WEVER & DUCRÉ 358 — 359

EXTERIOR 
CEILING SURFACE 

PRIVATE RESIDENCE GRAZ | AUSTRIA

ø80

10
5

 1.0 LED 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated 

 0.53kg  IP65  38° 

                

ø80

10
5

 1.0 PAR16 

 PAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.60kg  IP65   

                

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 3000K | >80 CRI | 480lm 
     EUR    code 

   172,78    734164W4 
   172,78    734164D4 
   172,78    734164B4 

     EUR    code 
   98,05    734120W0 
   98,05    734120D0 
   98,05    734120B0 

     EUR    code 
 2700K        37,76    905228S2 
 3000K       37,76    905228S4 
 1800-2850K       62,12    901229S9 

ø80

 1.0 LED 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated 

0.53kg IP65 

 3000K | >80 CRI | 480lm 

TUBE CEILING



 WEVER & DUCRÉ 360 — 361

60

ø160

 1.6 

 LED 8W | 220-240VAC  | 50-60Hz
 PCB 3-step  | incl. power supply
 aluminium powder coated
opal PMMA cover 

 0.80kg  IP44   

60

ø260

 2.6 

 LED 12W | 220-240VAC  | 50-60Hz
 COB 3-step | incl. power supply 
 aluminium powder coated
opal PMMA cover 

 1.30kg  IP44   

EXTERIOR 
CEILING SURFACE 

VISUALISATION

     EUR    code 
   195,04    701183W4 
   195,04    701183S4 

     EUR    code 
   285,14    701283W4 
   285,14    701283S4 

ø350

60

 3.5 

 LED 20W | 220-240VAC  | 50-60Hz
 COB 3-step  | incl. power supply
 aluminium powder coated
opal PMMA cover 

 2.00kg  IP44   

     EUR    code 
   401,74    701383W4 
   401,74    701383S4 

 3000K | >80 CRI | 600lm  3000K | >80 CRI | 1000lm  3000K | >80 CRI | 1600lm 

 ROB 



 WEVER & DUCRÉ 362 — 363

ø84

37

ø1
00

 1.0 

 LED 4/6W | 350-500mA  | 9Vf  LED 4/6W | 350-500mA  | 9Vf
 COB 2-step | excl. power supply  COB 2-step | excl. power supply 
 aluminium powder coated  aluminium powder coated 

 0.39kg  IP65   

     86      40  4  -40 

 ALWAYS USE  ALWAYS USE 

power supply IP67
     EUR    code 
 350mA   | 7W    40,28    90213301 
 500mA   | 7W    40,28    90214301 

power supply IP67
     EUR    code 
 350mA   | 7W    40,28    90213301 
 500mA   | 7W    40,28    90214301 

 OPTIONAL  OPTIONAL 

ø84
37

100

10
0

 2.0 

 0.42kg 0.42kg  IP65   

     86      40  4  -40 

EXTERIOR
 WALL RECESSED 

 more power supplies on page 468  more power supplies on page 468 

VISUALISATION

     EUR    code 
    94,87     702151D4 

     EUR    code 
     recessed housing     18,34     90012030 

     EUR    code 
          recessed housing      18,34     90012030 

     EUR    code 
   104,62      703151D4 

 SMILE IN 

 3000K | >80 CRI | 280-370lm  3000K | >80 CRI | 280-370lm 



 WEVER & DUCRÉ 364 — 365

65

41 33

20
0

18
0

 0.7 

 LED 1/2W | 350-700mA  | 3Vf
 PCB 3-step  | excl. power supply
 aluminium powder coated 

 0.28kg  IP65   

 47  x182        40  4  -40 

 ALWAYS USE 

power supply IP66
     EUR    code 
 350mA   | 3W    31,27    90213101 
 700mA   | 3W    31,27    90215101 

 OPTIONAL 

130

106

13
0

11
0

33

 1.3 

 LED 2/4W | 350-700mA  | 6Vf
 PCB 3-step  | excl. power supply
 aluminium powder coated 

 0.34kg  IP65   

 112  x117        40  4  -40 

 ALWAYS USE 

power supply IP66
     EUR    code 
 350mA   | 3W    31,27    90213101 
 700mA   | 6W    40,28    90215202 

power supply IP66
     EUR    code 
 350mA   | 3W    31,27    90213101 
 700mA   | 6W    40,28    90215202 

 OPTIONAL 

130

106
33

20
0

18
0

 2.0 

 LED 2/4W | 350-700mA  | 6Vf
 PCB 3-step  | excl. power supply
 aluminium powder coated 

 0.42kg 0.42kg  IP65   

 112  x185        40  4  -40 

 ALWAYS USE 

 OPTIONAL 

 3000K | >80 CRI | 90-150lm  3000K | >80 CRI | 180-300lm  3000K | >80 CRI | 180-300lm 

EXTERIOR
 WALL RECESSED 

PRIVATE RESIDENCE GRAZ | AUSTRIA

     EUR    code 
   90,84    709161W4 
   90,84    709161D4 

     EUR    code 

recessed housing
     plasterkit    34,34    90012039 
concrete
     housing    27,98    90012044 

     EUR    code 
   104,62    709261W4 
   104,62    709261D4 

     EUR    code 

recessed housing
     plasterkit    42,82    90012041 
concrete
     housing    31,48    90012040 

     EUR    code 
   113,63    709361W4 
   113,63    709361D4 

     EUR    code 

recessed housing
     plasterkit    46,11    90012043 
concrete
     housing    33,81    90012042 

more power supplies on page 468more power supplies on page 468more power supplies on page 468

 ORIS 



 WEVER & DUCRÉ 366 — 367

1938

95

82

 1.0 LED 

 LED 6W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim 
 stainless steel | satinated glass 

 0.85kg  IP65   

 82  x193        95     

 OPTIONAL 

 3000K | >80 CRI | 380lm 

EXTERIOR
 WALL RECESSED 

     EUR    code 
    206,70     710184I4 

     EUR    code 
     louvre  long     15,16     90019106 

 ATIM 



 WEVER & DUCRÉ 368 — 369

1088

86

10
8

 2.0 LED 

 LED 6W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim 
 stainless steel | satinated glass 

 0.65kg  IP65   

 108  x108 x108        86     

 OPTIONAL 

 3000K | >80 CRI | 380lm 

EXTERIOR
 WALL RECESSED 

VISUALISATION

     EUR    code 
    206,70     710284I4 

     EUR    code 
     louvre  carré     13,41     90019105 

 ATIM CARRÉ 



ø1
00

37

 1.0 

 LED 6W | 220-240VAC  | 50-60Hz  LED 6W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. power supply  COB 2-step  | incl. power supply
 aluminium powder coated  aluminium powder coated 

 0.43kg  IP65   

10
0

100

37

 2.0 

 0.65kg  IP65   

EXTERIOR
 WALL SURFACE 

 3000K | >80 CRI | 370lm  3000K | >80 CRI | 370lm 

VISUALISATION

     EUR    code 
   160,91    702253W4 
   160,91    702253D4 

     EUR    code 
   167,90    703253W4 
   167,90    703253D4 

 WEVER & DUCRÉ 370 — 371

 SMILE ON 



80

ø80

 1.0 LED 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated 

 0.45kg  IP65 IP65  38° 

                

80

80ø

 1.0 PAR16 

 PAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.52kg  IP65   

                

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

 3000K | >80 CRI | 480lm 

 1.0 LED 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated 

 3000K | >80 CRI | 480lm 

EXTERIOR
 WALL SURFACE 

PRIVATE RESIDENCE | INNOCAD ARCHITEKTUR ZT GMBH GRAZ | AUSTRIA

     EUR    code 
   156,46    711164W4 
   156,46    711164D4 

     EUR    code 
   69,75    711120W0 
   69,75    711120D0 
   69,75    711120B0 

     EUR    code 
 2700K        37,76    905228S2 
 3000K       37,76    905228S4 
 1800-2850K       62,12    901229S9 

 WEVER & DUCRÉ 372 — 373

 TUBE 



15
2

ø80

 2.0 PAR16 

 2xPAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 0.90kg  IP65   

                

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

15
2

ø80

 2.0 LED 

 2xLED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated 

 0.74kg  IP65  38° 

                
 3000K | >80 CRI | 2x480lm 

EXTERIOR
 WALL SURFACE 

PRIVATE RESIDENCE  LITHUNIA 

 2.0 LED 

 3000K | >80 CRI | 2x480lm 

     EUR    code 
   103,88    711220W0 
   103,88    711220D0 
   103,88    711220B0 

     EUR    code 
   259,06    711264W4 
   259,06    711264D4 

     EUR    code 
 2700K        37,76    905228S2 
 3000K       37,76    905228S4 
 1800-2850K       62,12    901229S9 

 WEVER & DUCRÉ 374 — 375

 TUBE 



85

110

10
4

85

110

10
4

 1.0  LED  1.0  PAR16

 PAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 1.22kg  IP65    0.86kg 0.86kg  IP65   

                                

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

EXTERIOR
 WALL SURFACE 

VISUALISATION

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated 

     EUR    code 
   210,52    712164W4 
   210,52     712164D4 
   210,52     712164B4 

     EUR    code 
   123,81    712120W0 
   123,81    712120D0 
   123,81    712120B0 

 3000K | >80 CRI | 480lm 

     EUR    code 
 2700K        37,76    905228S2 
 3000K       37,76    905228S4 
 1800-2850K       62,12    901229S9 

 WEVER & DUCRÉ 376 — 377

 TUBE CARRÉ 



110

17
6

85

110

17
6

85

 2.0  PAR16 2.0  LED

 2xPAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 1.53kg  IP65    2.27kg  IP65   

                

                

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

EXTERIOR
 WALL SURFACE 

 2xLED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated 

 3000K | >80 CRI | 2x480lm 

VISUALISATION

     EUR    code 
   165,36    712220W0 
   165,36    712220D0 
   165,36    712220B0 

     EUR    code 
   320,54    712264W4 
   320,54    712264D4 
   320,54    712264B4 

     EUR    code 
 2700K        37,76    905228S2 
 3000K       37,76    905228S4 
 1800-2850K       62,12    901229S9 

 WEVER & DUCRÉ 378 — 379

 TUBE CARRÉ 



170

10
4

110

 3.0 

 2xPAR16 max.50W | GU10 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 1.52kg  IP65   

                

 OPTIONAL 

 PAR16 LED   GU10   6W
  phase-cut dim 

 more lamps and specs on page 471 

EXTERIOR
 WALL SURFACE 

VISUALISATION

     EUR    code 
   210,94    712320W0 
   210,94    712320D0 
   210,94    712320B0 

     EUR    code 
 2700K        37,76    905228S2 
 3000K       37,76    905228S4 
 1800-2850K       62,12    901229S9 

 WEVER & DUCRÉ 380 — 381

 TUBE CARRÉ 



EXTERIOR
 WALL SURFACE 

95

ø6
2ø6

8

 1.0 

 QT14 max.40W | G9 
 220-240VAC | 50-60Hz 
 stainless steel | glass 

 0.40kg  IP54   

                

 OPTIONAL 

VISUALISATION

     EUR    code 
   153,70      7131V0I0 

QT14 LED 3W
     EUR    code 
 3000K    | 300lm     13,57     9019G704 

 WEVER & DUCRÉ 382 — 383

 STAR 



EXTERIOR
 WALL SURFACE 

ø1
24

90

 1.0 

 LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim  PCB 3-step | incl. PS | phase-cut dim 
 aluminium powder coated
opal glass 

 aluminium powder coated
opal glass 

 0.83kg  IP65   

 OPTIONAL  OPTIONAL 

ø1
24

90

 2.0 

 0.83kg 0.83kg  IP65   

     EUR    code 
   284,08    717374W4 
   284,08    717374D4 

 3000K | >85 CRI | 665lm  3000K | >85 CRI | 720lm 

PRIVATE RESIDENCE HEILIGENKREUZ AM WAASEN | AUSTRIA

 more details on page  481  more details on page  481

     EUR    code 
   273,48    717474W4 
   273,48    717474D4 

big cover
     EUR    code 
          46,53    911141W1 
          46,53    911141D1 

big cover
     EUR    code 
          46,53    911141W1 
          46,53    911141D1 

 WEVER & DUCRÉ 384 — 385

 GETTON 



EXTERIOR
 WALL SURFACE 

130 130

30

 1.0 

 LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. PS | phase-cut dim  COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated  aluminium powder coated 

 1.02kg  IP65   

130 130

30

 2.0 

 0.87kg  IP65   

 3000K | >80 CRI | 480lm  3000K | >80 CRI | 480lm 

130

 1.0 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated 

1.02kg 

 3000K | >80 CRI | 480lm 

PRIVATE RESIDENCE | SALENS ARCHITECTEN BRUGGE | BELGIUM

     EUR    code 
   185,50    703354W4 
   185,50    703354D4 

     EUR    code 
   209,88    703454W4 
   209,88    703454D4 

 WEVER & DUCRÉ 386 — 387

 SMILE 



EXTERIOR
 WALL SURFACE 

100 45

10
0

 1.0 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. PS | phase-cut dim  COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated  aluminium powder coated 

 0.91kg  IP65   

                

100 45

10
0

 2.0 

 2xLED 4W | 220-240VAC  | 50-60Hz

 0.91kg  IP65   

                
 3000K | >80 CRI | 480lm  3000K | >80 CRI | 2x290lm 

VISUALISATION

     EUR    code 
   204,05    313174W4 
   204,05    313174D4 

     EUR    code 
   230,87    313274W4 
   230,87    313274D4 

 WEVER & DUCRÉ 388 — 389

 CENTRAL 



EXTERIOR
 WALL SURFACE 

10045

10
0

 1.0 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim  COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated  aluminium powder coated 

 0.66kg  IP65   

10045

10
0

 2.0 

 2xLED 4W | 220-240VAC  | 50-60Hz

 0.66kg  IP65   

 3000K | >80 CRI | 480lm  3000K | >80 CRI | 2x290lm 

PRIVATE RESIDENCE GRAZ | AUSTRIA

     EUR    code 
   179,56    314174W4 
   179,56    314174D4 

     EUR    code 
   216,88    314274W4 
   216,88    314274D4 

 WEVER & DUCRÉ 390 — 391

 STATION 



PRIVATE RESIDENCE GRAZ | AUSTRIA



EXTERIOR
 WALL SURFACE 

84

48 48

 1.0 

 LED 6W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. power supply  COB 2-step  | incl. power supply
 aluminium powder coated  aluminium powder coated 

 0.24kg  IP65   

12
0

48 48

 2.0 

 2xLED 6W | 220-240VAC  | 50-60Hz

 0.35kg  IP65   

 3000K | >80 CRI | 420lm  3000K | >80 CRI | 2x290lm 

PRIVATE RESIDENCE | MOVING HOUSE | PILZARCHITEKTUR UNTERPREMSTÄTTEN | AUSTRIA 

     EUR    code 
   155,61    719163W4 
   155,61    719163D4 

     EUR    code 
   183,59    719263W4 
   183,59    719263D4 

 WEVER & DUCRÉ 394 — 395

 TRAIN 



PRIVATE RESIDENCE KARLOVY VARY | CZECH REPUBLIC WEVER & DUCRÉ 396 — 397



EXTERIOR
 WALL SURFACE 

84

48 48

 1.0 

 LED 6W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl.  power supply  COB 2-step  | incl.  power supply
 aluminium powder coated  aluminium powder coated 

 0.24kg  IP65   

12
0

48 48

 2.0 

 2xLED 6W | 220-240VAC  | 50-60Hz

 0.35kg  IP65   

                
 3000K | >80 CRI | 420lm 

 3000K | >80 CRI | 2x290lm 
narrow up/narrow down

 3000K | >80 CRI | 2x290lm 
narrow up/flood down

VISUALISATION

     EUR    code 
    157,94     719143D4 

     EUR    code 
    201,40     719243D4 

     EUR    code 
    188,68     719253D4 

 WEVER & DUCRÉ 398 — 399

 TRAIN NARROW 



EXTERIOR
 WALL SURFACE 

180

180

60

 1.0 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated 

 0.73kg  IP65   

                
 3000K | >80 CRI | 480lm 

PRIVATE RESIDENCE GRAZ | AUSTRIA

     EUR    code 
   263,94    722174W4 
   263,94    722174D4 

 WEVER & DUCRÉ 400 — 401

 TAPE 



EXTERIOR
 WALL SURFACE 

PRIVATE RESIDENCE CARINTHIA | AUSTRIA

100

10
0

100

 1.0 

 LED 4W | 220-240VAC  | 50-60Hz  2xLED 4W | 220-240VAC  | 50-60Hz  2xLED 4W | 220-240VAC  | 50-60Hz LED 4W | 220-240VAC  | 50-60Hz
 PCB 3-step  | incl. PS | phase-cut dim  PCB 3-step  | incl. PS | phase-cut dim  PCB 3-step  | incl. PS | phase-cut dim PCB 3-step  | incl. PS | phase-cut dim
 aluminium powder coated  aluminium powder coated  aluminium powder coated  aluminium powder coated 

 0.60kg  IP65   

                
 3000K | >80 CRI | 420lm 

16
0

100 100

 3.0 

 0.67kg  IP65   

                
 3000K | >80 CRI | 420lm 

100

10
0

100

 2.0 

 0.66kg  IP65   

                
 3000K | >80 CRI | 2x340lm 

 OPTIONAL  OPTIONAL 

16
0

100 100

 4.0 

 0.86kg  IP65   

                
 3000K | >80 CRI | 2x340lm 

     EUR    code 
   181,79    714164W4 
   181,79    714164D4 
   181,79    714164B4 

     EUR    code 
   192,39    714264W4 
   192,39    714264D4 
   192,39    714264B4 

     EUR    code 
   196,63    714144W4 
   196,63    714144D4 
   196,63    714144B4 

flaps for adjustable beam angle
     EUR    code 
          32,65     900401W0 

flaps for adjustable beam angle
     EUR    code 
          32,65     900401W0 

     EUR    code 
   215,71    714244W4 
   215,71    714244D4 
   215,71    714244B4 

 BOX 

 WEVER & DUCRÉ 402 — 403



PRIVATE RESIDENCE CARINTHIA | AUSTRIA WEVER & DUCRÉ



EXTERIOR
 WALL SURFACE 

PRIVATE RESIDENCE | DOMINIQUE VANDE KERCKHOVE  WORTEGEM | BELGIUM

ø150

10
0

 0.47kg  IP65   

                

ø150

16
0

 0.53kg  IP65   

                

ø150

10
0

 0.47kg  IP65   

                

ø150

16
0

 0.53kg  IP65   

                
 3000K | >80 CRI | 420lm  3000K | >80 CRI | 420lm  3000K | >80 CRI | 2x340lm  3000K | >80 CRI | 2x340lm 

 1.0 

 LED 4W | 220-240VAC  | 50-60Hz  2xLED 4W | 220-240VAC  | 50-60Hz  2xLED 4W | 220-240VAC  | 50-60Hz LED 4W | 220-240VAC  | 50-60Hz
 PCB 3-step  | incl. PS | phase-cut dim  PCB 3-step  | incl. PS | phase-cut dim  PCB 3-step  | incl. PS | phase-cut dim PCB 3-step  | incl. PS | phase-cut dim
 aluminium powder coated  aluminium powder coated  aluminium powder coated  aluminium powder coated 

 3.0  2.0  4.0 

 OPTIONAL  OPTIONAL 

flaps for adjustable beam angle
     EUR    code 
          32,65     900401W0 

flaps for adjustable beam angle
     EUR    code 
          32,65     900401W0 

     EUR    code 
   181,79    715164W4 
   181,79    715164D4 
   181,79    715164B4 

     EUR    code 
   192,39    715264W4 
   192,39    715264D4 
   192,39    715264B4 

     EUR    code 
   196,63    715144W4 
   196,63    715144D4 
   196,63    715144B4 

     EUR    code 
   215,71    715244W4 
   215,71    715244D4 
   215,71    715244B4 

 WEVER & DUCRÉ 406 — 407

 RAY 



EXTERIOR
 WALL SURFACE 

PRIVATE RESIDENCE CARINTHIA | AUSTRIA

200

100

10
0

 1.0 

 2xLED 8W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim 
 aluminium powder coated 

 1.13kg  IP65   

                

 OPTIONAL 

 3000K | >80 CRI | 2x680lm 
     EUR    code 

   315,88    730144W4 
   315,88    730144D4 
   315,88    730144B4 

flaps for adjustable beam angle
     EUR    code 
           55,97     900402W0 

 WEVER & DUCRÉ 408 — 409

 BOXX 



EXTERIOR
 WALL SURFACE 

130

130

30 80

 1.0 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated 

 1.55kg 1.55kg  IP65   

                
 3000K | >80 CRI | 480lm 

VISUALISATION

     EUR    code 
   209,88    716174W4 
   209,88    716174D4 

 WEVER & DUCRÉ 410 — 411

 PALOS 



EXTERIOR
 WALL SURFACE 

130

130

30 13
0

 2.0 

 2xLED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated 

 1.86kg  IP65   

                
 3000K | >80 CRI | 2x480lm 

VISUALISATION

     EUR    code 
   312,70    716274W4 
   312,70    716274D4 

 WEVER & DUCRÉ 412 — 413

 PALOS 



EXTERIOR
 WALL SURFACE 

130 130

35

35

 1.0 

 LED 18W | 220-240VAC  | 50-60Hz  LED 16W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. PS | phase-cut dim  COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated  aluminium powder coated 

 1.28kg  IP65 

 120° 

       0/110°         

 OPTIONAL 

130 130

35

35

 2.0 

 1.28kg  IP65 

9x  12° 

       0/110°         

 OPTIONAL 

 3000K | >80 CRI | 1040lm  3000K | >80 CRI | 895lm 

VISUALISATION

     EUR    code 
    296,16     700264D4 

     EUR    code 
     snoot     31,48     90019005 

     EUR    code 
    369,94     700254D4 

     EUR    code 
     snoot     31,48     90019005 

 WEVER & DUCRÉ 414 — 415

 X-BEAM 



45

ø22

ø25

 0.1 

 LED 1W | 350mA  | 3Vf  LED 1W | 350mA  | 3Vf  LED 1W | 350mA  | 3Vf
 PCB 3-step |  excl. power supply  PCB 3-step |  excl. power supply  PCB 3-step |  excl. power supply
 stainless steel | glass 
aluminium powder coated 

 stainless steel | glass 
aluminium powder coated 

 stainless steel | glass 
aluminium powder coated 

 0.05kg  IP67   

     22      60     

 ALWAYS USE 

power supply IP66
     EUR    code 
 350mA   | 3W     31,27     90213101 

power supply IP66
     EUR    code 
 350mA   | 3W     31,27     90213101 

power supply IP66
     EUR    code 
 350mA   | 3W     31,27     90213101 

45

ø22

2525

 0.2 

 0.06kg  IP67   

     22      60     

 ALWAYS USE 

45

ø22

2525

 0.3 

 0.06kg  IP67   

     22      60     

 ALWAYS USE 

EXTERIOR 
FLOOR RECESSED 

 3000K | >80 CRI | 110lm  3000K | >80 CRI | 110lm  3000K | >80 CRI | 110lm 

ø25

45

2525

DIJLEPAD  MECHELEN | BELGIUM  WEVER & DUCRÉ 416 — 417

     EUR    code 
   72,29      750161I4 

     EUR    code 
   87,45      750261I4 

     EUR    code 
   87,45      750361I4 

 CARD 



ø55

10
3

ø40

 0.6 

 LED 2W | 100-240VAC  | 50-60Hz
 COB 3-step | incl. power supply 
 stainless steel | glass
aluminium powder coated 

 0.38kg  IP67  38° 

     45      118     

 OPTIONAL 

ø85

ø57

12
0

 0.9 

 LED 8W | 220-240VAC  | 50-60Hz  LED 9W | 220-240VAC  | 50-60Hz
 COB 3-step  | incl. PS | phase-cut dim  COB 2-step  | incl. PS | phase-cut dim 
 stainless steel | glass
aluminium powder coated 

 stainless steel | glass
aluminium powder coated 

 0.70kg  IP67 

 38° 

     78      135     

 OPTIONAL 

ø118

ø84

15
0

 1.2 

 1.01kg  IP67   

     110      160     

 OPTIONAL 

 OPTIONAL 

EXTERIOR 
FLOOR RECESSED 

PRIVATE RESIDENCE BELGIUM  WEVER & DUCRÉ 418 — 419

     EUR    code 
   174,90      751163I4 

     EUR    code 
          recessed housing      20,99     90012201 

     EUR    code 
   196,10      751264I4 

     EUR    code 
          recessed housing      27,98     90012202 

     EUR    code 
   238,50      751354I4 

     EUR    code 
          recessed housing      37,31     90012203 

     EUR    code 
   238,50      751364I4 

 3000K | >80 CRI | 480lm 
beam angle 24°

  
beam angle 38°

 3000K | >80 CRI | 480lm  3000K | >80 CRI | 150lm 

 MAP 



ø118

ø86

15
0

 1.2 

 LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. PS | phase-cut dim  COB 2-step  | incl. PS | phase-cut dim
 stainless steel | glass
aluminium powder coated 

 stainless steel | glass
aluminium powder coated 

 1.06kg  IP67 

 38° 

     110  15°/15°  360°  160     

 OPTIONAL 

ø160

ø110

17
3

 1.6 

 1.72kg  IP67   

     150  15°/15°  360°  185     

 OPTIONAL 

EXTERIOR 
FLOOR RECESSED 

VISUALISATION  WEVER & DUCRÉ 420 — 421

     EUR    code 
   293,09      753164I4 

     EUR    code 
          recessed housing       37,31    90012203 

     EUR    code 
     440,43    753254I4 

     EUR    code 
          recessed housing     52,47      90012204 

     EUR    code 
   440,43      753264I4 

 3000K | >80 CRI | 480lm  3000K | >80 CRI | 480lm 
beam angle 24°

beam angle 38°

 FLIP 



5555

ø40

10
3

 0.6 

 LED 2W | 100-240VAC  | 50-60Hz
 COB 3-step | incl. power supply 
 stainless steel | glass
aluminium powder coated 

 0.39kg  IP67  38° 

     45      118     

 OPTIONAL 

85 85

ø57

12
0

 0.9 

 LED 8W | 220-240VAC  | 50-60Hz  LED 9W | 220-240VAC  | 50-60Hz
 COB 3-step | incl. PS | phase-cut dim  COB 2-step | incl. PS | phase-cut dim 
 stainless steel | glass
aluminium powder coated 

 stainless steel | glass
aluminium powder coated 

 0.70kg  IP67 

 38° 

     78      135     

 OPTIONAL 

ø84

120120

16
0

 1.2 

 1.05kg  IP67 

 24° 

     110      175     

 OPTIONAL 

 3000K | >80 CRI | 150lm  3000K | >80 CRI | 480lm  3000K | >80 CRI | 480lm
 beam angle 24°

beam angle 38°

EXTERIOR 
FLOOR RECESSED 

 RIVER FRONT | A2SM ARCHITECTS VILNIUS | LITHUANIA  WEVER & DUCRÉ 422 — 423

     EUR    code 
   179,14      752163I4 

     EUR    code 
          recessed housing     20,99      90012201 

     EUR    code 
   200,34      752264I4 

     EUR    code 
          recessed housing     27,98      90012202 

     EUR    code 
   242,74      752354I4 

     EUR    code 
          recessed housing     37,31      90012203 

     EUR    code 
   242,74      752364I4 

 CHART 



118 118

ø86

15
0

 1.2 

 LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step  | incl. PS | phase-cut dim  COB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated 
stainless steel | glass 

 aluminium powder coated 
stainless steel | glass 

 1.10kg  IP67 

 38° 

     110  15°/15°  360°  160     

 OPTIONAL 

160 160

ø110

17
3

 1.6 

 1.83kg  IP67   

     150  15°/15°  360°  185     

 OPTIONAL 

 3000K | >80 CRI | 480lm  3000K | >80 CRI | 480lm
 beam angle 24°

beam angle 38°

EXTERIOR 
FLOOR RECESSED 

PRIVATE RESIDENCE HEILIGENKREUZ AM WAASEN | AUSTRIA  WEVER & DUCRÉ 424 — 425

     EUR    code 
   297,33      754164I4 

     EUR    code 
          recessed housing     37,31      90012203 

     EUR    code 
   448,91      754254I4 

     EUR    code 
          recessed housing     52,47      90012204 

     EUR    code 
   448,91      754264I4 

 CHIP 



30
0|

40
0|

80
0|

10
00

13
0

130 30

 1.0 

 LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim  COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated  aluminium powder coated 

 1.20kg  IP65   

                

 ALWAYS USE 

     EUR    code 
     base 300    80,56    910013D0 
     base 400     91,16    910014D0 
     base 600     101,76    910016D0 
     base 800    112,36    910018D0 
     base 1000    129,85    910010D0 

     EUR    code 
     base 300    80,56    910013D0 
     base 400     91,16    910014D0 
     base 600     101,76    910016D0 
     base 800    112,36    910018D0 
     base 1000    129,85    910010D0 

     EUR    code 
     base 300    101,76    910073D0 
     base 400     112,36    910074D0 
     base 600     122,96    910076D0 
     base 800    133,56    910078D0 
     base 1000    151,05    910070D0 

     EUR    code 
     base 300    101,76    910073D0 
     base 400     112,36    910074D0 
     base 600     122,96    910076D0 
     base 800    133,56    910078D0 
     base 1000    151,05    910070D0 

30
0|

40
0|

80
0|

10
00

13
0

130 30

 2.0 

 0.98kg  IP65   

                

 ALWAYS USE 

EXTERIOR 
FLOOR SURFACE 

 WEVER & DUCRÉ 426 — 427

     EUR    code 
   227,37      756174D4 

     EUR    code 
   246,03      756274D4 

 1.0 

 ALWAYS USE 

base 300 
base 400  
base 600  
base 800 
base 1000 

base 300 
base 400  
base 600  
base 800 
base 1000 

VISUALISATION

 FIFTY FIFTY 

 3000K | >80 CRI | 480lm 

base with fixation plate base with fixation plate

base with concrete fixation base with concrete fixation

 3000K | >80 CRI | 480lm 



30
0|

40
0|
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0|
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0
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 1.0 

 1.15kg  IP65   

30
0|

40
0|

80
0|

10
00

13
0

130 30

 2.0 

 0.95kg  IP65   

 3000K | >80 CRI | 480lm  3000K | >80 CRI | 480lm 

 LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim  COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated  aluminium powder coated 

EXTERIOR 
FLOOR SURFACE 

 ALWAYS USE 

     EUR    code 
     base 300    80,56    910013D0 
     base 400     91,16    910014D0 
     base 600     101,76    910016D0 
     base 800    112,36    910018D0 
     base 1000    129,85    910010D0 

     EUR    code 
     base 300    80,56    910013D0 
     base 400     91,16    910014D0 
     base 600     101,76    910016D0 
     base 800    112,36    910018D0 
     base 1000    129,85    910010D0 

     EUR    code 
     base 300    101,76    910073D0 
     base 400     112,36    910074D0 
     base 600     122,96    910076D0 
     base 800    133,56    910078D0 
     base 1000    151,05    910070D0 

     EUR    code 
     base 300    101,76    910073D0 
     base 400     112,36    910074D0 
     base 600     122,96    910076D0 
     base 800    133,56    910078D0 
     base 1000    151,05    910070D0 

 ALWAYS USE 

base with fixation plate base with fixation plate

base with concrete fixation base with concrete fixation

 WEVER & DUCRÉ 428 — 429

     EUR    code 
   222,71      703554D4 

     EUR    code 
   236,70      703654D4 

RESTAURANT PURITAS RUMBEKE | BELGIUM

 SMILE 



30
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40
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 1.0 

 1.01kg  IP54   

         140°/140°       

30
0|
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0|
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0
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 2.0 

 1.10kg  IP54   

         140°/140°       

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated 

 2xLED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated 

 3000K | >80 CRI | 480lm  3000K | >80 CRI | 2x480lm 

EXTERIOR 
FLOOR SURFACE 

 ALWAYS USE 

     EUR    code 
     base 300    80,56    910013D0 
     base 400     91,16    910014D0 
     base 600     101,76    910016D0 
     base 800    112,36    910018D0 
     base 1000    129,85    910010D0 

     EUR    code 
     base 300    80,56    910013D0 
     base 400     91,16    910014D0 
     base 600     101,76    910016D0 
     base 800    112,36    910018D0 
     base 1000    129,85    910010D0 

     EUR    code 
     base 300    101,76    910073D0 
     base 400     112,36    910074D0 
     base 600     122,96    910076D0 
     base 800    133,56    910078D0 
     base 1000    151,05    910070D0 

     EUR    code 
     base 300    101,76    910073D0 
     base 400     112,36    910074D0 
     base 600     122,96    910076D0 
     base 800    133,56    910078D0 
     base 1000    151,05    910070D0 

 ALWAYS USE 

base with fixation plate base with fixation plate

base with concrete fixation base with concrete fixation

 WEVER & DUCRÉ 430 — 431

     EUR    code 
   280,48      720174D4 

     EUR    code 
   387,11      720274D4 

PRIVATE RESIDENCE | HERI&SALLI  AUSTRIA | VISUALISATION

 SWAY 



80

30
0|

40
0|

80
0|

10
00

13
0

130

 1.0 

 1.40kg  IP65 IP65   

                

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated 

 3000K | >80 CRI | 480lm 

EXTERIOR 
FLOOR SURFACE 

     EUR    code 
     base 300    80,56    910013D0 
     base 400     91,16    910014D0 
     base 600     101,76    910016D0 
     base 800    112,36    910018D0 
     base 1000    129,85    910010D0 

     EUR    code 
     base 300    101,76    910073D0 
     base 400     112,36    910074D0 
     base 600     122,96    910076D0 
     base 800    133,56    910078D0 
     base 1000    151,05    910070D0 

 ALWAYS USE 

base with fixation plate

base with concrete fixation

 WEVER & DUCRÉ 432 — 433

     EUR    code 
   240,20      716374D4 

VISUALISATION

 PALOS 



13
0

130 130

30
0|

40
0|

80
0|

10
00

 2.0 

 1.65kg  IP65   

                
 3000K | >80 CRI | 2x480lm 

 2xLED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated 

EXTERIOR 
FLOOR SURFACE 

     EUR    code 
     base 300    80,56    910013D0 
     base 400     91,16    910014D0 
     base 600     101,76    910016D0 
     base 800    112,36    910018D0 
     base 1000    129,85    910010D0 

     EUR    code 
     base 300    101,76    910073D0 
     base 400     112,36    910074D0 
     base 600     122,96    910076D0 
     base 800    133,56    910078D0 
     base 1000    151,05    910070D0 

 ALWAYS USE 

base with fixation plate

base with concrete fixation

 WEVER & DUCRÉ 434 — 435

     EUR    code 
   343,97      716474D4 

VISUALISATION

 PALOS 



130130

20
0

 2.0 

 LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim  COB 2-step | incl. PS | phase-cut dim  COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated  aluminium powder coated  aluminium powder coated 

 2.41kg  IP65   

                

40
0

130130

 4.0 

 3.34kg  IP65   

                

130130

80
0

 8.0 

 5.60kg  IP65   

                
 3000K | >80 CRI | 480lm  3000K | >80 CRI | 480lm  3000K | >80 CRI | 480lm 

EXTERIOR 
FLOOR SURFACE 

 WEVER & DUCRÉ 436 — 437

130130

20
0

 2.0 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated 

2.41kg IP65 

 3000K | >80 CRI | 480lm 

     EUR    code 
   359,34      721174D4 

     EUR    code 
   449,44      721274D4 

     EUR    code 
   550,14      721374D4 

PRIVATE RESIDENCE GRAZ | AUSTRIA

 EDGE 



40
0

60

180

 4.0 

 1.92kg  IP65   

                

 OPTIONAL 

60

180

60
0

 6.0 

 2.60kg  IP65   

                

 OPTIONAL 

60

180

80
0

 8.0 

 3.10kg  IP65   

                

 OPTIONAL 

 3000K | >80 CRI | 480lm  3000K | >80 CRI | 480lm  3000K | >80 CRI | 480lm 

 LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim  COB 2-step | incl. PS | phase-cut dim  COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated  aluminium powder coated  aluminium powder coated 

EXTERIOR 
FLOOR SURFACE 

 WEVER & DUCRÉ 438 — 439

     EUR    code 
   306,34    722274W4 
   306,34    722274D4 

     EUR    code 
     ground spike     41,34     90013102 

     EUR    code 
     ground spike     41,34     90013102 

     EUR    code 
     ground spike     41,34     90013102 

     EUR    code 
   348,74    722374W4 
   348,74    722374D4 

     EUR    code 
   421,88    722474W4 
   421,88    722474D4 

60

180

 4.0 

1.92kg IP65 

 OPTIONAL 

 3000K | >80 CRI | 480lm 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated 

 306,34 
 306,34 

ground spike ground spike ground spike   41,34  

SHOWROOM LIQUIDFLOORS KORTRIJK | BELGIUM

 TAPE 



40
0

130

60

 4.0 

 1.00kg  IP65   

                

 OPTIONAL 

60
0

130

60

 6.0 

 1.33kg  IP65   

                

 OPTIONAL 

130

60

80
0

 8.0 

 1.61kg  IP65   

                

 OPTIONAL 

 LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim  COB 2-step | incl. PS | phase-cut dim  COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated  aluminium powder coated  aluminium powder coated 

EXTERIOR 
FLOOR SURFACE 

 WEVER & DUCRÉ 440 — 441

     EUR    code 
   263,94    723174W4 
   263,94    723174D4 

     EUR    code 
   290,44    723274W4 
   290,44    723274D4 

     EUR    code 
   315,88    723374W4 
   315,88    723374D4 

 3000K | >80 CRI | 480lm  3000K | >80 CRI | 480lm  3000K | >80 CRI | 480lm 

40
0

130

60

 4.0 

1.00kg IP65 

 OPTIONAL 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated 

 EUR 
 263,94 
 263,94 

 3000K | >80 CRI | 480lm 

PRIVATE RESIDENCE | SPADO ARCHITECTS CARINTHIA | AUSTRIA 

     EUR    code 
     ground spike     41,34     90013102 

     EUR    code 
     ground spike     41,34     90013102 

     EUR    code 
     ground spike     41,34     90013102 

 PACE 



110110

15
0|

35
0|

55
0

25
0

70 70

 1.0 

 0.95kg  IP65   

                

 ALWAYS USE  ALWAYS USE  ALWAYS USE 

 OPTIONAL 

110110

70 70

15
0|

35
0|

55
0

25
0

110110

70 70

15
0|

35
0|

55
0

15
0

 2.0  3.0 

 0.99kg  IP65    0.52kg  IP65 IP65   

                                

 OPTIONAL  OPTIONAL 

 3000K | >80 CRI | 320lm  3000K | >80 CRI | 300lm  | opal glass  3000K | >80 CRI | 300lm  | opal glass

 LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl.  power supply  COB 2-step | incl.  power supply  COB 2-step | incl.  power supply
 aluminium powder coated  aluminium powder coated  aluminium powder coated 

EXTERIOR 
FLOOR SURFACE 

     EUR    code 
     base 150     69,96    910024D0 
     base 350     92,22    910026D0 
     base 550    118,72    910028D0 

     EUR    code 
     base 150     69,96    910024D0 
     base 350     92,22    910026D0 
     base 550    118,72    910028D0 

     EUR    code 
     base 150     69,96    910024D0 
     base 350     92,22    910026D0 
     base 550    118,72    910028D0 

 WEVER & DUCRÉ 442 — 443

     EUR    code 
   189,74    726173D4 

     EUR    code 
     ground spike    47,81    90013103 
     ground fixation    47,81    90013302 

     EUR    code 
     ground spike    47,81    90013103 
     ground fixation    47,81    90013302 

     EUR    code 
     ground spike    47,81    90013103 
     ground fixation    47,81    90013302 

     EUR    code 
   242,74    726273D4 

     EUR    code 
   116,60    726373D4 

 1.0 

0.95kg 

 ALWAYS USE 

 OPTIONAL 

 3000K | >80 CRI | 320lm 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl.  power supply
 aluminium powder coated 

base 150  
base 350  
base 550 

ground spike ground spike ground spike 
ground fixation ground fixation ground fixation 

VISUALISATION

 LINUS 



ø120

12
0

40
0|

60
0|

80
0

 1.0 

 LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim  PCB 3-step | incl. PS | phase-cut dim 
 aluminium powder coated  aluminium powder coated 

 0.80kg  IP65   

                

 ALWAYS USE 

     EUR    code 
     base 400    67,84    910052D0 
     base 600    108,12    910054D0 
     base 800    166,42    910058D0 

     EUR    code 
     base 400    67,84    910052D0 
     base 600    108,12    910054D0 
     base 800    166,42    910058D0 

 OPTIONAL 

EXTERIOR 
FLOOR SURFACE 

 WEVER & DUCRÉ 444 — 445

     EUR    code 
     238,50    717574D4 

     EUR    code 
     ground spike     41,98     90013101 

     EUR    code 
     ground spike     41,98     90013101 

ø120

12
0

40
0|

60
0|

80
0

 2.0 

 0.80kg  IP65   

                

 ALWAYS USE 

 OPTIONAL 

     EUR    code 
   259,70      717674D4 

 3000K | >80 CRI | 665lm  | opal glass  3000K | >80 CRI | 720lm  | clear glass

VISUALISATION

 GETTON 



23
0|
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0|
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0
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0
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 1.0 

 2.29kg  IP65   

                

 ALWAYS USE  ALWAYS USE 

     EUR    code 
     base 230    126,14    910033D0 
     base 600    153,70    910036D0 
     base 800    187,62    910038D0 
invisible fixation
     base 230    99,11    910032D0 

     EUR    code 
     base 230    126,14    910033D0 
     base 600    153,70    910036D0 
     base 800    187,62    910038D0 
invisible fixation
     base 230    99,11    910032D0 

 OPTIONAL  OPTIONAL 

23
0|

60
0|

80
0

13
0

130 130

 2.0 

 2.29kg  IP65   

                

     EUR    code 
   312,70      724274D4 

 3000K | >85 CRI | 665lm  | opal glass  3000K | >85 CRI | 720lm  | clear glass

 LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim  PCB 3-step | incl. PS | phase-cut dim 
 aluminium powder coated  aluminium powder coated 

EXTERIOR 
FLOOR SURFACE 

 WEVER & DUCRÉ 446 — 447

     EUR    code 
   312,70      724174D4 

     EUR    code 
ground spike for invisible base
     230    44,52      90013104 
ground fixation for base
 230 | 600 | 800        54,80      90013303 

     EUR    code 
ground spike for invisible base
     230    44,52      90013104 
ground fixation for base
 230 | 600 | 800        54,80      90013303 

OFFICE BELGIUM

 PALLUZ O 
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 1.0 

 1.30kg  IP65   

                

23
0|

60
0|
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0
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0

130 130

 2.0 

 1.30kg  IP65   

                

     EUR    code 
   291,50      724474D4 

 ALWAYS USE  ALWAYS USE 

 OPTIONAL  OPTIONAL 

 3000K | >85 CRI | 665lm  | opal glass  3000K | >85 CRI | 720lm  | clear glass

 LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim  PCB 3-step | incl. PS | phase-cut dim 
 aluminium powder coated  aluminium powder coated 

EXTERIOR 
FLOOR SURFACE 

     EUR    code 
     base 230    126,14    910033D0 
     base 600    153,70    910036D0 
     base 800    187,62    910038D0 
invisible fixation
     base 230    99,11    910032D0 

     EUR    code 
     base 230    126,14    910033D0 
     base 600    153,70    910036D0 
     base 800    187,62    910038D0 
invisible fixation
     base 230    99,11    910032D0 

     EUR    code 
ground spike for invisible base
     230    44,52      90013104 
ground fixation for base
 230 | 600 | 800        54,80      90013303 

     EUR    code 
ground spike for invisible base
     230    44,52      90013104 
ground fixation for base
 230 | 600 | 800        54,80      90013303 

 WEVER & DUCRÉ 448 — 449

     EUR    code 
   291,50      724374D4 

VISUALISATION

 PALLUZ C 



140 140

70 70

83
5

15
00

 1.0 

 T16 21W | G5 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

 5.22kg  IP55   

                

EXTERIOR 
FLOOR SURFACE 

 WEVER & DUCRÉ 450 — 451

     EUR    code 
   524,70    7251T7W0 
   524,70    7251T7T0 
   524,70    7251T7B0 

140

70

 1.0 

 T16 21W | G5 
 220-240VAC | 50-60Hz 
 aluminium powder coated 

5.22kg 

 WEVER & DUCRÉ PRIVATE RESIDENCE BELGIUM

 POLAR 



10080

32

 1.0 

 LED 8W | 220-240VAC  | 50-60Hz  LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim  COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated  aluminium powder coated 

 0.55kg  IP54   

       0/120°         

 OPTIONAL 

20
0 

| 4
00

80

32

10080

 2.0 

 0.50kg  IP54   

       0/120°         

 ALWAYS USE 

     EUR    code 
     base 200    62,96    910042D0 
     base 400    75,79    910044D0 

 OPTIONAL 

EXTERIOR
 FLOOR PROJECTOR 

 3000K | >80 CRI | 480lm | 1m cable  3000K | >80 CRI | 480lm 

PRIVATE RESIDENCE GRAZ | AUSTRIA  WEVER & DUCRÉ 452 — 453

     EUR    code 
   179,14      727174D4 

     EUR    code 
     ground spike    22,15    90013106 
     snoot    18,97    90019004 

     EUR    code 
   179,14      727374D4 

     EUR    code 
     ground spike    33,81    90013107 
     snoot    18,97    90019004 

 STAKE 



80100

100

32

32

 1.0 

 0.78kg 0.78kg  IP54 IP54   

       0/90°         

 OPTIONAL 

 LED 8W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated 

 3000K | >80 CRI | 480lm 

EXTERIOR
 FLOOR PROJECTOR 

PRIVATE RESIDENCE LAUWE | BELGIUM  WEVER & DUCRÉ 454 — 455

     EUR    code 
   209,88      727274D4 

     EUR    code 
     ground spike    33,81    90013107 
     snoot    18,97    90019004 

 STAKE FOLD 



130 130

35

35

 1.0 

 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated 

 1.28kg  IP65 

 120° 

       0/110°         

 OPTIONAL 

130 130

35

35

 2.0 

 PCB 2-step  | incl. PS | phase-cut dim
 aluminium powder coated 

 1.28kg  IP65 

9x  12° 

       0/110°         

 OPTIONAL 

EXTERIOR
 FLOOR PROJECTOR 

PRIVATE RESIDENCE GRAZ | AUSTRIA

 LED 18W | 220-240VAC  | 50-60Hz  LED 16W | 220-240VAC  | 50-60Hz

 3000K | >80 CRI | 1040lm  3000K | >80 CRI | 895lm 

 LED 18W | 220-240VAC  | 50-60Hz
 COB 2-step | incl. PS | phase-cut dim 
 aluminium powder coated 

120° 

0/110° 

 OPTIONAL 

 LED 18W | 220-240VAC  | 50-60Hz

 3000K | >80 CRI | 

130

 1.0 

 LED 18W | 220-240VAC  | 50-60Hz

 WEVER & DUCRÉ 456 — 457

     EUR    code 
    296,16     700264D4 

     EUR    code 
     ground spike    22,15    90013106 
     snoot    31,48    90019005 

     EUR    code 
     ground spike    22,15    90013106 
     snoot    31,48    90019005 

     EUR    code 
    369,94     700254D4 

 X-BEAM 



DESIGNED BY NATHALIE NEBOUT

41
7

70
340

 1.0 

 LED 16W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. power supply  PCB 3-step | incl. power supply 
 aluminium powder coated  aluminium powder coated 

 2.40kg  IP65   

                

 OPTIONAL 

60
1

514102

 2.0 

 LED 25W | 220-240VAC  | 50-60Hz

 6.30kg  IP65   

                

 OPTIONAL 

EXTERIOR
FLOOR  SCULPTURE 

 3000K | >80 CRI  3000K | >80 CRI 

VISUALISATION  WEVER & DUCRÉ 458 — 459

     EUR    code 
   606,32      728183D4 

     EUR    code 
     ground spike    59,47    90013109 
horizontal
     spike    79,29    90013110 
horizontal
     with screws    37,31    90019008 

     EUR    code 
    1014,42     728283D4 

     EUR    code 
     ground spike    59,47    90013109 
horizontal
     spike    102,61    90013111 
horizontal
     with screws    55,97    90019009 

 J.M. 



DESIGNED BY JOE HESSELGRENDESIGNED BY JOE HESSELGREN

60
1

190190

 1.0 

 LED 5W | 100-240VAC  | 50-60Hz  LED 5W | 100-240VAC  | 50-60Hz
 COB 3-step | incl. power supply  COB 3-step | incl. power supply 
 aluminium powder coated  aluminium powder coated 

 2.70kg  IP67   

                

 OPTIONAL 

95
0

261261

 2.0 

 6.00kg  IP67   

                

 OPTIONAL 

 3000K | >85 CRI  3000K | >85 CRI 

EXTERIOR
FLOOR  SCULPTURE 

VISUALISATION  WEVER & DUCRÉ 460 — 461

     EUR    code 
   521,52      729153D4 

     EUR    code 
     ground spike     28,20     90013112 

     EUR    code 
   1054,70      729253D4 

     EUR    code 
     ground spike     63,71     90013113 

 ALICE 
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TECHNICAL
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DIMMING

Digital
DIM DALI

Triac (Analog)
PHASE CUT DIM 

CRI 70+ CRI 80+ CRI 90+

450 450 450500 500 500550 550 550600 600 600650 650 650700 700 700750 750 750

WELL, WELL … LOOK WHAT THE CAT DRAGGED IN. YOU HAD ME AT HELLO.

WEVER & DUCRÉ 464 — 465

Musées, galeries, mets délicats et 
produits de qualité en magasin

Maisons, bureaux et 
espaces de vente

Bureaux et magasins avec 
un aménagement modéré

CHAMP D’APPLICATIONCHAMP D’APPLICATIONCHAMP D’APPLICATION

AREA OF APPLICATIONAREA OF APPLICATIONAREA OF APPLICATION

Pourquoi utiliser des DEL pour mettre en valeur nos objets ? Parce que leur 
valeur de rendu des couleurs est au moins > 80. D’accord, vous dites. Mais 
qu’est-ce que cela signifie ? La valeur du rendu des couleurs, ou l’indice IRC, 
indique la qualité de couleur émise avec une source lumineuse artificielle. Plus la 
valeur est élevée (en théorie, un IRC de 100 est possible), plus les objets auront 
l’air naturel et seront mis en valeur dans votre maison. Ainsi, votre canapé rouge 
intense recevra enfin l’attention qu’il mérite !

Why do our LEDs put things in the best light? Because they have a colour 
rendering index above 80. You’re probably thinking “Okay...”. But what exactly 
does that mean? The colour rendering index, the CRI, shows the quality of how 
colours are perceived under artificial light. The higher this value, and 100 CRI 
would be possible in theory, the more natural and appealing objects look in your 
home. So your bright red sofa will finally get the attention it deserves!

Avez-vous envie d’un éclairage numérique ou de pouvoir commander votre lu-
minaire avec l’automatisation du bâtiment ? Aucun problème ! Avec DALI, vous 
pouvez regrouper différents luminaires, réduire ou augmenter l’éclairage des 
luminaires séparément et paramétrer à l’avance des ambiances lumineuses
différentes. Cela vous intéresse ? C’est normal. Pour cela, vous n’avez besoin que 
d’un câble à 5 pôles et du logiciel correspondant. Vous pouvez ensuite contrôler
tous les luminaires en un seul clic sur votre iPad et votre iPhone. Presque comme
James Bond.

C’est une phrase que vous n’entendrez jamais dans votre salon. Car avec le
variateur analogue d’intensité par paliers, vous pouvez facilement paramétrer 
l’intensité lumineuse dans chaque pièce. De quoi avez-vous besoin ? D’un 
câblage normal avec un câble tripolaire et un variateur adapté. Une solution
idéale, surtout si vous rénovez votre salon et que vous ne souhaitez pas changer 
le câblage. Avec la technology ambient white dim, vous pouvez également régler 
la couleur de la lumière, en utilisant un variateur d’intensité par paliers. 
Il n’y a pas plus pratique.

ET LA LUMIÈRE FUT LA LUMIÈRE EST TROP FORTE

Museums, galleries, exquisite dining, 
and exclusive products in stores

Private homes, offices,
and sales areas

Offices and shops 
for average use

Would you like to control your light digitally or through the building automation 
system? No problem! DALI lets you group different lights, dim lights separately, 
or even program different light ambiance scenarios. Sounds great? It is. Because 
all you need for this is a five-wire cable and the corresponding software. Then 
you can control all of your lighting conveniently on your iPad or iPhone. Almost 
like James Bond.

You will never hear that phrase in your apartment. Because the analogue phase cut 
dimmer lets you set the light intensity in every room perfectly. What do you need? 
Normal wiring with a three-wire cable and a suitable dimmer. A solution that is 
especially perfect  when you are renovating your apartment and don’t want to 
change the wiring. And with the Ambient White Dim, you can even set the colour 
temperature with a simple phase cut dimmer. Nothing could be easier.

LET THERE BE LIGHT WHOA THAT’S BRIGHT …
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IP23

IP44

IP65

IP44

IP23

IP67

IP68

IP RATING
SAFETY FIRST

6 6 7

8

0 1 0 1

2 3 2 3

4 5 4 5

1m

min 15cm

m

WEVER & DUCRÉ

Dust tight
Étanche à la poussière

Protected against 
penetrating water during 

temporary flooding
Protégé contre les 

paquets de mer

Protected against 
penetrating water during 

short-term immersion
Protégé contre les effets 

d’immersion

Protected against 
submersion

Protégé contre la 
submersion

No protection
Pas de protection

Protected against solid 
objects greater than 50 mm Ø

Protégé contre les objets 
solides de plus de 50 mm de Ø

No protection
Pas de protection

Protected against vertically 
dripping water

Protégé contre la chute de 
gouttes d’eau

Protected against solid 
objects greater 12 mm Ø
Protégé contre les objets 

solides de plus de 12 mm de Ø

Protected against solid 
objects over 2.5mm Ø 

Protégé contre les objets 
solides de plus de 2,5 mm Ø

Protected against dripping 
water (tilted up to 15°)

Protégé contre la chute de 
gouttes d’eau avec une in-
clinaison maximale de 15°

Protected against 
spray water

Protégé contre 
l’eau en pluie 

Protected against solid 
objects greater than 1.0 mm Ø

Protégé contre les objets 
solides de plus de 1,0 mm de Ø

Dust protected
Protégé contre la poussière

Protected against 
splashing water 

Protégé contre les 
éclaboussures et les 

projections d’eau

Protected against water jets 
from all directions

Protégé contre les jets d’eau

Protection contre la poussière Protection contre les liquides

Nous recommandons de faire installer les dispositifs d’éclairage par un 

électricien qualifié. Dans le cas où la zone est nettoyée avec des jets 

d’eau, un degré de protection minimum IPX5 est requis. 

REMARQUE GÉNÉRALE
We advise to have the lighting devices installed only by a qualified 

electrician. In case the area is cleaned with water jets, then a 

minimum of IPX5 is required.

GENERAL REMARK

Protection against dust Protection against liquids
FIRST DIGIT SECOND DIGIT
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 350mA 6W 

 Driver 90-264VAC | 50-60Hz 
 6W | 350mA | 3-22V 
 L/W/H 64x35x21 

     EUR    code 
             30,32     90213202 

 350mA 10W 

 Driver 220-240VAC | 50-60Hz 
 10W | 350mA | 13-29V 
 L/W/H 102x51x30 

     EUR    code 
             25,02     90213402 

 350mA 18W IP67  DIM

 Driver 220-240VAC | 50-60Hz 
 18W | 350mA | 4-52V  | dim trailing edge
 L/W/H 133x40x30  

     EUR    code 
             80,45     90223602 

 350mA 20W 

 Driver 220-240VAC | 50-60Hz 
 20W | 350mA | 26-57V 
 L/W/H 102x51x29.5 

     EUR    code 
             33,81     90213601 

 350mA 3W IP66  

 Driver 90-264VAC | 50-60Hz 
 3W | 350mA | 3-15V 
 L/W/H 52x30x23 

     EUR    code 
             31,27     90213101 

 350mA 4W 

 Driver 100-240VAC | 50-60Hz 

LITO 2W | PEEK 0.6 4,5W
STRIPE 1W | SEEK GAP 4,5W 
EYE 1W | SMILE IN 4W

THEMIS 5W | STRANGE wall 5W
LITO 3W | SMILE IN 6W

DEEP 10W | RON 10W | RONY 10W
LUNA 6W | SEEK 6W
STRANGE ceiling 5W 
SEEK GAP 6W | PEEK 0.6 6W 

DEEP 10W (3x) | RON 10W (3x) 
RONY 10W (3x)

DEEP 10W (1-2x) | RON 10W (1-2x) 
RONY 10W (1-2x) DEEP (1-2x) | RON (1-2x)

RONY (1-2x)

EYE 2W | STRIPE 2W | THEMIS 8W
STRANGE wall 2W

LUNA 8W LUNA 8W included in CORO 1.6 SURFACE

DEEP 10W | RON 10W |  RONY 10W
NOTE 1.2 10W
STRANGE ceiling 10W

DEEP 7W (2x) | PEEK 0.8 7W (2x) 
RON 7W (2x) | RONY 7W (2x) 
 SEEK 4,5W (2x)

DEEP 7W | RON 7W | RONY 7W
STRANGE ceiling 7W

 4W | 350mA | 4-12V 
 L/W/H 43x42x23 

     EUR    code 
             30,32     90213201 

 350mA 7W IP67 

 Driver 90-295VAC | 47-63Hz 
 7W | 350mA | 10-20V 
 L/W/H 57x41x24 

     EUR    code 
             40,28     90213301 

 500mA 10W 

 Driver 220-240VAC | 50-60Hz 
 10W | 500mA | 9-20V 
 L/W/H 102x51x30 

     EUR    code 
             25,02     90214403 

 500mA 12W IP67 

 Driver 120-240VAC | 50-60Hz 
 12W | 500mA | 2-26V 
 L/W/H 81x40x23 

     EUR    code 
             51,94     90214402 

 500mA 15W DIM 

 Driver 220-240VAC | 50-60Hz | 5-100% 
 15W | 500mA | 13.5-30V 
 L/W/H 102x51x30 | phase-cut dim 

     EUR    code 
             37,31     90224501 

 500mA 20W 

 Driver 220-240VAC | 50-60Hz 
 20W | 500mA | 18-40V 
 L/W/H 102x51x29.5 

     EUR    code 
             33,81     90214601 

 500mA 20W DALI  500mA 18W DALI 

 Driver 220-240VAC | 50-60Hz | 1-100%  Driver 220-240VAC | 50-60Hz | 1-100% 
 20W | 500mA | 9-42.5V  18W | 150-1050mA |  preset at 500mA

 L/W/H 207x42x31  touchdim  | dali
L/W/H 119x53x30  

     EUR    code 
             103,77     90254601 

     EUR    code 
            100,00    90254602 

 500mA 35W 

 Driver 220-240VAC | 50-60Hz 
 35W | 500mA | 35-70V 
 L/W/H 159x82x34 

     EUR    code 
             47,81     90214801 

 500mA 6W 

 Driver 90-264VAC | 50-60Hz 
 6W | 500mA | 3-12V 
 L/W/H 64x35x21 

     EUR    code 
             30,32     90214201 

 500mA 7W IP67 

 Driver 90-295VAC | 47-63Hz 
 7W | 500mA | 5-14.5V 
 L/W/H 57x41x24 

     EUR    code 
             40,28     90214301 

 700mA 10W 

 Driver 220-240VAC | 50-60Hz 
 10W | 700mA | 6.5-14.5V 
 L/W/H 102x51x30 

     EUR    code 
             25,12     90215403 

 700mA 10W DIM 

 Driver 220-240VAC | 50-60Hz | 10-100% 
 10W | 700mA | 7.5-14V  | phase-cut dim
 L/W/H 93x53x25 

     EUR    code 
             37,31     90225401 

 700mA 12W 

 Driver 220-240VAC | 50-60Hz 
 12W | 700mA | 12-15V 
 L/W/H 121x45x20 

     EUR    code 
             41,66     90215404 

 700mA 4W 

 Driver 100-240VAC | 50-60Hz 
 4W | 700mA | 2.5-6V 
 L/W/H 43x42x24 

     EUR    code 
             30,32     90215201 

 700mA 6W 

 Driver 90-264VAC | 50-60Hz 
 6W | 700mA | 3-8.4V 
 L/W/H 64x35x21 

     EUR    code 
             30,32     90215203 

 700mA 14W DIM 

 Driver 220-240VAC | 50-60Hz | 5-100% 
 14W | 700mA | 10-20V  | phase-cut dim
 L/W/H 102x51x30 

     EUR    code 
             37,31     90225501 

 700mA 20W DIM 

 Driver 180-264VAC | 50-60Hz 
 20W | 700mA | 15-28V 
 L/W/H 138x50x23 | phase-cut dim 

     EUR    code 
             75,79     90225601 

 700mA 25W DIM 

 Driver 220-240VAC | 50-60Hz 
 25W | 700mA | 16-35V 
 L/W/H 145x51x30 | phase-cut dim 

     EUR    code 
             45,47     90225701 

DSI | switchdim | dali7.5-54VDC | 35V at 500mA 

 0.04kg  IP20          0.05kg  IP20         

included in CORO 1.3 RECESSED,
CORO 1.6 RECESSED, 
CORY 1.6 RECESSED, 
CORY 2.1 RECESSED

included in CORO 2.0 SURFACE,
CORO 2.5 SURFACE, CORY 2.6 
SURFACE, CORY 3.4 SURFACE

included in CORO 2.0 RECESSED,
CORO 2.5 RECESSED

NOTE 0.9 4,5W
NOTE 1.2 7W
SMILE IN 4W

ORIS 0.7 1W | ORIS 1.3 2W | ORIS 2.0 2W
SMILE IN EXTERIOR

CARD

NOTE 1.2 10WNOTE 0.9 6W | SMILE IN 6W

 0.08kg  IP20         

 0.04kg EMC IP20          0.06kg  IP20          0.19kg  IP20          0.08kg  IP20         

 0.08kg  IP20         

 0.17kg  IP20         

 0.08kg EMC  IP20         

 0.04kg  IP20         

 0.05kg  IP20         

 0.05kg  TÜV  IP20          0.06kg  IP20          0.09kg  IP20          0.09kg  IP20         

 0.07kg  IP20          0.15kg  EMC  IP20          0.12kg  IP20          0.05kg 0.05kg  EMC  IP66         

 0.05kg  IP67          0.28kg  IP67          0.15kg  IP67          0.15kg  IP67         

ACCESSORIES

POWER SUPPLIES

 WEVER & DUCRÉ 
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 ES111 LED 2700K 

 ES111 LED | GU10 | 110-240VAC 
50-60Hz  |  2700K | 13W | >80 CRI | 530lm 
 phase-cut dim 

     EUR    code 
             94,34     901528S2 

 ES111 LED 3000K 

 ES111 LED | GU10 | 110-240VAC
50-60Hz  |  3000K | 13W | >80 CRI | 530lm 
 phase-cut dim 

     EUR    code 
             94,34     901528S4 

 PAR16 LED 2700K 

 PAR16 LED | GU10 | 175-250VAC 
50-60Hz  |  2700K | 6W | >80 CRI 
390lm  |  phase-cut dim 

     EUR    code 
             23,85     901228W2 

 PAR16 LED 2700K  PAR16 LED 2700K 

 PAR16 LED | GU10 | 175-250VAC 
50-60Hz  |  2700K | 6W | >90 CRI 
380lm  |  phase-cut dim 

 PAR16 LED | GU10 | 220-240VAC 
50-60Hz  |  2700K | 5.50W | >80 CRI 
350lm  |  phase-cut dim 

     EUR    code 
             25,02     901228B3 

     EUR    code 
            37,76    905228S2 

 PAR16 LED 3000K 

 PAR16 LED 3000K 

 PAR16 LED | GU10 | 175-250VAC
50-60Hz  |  3000K | 6W | >80 CRI 
410lm  |  phase-cut dim 

 PAR16 LED | GU10 | 220-240VAC
50-60Hz  |  3000K | 5.50W | >80 CRI 
350lm  |  phase-cut dim 

     EUR    code 
             23,85     901228W4 

     EUR    code 
            37,76    905228S4 

 PAR16 LED 4000K 

 PAR16 LED | GU10 | 175-250VAC
50-60Hz  |  4000K | 6W | >80 CRI 
450lm  |  phase-cut dim 

     EUR    code 
             23,85     901228W6 

 PAR16 LED AMBIENT 

 PAR16 LED | GU10 | 220-240VAC 
50-60Hz  |  1800-3000K | 7W | 380lm 
 ambient white phase-cut dim 

     EUR    code 
             62,12     901229S9 

 QT14 LED 3000K 

 QT14 LED 2700K 

 QT14 LED | G9 | 175-250VAC
50-60Hz  |  3000K | 3W | >80 CRI | 300lm 

 QT14 LED | G9 | 220-240VAC
50-60Hz  |  2700K | 3W | >80 CRI | 200lm 

     EUR    code 
            13,57    9019G704 

     EUR    code 
            15,58    9019G705 

 TCR LED 3000K 

 TCR LED | GX53 | 175-264VAC
50-60Hz  |  3000K | 6W | >80 CRI | 450lm 

     EUR    code 
             37,74     901348W4 

 700mA 12W IP67 

 Driver 120-240VAC | 50-60Hz 
 12W | 700mA | 2-18V 
 L/W/H 81x40x23 

     EUR    code 
             51,94     90215402 

 700mA 18W IP67  DIM

 Driver 120-240VAC | 50-60Hz 
 18W | 700mA | 4-26V  | dim trailing edge
 L/W/H 133x40x30  

     EUR    code 
             88,62     90225602 

 700mA 6W IP67 

 Driver 120-240VAC | 50-60Hz 
 6W | 700mA | 2-10V 
 L/W/H 45x45x25 

     EUR    code 
             40,28     90215202 

 TRANSFORMER 12V/105W 

CONNECTION BOX 3P CONNECTION BOX 5P

 230-240VAC | 50-60Hz | 35-105VA 

incl. strain relief | 3 pole push 
connector

incl. strain relief | 5 pole push 
connector

 105W | 12V  | DIM leading | trailing edge
 L/W/H 141x40x29  

 L/W/H 75x35x25   L/W/H 70x60x30  

     EUR    code 
             25,02     90221903 

     EUR    code 
          5,19    90059119 

     EUR    code 
            5,83    90059120 

 TRANSFORMER 12V/60W 

DIMMER FOR SWITCH DIMMER DIN RAIL

 230-240VAC | 50-60Hz | 20-60VA 
 60W | 12V | DIM leading | trailing edge

  DIM leading /trailing edge
230V | max. 200W LED

  DIM leading /trailing edge
230V | max. 200W LED

 L/W/H 120x40x29  

 L/W/H 48x17,5x46   L/W/H 17x55x90  

     EUR    code 
             22,68     90221902 

     EUR    code 
            98,47    90019017 

     EUR    code 
            131,44    90019018 

ORIS 1.3 4W
ORIS 2.0 4W

58

ø50

58

ø50 ø50

58

58

ø50

58

ø50

ø50

58

 0.05kg   IP67         

 0.28kg  IP67          0.28kg   IP67          0.12kg  IP20          0.1kg  IP20 IP20         

   IP30            IP30         

 0.06kg  IP20  45°        0.06kg  IP20  36°       

 0.06kg  IP20  45°       

 0.06kg  IP20  36°        0.06kg  IP20  45°       

 0.06kg  IP20  45°        0.06kg  IP20  40°       

 0.05kg  IP20         

 0.05kg 0.05kg  IP20         

 0.12kg  IP20          0.26kg  ROHS  IP20  24°        0.26kg  ROHS  IP20  24°       

60

ø20

43

ø14

29

ø74

72

ø112

72

ø112

58

ø50

25

7535

30

706046

48 17,5

90

17 55

ACCESSORIES

POWER SUPPLIES
ACCESSORIES

LED LAMPS

 700mA 3W IP66 

 Driver 90-264VAC | 50-60Hz 
 3W | 700mA | 3-6V 
 L/W/H 52x30x23 

     EUR    code 
             31,27     90215101 

ORIS 0.7 2W 

 0.09kg  EMC  IP66         

 WEVER & DUCRÉ 
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QA60 LED 2200K

QA60 LED | E27 | 220-240VAC 
50-60Hz | 2200K | 6W | >80 CRI | 400lm

EUR code
 28,09 9003E109

QA60 LED 2700K DIM

QA60 LED | E27 | 220-240VAC 
50-60Hz | 2700K | 6W | >85 CRI | 550lm
phase-cut dim

EUR code
 28,09 9003E125

ST64 LED 2200K DIM

ST64 LED | E27 | 220-240VAC 
50-60Hz | 2200K | 6W | >80 CRI | 400lm
phase-cut dim

EUR code
 31,27 9003E110

T45 LED 2200K

T45 LED | E27 | 220-240VAC | 50-60Hz
2200K | 4W | >80 CRI | 300lm

EUR code
 23,85 9003E116

C35 LED 2700K

C35 LED | E14 | 220-240VAC | 50-60Hz
2700K | 2W | >85 CRI | 200lm

EUR code
 13,25 9019C805

G125 LED 2200K

G125 LED | E27 | 220-240VAC 
50-60Hz | 2200K | 6W | >80 CRI | 400lm

EUR code
 31,27 9003E112

G95 LED 2200K G95 LED 2700K OPAL

G95 LED | E27 | 220-240VAC 
50-60Hz | 2200K | 6W | >80 CRI | 400lm

G95 LED | E27 | 220-240VAC 
50-60Hz | 2700K | 9W | >80 CRI | 806lm

EUR code
 30,21 9003E111

EUR code
 44,31 9003E126

G125 LAMP 2200K

G125 CARBON FILAMENT | E27 
220-240VAC | 2200K | 15W | 50lm
phase-cut dim

EUR code
 26,82 9003E103

G95 LAMP 2200K

G95 CARBON FILAMENT | E27
220-240VAC | 2200K | 15W | 50lm
phase-cut dim

EUR code
 22,15 9003E102

QA60 LAMP 2200K

QA60 CARBON FILAMENT | E27 
220-240VAC | 2200K | 15W | 50lm
phase-cut dim

EUR code
 16,32 9003E101

ST64 LAMP 2200K

ST64 CARBON FILAMENT | E27 
220-240VAC | 2200K | 15W | 50lm
phase-cut dim

EUR code
 20,99 9003E105

T32-180 LAMP 2200K

T32-180 CARBON FILAMENT | E27 
220-240VAC | 2200K | 15W | 50lm
phase-cut dim

EUR code
 24,49 9003E106

T32-300 LAMP 2200K

T32-300 CARBON FILAMENT | E27 
220-240VAC | 2200K | 15W | 50lm
phase-cut dim

EUR code
 26,82 9003E107

T45-S LAMP 2200K

T45-S CARBON FILAMENT | E27 
220-240VAC | 2200K | 15W | 50lm
phase-cut dim

EUR code
 19,82 9003E104

11
0

ø45

10
0

ø60

10
0

ø60

10
0

ø60

16
5

ø125

14
0

ø65

BISHOP
WIRO 1.8 | 2.0 | 3.8 | 6.1 | 6.5                          

BISHOP | J.J.W. 01 | 02 | 03 | 04  
042 | 05  WIRO 1.8 | 2.0 | 3.8 | 6.1 | 6.5                 

BISHOP | ROCK COLLECTION
J.J.W. 01 | 02 | 03 | 04 | 042 | 05 
WIRO 1.8 | 2.0 | 3.8 | 6.1 | 6.5 

BISHOP | WIRO 6.1 | 6.5 BISHOP | WIRO 6.1 | 6.5
ROCK COLLECTION

BISHOP | WIRO 6.1 | 6.5
ROCK COLLECTION

BISHOP | WIRO 1.8 | 3.8 | 6.1 | 6.5

14
0

ø65

10
0

ø60

13
5

ø95

21
0

ø32

29
5

ø32

16
5

ø125

11
0

ø45

WIRO 1.8 | 2.0 | 3.8 | 6.1 | 6.5                 WIRO 6.1 | 6.5                 WIRO 6.1 | 6.5                 

WIRO 1.8 | 2.0 | 3.8 | 6.1 | 6.5    WIRO 1.8 | 3.8 | 6.1 | 6.5                 WIRO 1.8 | 3.8 | 6.1 | 6.5                 ROCK COLLECTION
WIRO  6.1 | 6.5                 

13
5

ø95

14
9

ø95

ACCESSORIES

DECO LAMPS

WEVER & DUCRÉ
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 LUNA 1.0  | INTRA

 plasterkit 

     EUR    code 
             23,32     90017101 

 LUNA 2.0 

 plasterkit 

     EUR    code 
             23,32     90017102 

 PLANO 1.0 

 plasterkit 

            

     EUR    code 
             15,05     90017104 

 PLANO 111 

 plasterkit 

            

     EUR    code 
             27,98     90017106 

 PLANO 2.0 

 plasterkit 

            

     EUR    code 
             22,15     90017105 

 SEEK 1.0 

 plasterkit 

     EUR    code 
             33,07     90017107 

 SEEK 2.0 

 plasterkit 

     EUR    code 
             39,22     90017108 

 SEEK 3.0 

 plasterkit 

     EUR    code 
             45,26     90017109 

 STRANGE 1.0 

 plasterkit 

       86  x86       120

     EUR    code 
             19,61     90017116 

 STRANGE 1.0 111 

 plasterkit 

       153  x153       120

     EUR    code 
             52,47     90017118 

 STRANGE 2.0 

 plasterkit 

       156  x86       120

     EUR    code 
             34,03     90017117 

 THEMIS 1.7  

 plasterkit 

            

     EUR    code 
             22,15     90017111 

 THEMIS 2.7 

 plasterkit 

            

     EUR    code 
             25,65     90017112 

 THEMIS 5.0 

 plasterkit 

            

     EUR    code 
             30,32     90017115 

 THEMIS CARRÉ 0.8 

 plasterkit 

            

     EUR    code 
             16,32     90017110 

 THEMIS CARRÉ 1.7 

 plasterkit 

            

     EUR    code 
             20,99     90017113 

 THEMIS CARRÉ 2.7 

 plasterkit 

            

     EUR    code 
             29,15     90017114 

 LITO 

 plasterkit 

            

     EUR    code 
            13,25    90017119 

142 158
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48
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48

95178 259

48
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142 158
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0

180

27
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27

0

180
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180

27
0

48

8383
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0

180

37
0

48

153 83

270

37
0

180

57
0

150150

48

       140  x100      115        140  x100       115

       98  x98       120        180  x98       120        262  x98       120

ACCESSORIES

PLASTERKITS
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 ORIS 0.7 

 plasterkit | recessed housing 

     EUR    code 
             34,34     90012039 

 ORIS 1.3 

 plasterkit | recessed housing 

     EUR    code 
             42,82     90012041 

 ORIS 2.0 

 plasterkit | recessed housing 

     EUR    code 
             46,11     90012043 

 STRIPE 0.4 | 0.7 

 plasterkit | recessed housing 

     EUR    code 
             18,34     90012037 

 STRIPE 2.2 

 plasterkit | recessed housing 

     EUR    code 
             34,34     90012038 

 LUNA  | INTRA

 recessed housing 
 always use in combination with 
plasterkit 

       130  x160       122

       122  x90       45

     EUR    code 
             31,91     90012026 

 SMILE IN LITO

 recessed housing  recessed housing 

           91       55

     EUR    code 
             18,34     90012030 

     EUR    code 
            22,05    90012027 

 THEMIS 1.7 

 recessed housing 
 always use in combination with 
plasterkit 

       272  x160       85

     EUR    code 
             41,98     90012032 

 THEMIS 2.7 

 recessed housing 
 always use in combination with 
plasterkit 

       372  x160       85

     EUR    code 
             47,81     90012033 

 THEMIS 5.0 

 recessed housing 
 always use in combination with 
plasterkit 

       572  x160 x160       85

     EUR    code 
             64,13     90012036 

 THEMIS CARRÉ 1.7 

 recessed housing 
 always use in combination with 
plasterkit 

       272  x250       85

     EUR    code 
             41,98     90012034 

 THEMIS CARRÉ 2.7 

 recessed housing 
 always use in combination with 
plasterkit 

       372  x250       85

     EUR    code 
             52,47     90012035 

 THEMIS CARRÉ 0.8 

 recessed housing 
 always use in combination with 
plasterkit 

       182  x160       85

     EUR    code 
             33,81     90012031 

       191  x58       60        122  x122       60        123  x191       60
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0
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0
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ACCESSORIES
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 MAP 0.6 | CHART 0.6 

 recessed housing 

           137       110

     EUR    code 
             20,99     90012201 

 MAP 0.9 | CHART 0.9 

 recessed housing 

           137       130

     EUR    code 
             27,98     90012202 

 MAP 1.2 | CHART 1.2
FLIP 1.2 | CHIP 1.2 

 recessed housing 

           190       158

     EUR    code 
             37,31     90012203 

 ORIS 0.7 

 concrete housing 

       192  x58       60

     EUR    code 
             27,98     90012044 

 ORIS 1.3 

 concrete housing 

       121  x121       60

     EUR    code 
             31,48     90012040 

 ORIS 2.0 

 concrete housing 

       123  x191       60

     EUR    code 
             33,81     90012042 

 EYE 

 recessed housing 

           55       40

     EUR    code 
             13,99     90012025 

 FLIP 1.6 | CHIP 1.6 

 recessed housing 

           220       184

     EUR    code 
             52,47     90012204 

 HIDE SMALL 2 LAMPS 
 recessed housing + plasterkit 
 aluminium | steel powder coated 

       212  x115       145

     EUR    code 
            78,44    90012010 
            78,44    90012018 

 HIDE SMALL 3 LAMPS 
 recessed housing + plasterkit 
 aluminium | steel powder coated 

       306  x115       145

     EUR    code 
            103,88    90012011 
            103,88    90012019 

 HIDE SMALL 4 LAMPS 
 recessed housing + plasterkit 
 aluminium | steel powder coated 

       402  x115       145

     EUR    code 
            121,90    90012012 
            121,90    90012020 

 HIDE SMALL 1 LAMP 
 recessed housing + plasterkit 
 aluminium | steel powder coated 

       115  x115       145

     EUR    code 
            62,54    90012009 
            62,54    90012017 

 HIDE BIG 1 LAMP 
 recessed housing + plasterkit 
 aluminium | steel powder coated 

       175  x175       185

     EUR    code 
            82,68    90012013 
            82,68    90012021 

 HIDE BIG 2 LAMPS 
 recessed housing + plasterkit 
 aluminium | steel powder coated 

       331  x175       185

     EUR    code 
            111,30    90012014 
            111,30    90012022 

 HIDE BIG 3 LAMPS 
 recessed housing + plasterkit 
 aluminium | steel powder coated 

       485  x175       185

     EUR    code 
            132,50    90012015 
            132,50    90012023 

 HIDE BIG 4 LAMPS 
 recessed housing + plasterkit 
 aluminium | steel powder coated 

       640  x175       185

     EUR    code 
            153,70    90012016 
            153,70    90012024 
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111 111
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7

208 111
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0
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 L-CONNECTOR FLEXIBLE CORNER WIRE SUSPENSION SUSPENSION CLAMP
 left for 1-phase track

for 1-phase track

for 1-phase track for 1-phase track

                                                

     EUR    code 
            30,95    90014024 
            30,95    90014025 

     EUR    code 
            31,27    90014042 
            31,27    90014041 

     EUR    code 
            17,49     90014039

     EUR    code 
            2,86     90014038

 L-CONNECTOR 
 right 

            

     EUR    code 
            30,95    90014026 
            30,95    90014027 

 MIDDLE FEED 
 straight 

            

     EUR    code 
            29,79    90014036 
            29,79    90014037 

 TRACK PROFILE 1M 
 1-phase 

            

     EUR    code 
            33,81    90014001 
            33,81    90014007 

 TRACK PROFILE 2M 
 1-phase 

            

     EUR    code 
            68,79    90014002 
            68,79    90014008 

 TRACK PROFILE 3M 
 1-phase 

            

     EUR    code 
            103,77    90014003 
            103,77    90014009 

 END FEED 
 left 

            

     EUR    code 
            11,13    90014018 
            11,13    90014019 

 END FEED 
 right 

            

     EUR    code 
            11,13    90014020 
            11,13    90014021 

 CONNECTOR 
 straight 

            

     EUR    code 
            9,96    90014022 
            9,96    90014023 

 END CAP HEIGHT ADJ. SLEEVE
 end cap left / right 

                        

     EUR    code 
            2,76    90014028 
            2,76    90014029 

     EUR    code 
            13,99      90014040 

20

30

1000

20

30

2000

20

30

3000

8830

20 88 30

20

17

65

20

55 88

20

5588

20

24

30
145

30

20

 ATIM 
 louvre carré 

            

     EUR    code 
             13,41     90019105 

 STAKE 
 snoot 

            

     EUR    code 
             18,97     90019004 

 X-BEAM 
 snoot 

            

     EUR    code 
             31,48     90019005 

90

90 30

39

75
30 130

13
0

 GETTON 
 big cover 

            

     EUR    code 
            46,53    911141W1 
            46,53    911141D1 

 ATIM 
 louvre long 

            

     EUR    code 
             15,16     90019106 

ø2
60

       

175

64

ACCESSORIES

ACCESSORIES
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482 — 483

BOX | HEXO | DOCUS
RAY MULTICORK MULTI

BOX | HEXO | DOCUS
RAY MULTI

CORK MULTI CORK MULTI

BOX | HEXO | DOCUS
RAY MULTI

BOX | HEXO | DOCUS
RAY MULTI

BOX | HEXO | DOCUS
RAY MULTI

multiple suspension ceiling base
round for up to 8 lampsmultiple suspension ceiling base

round for 4 to 8 lamps

1500

45

30

1200 45

30
900 45

30

900 45

30

600 45

30

600 45

30

 EUR CODE
72,93 90052007
72,93 90052008

 EUR CODE
103,88 90052017
103,88 90052018

 EUR CODE
97,31 90052009
97,31 90052010

 EUR CODE
133,56 90052019
133,56 90052020

 EUR CODE
122,22 90052011
122,22 90052012

 EUR CODE
153,59 90052013
153,59 90052014

 EUR CODE
51,94 90052005
51,94 90052006

 EUR CODE
98,58 90052015
98,58 90052016

ø123

44

ø123

44

CORK
bottle 1 

EUR code
 15,37 90019013

CORK
bottle 2

EUR code
 16,54 90019014

BOX | RAY
flaps for adjustable beam angle

EUR code
 32,65 900401W0

BOXX
flaps for adjustable beam angle

EUR code
 55,97 900402W0

multiple suspension ceiling base
600mm 2 lamps

multiple suspension ceiling base
600mm 2 lamps

900mm 3 lamps

900mm 3 lamps

1200mm 4 lamps 1500mm 5 lamps

ø87

32
3

ø75

17
4

78

97

87 187

78

97

ACCESSORIES

ACCESSORIES

WEVER & DUCRÉ



484 — 485

BASE 1000

BASE 1000

EUR code
 129,85 910010D0

EUR code
 151,05 910070D0

BASE 300

BASE 300

fifty fifty | smile | sway | palos
with fixation plate

fifty fifty | smile | sway | palos
with concrete ground fixation

fifty fifty | smile | sway | palos
with fixation plate

fifty fifty | smile | sway | palos
with concrete ground fixation

fifty fifty | smile | sway | palos
with fixation plate

fifty fifty | smile | sway | palos
with concrete ground fixation

fifty fifty | smile | sway | palos
with fixation plate

fifty fifty | smile | sway | palos
with concrete ground fixation

fifty fifty | smile | sway | palos
with fixation plate

fifty fifty | smile | sway | palos
with concrete ground fixation

EUR code
 80,56 910013D0

EUR code
 101,76 910073D0

BASE 400

BASE 400

EUR code
 91,16 910014D0

EUR code
 112,36 910074D0

BASE 600

BASE 600

BASE 800

BASE 800

EUR code
 101,76 910016D0

EUR code
 122,96 910076D0

EUR code
 112,36 910018D0

EUR code
 133,56 910078D0

GETTON 400

EUR code
 67,84 910052D0

GETTON 600

EUR code
 108,12 910054D0

GETTON 800

EUR code
 166,42 910058D0

LINUS 150

EUR code
 69,96 910024D0

LINUS 350

EUR code
 92,22 910026D0

LINUS 550

EUR code
 118,72 910028D0

PALLUZ 230
invisible fixation base

EUR code
 99,11 910032D0

PALLUZ 230

EUR code
 126,14 910033D0

PALLUZ 600

EUR code
 153,70 910036D0

PALLUZ 800

EUR code
 187,62 910038D0

STAKE POLE 200

EUR code
 62,96 910042D0

STAKE POLE 400

EUR code
 75,79 910044D0

30130

17070

17
0

30130

17
0

13
0

30130

17070

27
0

30130

27
0

13
0

30130

17070

47
0

30130
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0
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0

30130

17070

67
0

30130
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0

13
0

30130

17070

87
0

30130

87
0

13
0

90

130130

90

170

130 130

170

130130

47
0

130130

170

67
0

70

110

15
5

70

35
0

70

110

70

55
0

7070

110

8080

21
8

80 80

42
1

27
5

ø122

47
5

ø122 ø122

67
5

ACCESSORIES
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J.M. SMALL 
horizontal with screws

EUR code
 37,31 90019008

J.M. SMALL | MEDIUM
ground spike

EUR code
 59,47 90013109

LINUS
ground spike

EUR code
 47,81 90013103

LINUS
ground fixation

EUR code
 47,81 90013302

PALLUZ
ground fixation

EUR code
 54,80 90013303

PALLUZ
ground spike only for invisible 
fixation base 230

EUR code
 44,52 90013104

STAKE POLE | FOLD
ground spike

EUR code
 33,81 90013107

STAKE | X-BEAM
ground spike

EUR code
 22,15 90013106

TAPE | PACE
ground spike

EUR code
 41,34 90013102

ALICE MEDIUM
ground spike

EUR code
 63,71 90013113

ALICE SMALL
ground spike

EUR code
 28,20 90013112

GETTON POLE
ground spike

EUR code
 41,98 90013101

J.M. MEDIUM
horizontal spike

EUR code
 102,61 90013111

J.M. MEDIUM
horizontal with screws

EUR code
 55,97 90019009

J.M. SMALL 
horizontal spike

EUR code
 79,29 90013110

58 70

35
6
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35
6

112112

35
7

112 112
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9
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0
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WEVER & DUCRÉ 488 — 489

ALICE

ARZY

ATIM

ATIM CARRÉ

BEBOW CEILING

BEBOW SUSPENDED

BENTA

BENTO

BISHOP

BOX CEILING

BOX MINI WALL

BOX MULTI

BOX SUSPENDED

BOX WALL

BOXX

CARD

CENTRAL

CHART

CHIP

COCOZ ROUND

COCOZ SQUARE

CONCRETE TUBE

CONE

CORK

CORK MULTI

CORO CEILING RECESSED/SURFACE

CORY CEILING RECESSED/SURFACE

CORY SUSPENDED

CYCLONE

DEEP

DEEP ADJUST

DEEP ASYM

DEEP IP44

DEEPER

DOCUS CEILING

DOCUS MINI WALL

DOCUS MULTI

DOCUS SUSPENDED

EDGE

ELLO

ELLO SYSTEM

EYE

FIFTY FIFTY

FLIP

GETTON FLOOR SURFACE

GETTON WALL

GIGANT

GO-ON

HEXO CEILING

HEXO MINI WALL

HEXO MULTI

HEXO SUSPENDED

HIDE

INCH

INTRA

J.J.W. CEILING

J.J.W. SUSPENDED

J.J.W. WALL

J.M.

LENS

LIGHTDROP

LINUS

LITO RECESSED

LITO WALL RECESSED

LOUIS

LUNA ROUND IP44

LUNA SQUARE IP44

LYNER

MACBETH

MAP

METRO

MILES

MOON

MUST

NOA

NOP

OBOQ ROUND

OBOQ SQUARE

ORIS

PACE

PALLUZ C

PALLUZ O

PALOS

PALOS FLOOR SURFACE

PLANO

PLUXO

PLUXO CLUST

PLUXO ON TRACK

PLUXO#2

POLAR

PYRAMID

RAY CEILING

RAY MINI WALL

RAY MULTI

RAY SUSPENDED

RAY WALL

ROB

ROBY

ROBY SUSPENDED

ROCK COLLECTION CEILING

ROCK COLLECTION FLOOR SURFACE

ROCK COLLECTION SUSPENDED

ROCK COLLECTION WALL

RON

RONY

SEEK

SEEK GAP

SIRRA CEILING

SIRRA SUSPENDED

SIRRO CEILING

SIRRO SUSPENDED

SLALOM

SMILE

SMILE FLOOR SURFACE

SMILE IN WALL RECESSED

SMILE ON

SOLID

SPINO

SPYDER

SQUBE ON BASE

SQUBE ON TRACK

STAKE

STAKE FOLD

STAR

STATION

STRANGE CARRÉ

STRANGE CEILING

STRANGE WALL RECESSED

STRIPE

SWAY

TAPE

TAPE FLOOR SURFACE

THEMIS

THEMIS CARRÉ

TRAIN

TRAIN NARROW

TUBE CARRÉ

TUBE CEILING

TUBE WALL

VENN CEILING

VENN SUSPENDED

VENN WALL

WAHAA

WIRO

X-BEAM PROJECTOR

X-BEAM WALL

YARD

INDEX ON PRODUCT NAMES

NAME NAME NAMEPAGE PAGE PAGE

460

302

366

368

150

222

298

294

228

130/352

312

186

184

314/402

408

416

288/388

422

424

78

80

182

176

208

212

66/124

62/120

220

258

22/36

28/38

32

34

24

136

320

194

192

436

246

174

264

426

420

444

384

252

168

140

322

190

188

58

300

350

156

216

332

458

296

284

442

56

262

248

52

54

180

250

418

292

324

286

128

214

96

82

84

278/364

440

448

446

410

432

70

98/104

204

170

102/106

450

48

146/356

316

198

196

318/406

160/360

118

206

158

338

232

330

42/44/46

40

92

94

112

178

114

200

86

282/386

428

260/362

280/370

108

88

90

162

164

452

454

382

290/390

272

74

270

274

430

400

438

266

268

310/394

398

376

358

372

154

226

306

304

236

456

414

328



WEVER & DUCRÉ 490 — 491

110110B0

110110S0

110110W0

110110W0C

110120B0

110120S0

110120W0

110120W0C

110161B3

110161B5

110161B9

110161S3

110161S5

110161S9

110161W3

110161W3C

110161W5

110161W5C

110161W9

110161W9C

111110B0

111110S0

111110W0

111110W0C

111120B0

111120S0

111120W0

111120W0C

111161B3

111161B5

111161B9

111161S3

111161S5

111161S9

111161W3

111161W3C

111161W5

111161W5C

111161W9

111161W9C

111220B0

111220W0

111261B3

111261B5

111261B9

111261W3

111261W5

111261W9

111320B0

111320W0

111361B3

111361B5

111361B9

111361W3

111361W5

111361W9

112110B0

112110S0

112110W0

112110W0C

112120B0

112120S0

112120W0

112120W0C

112161B3

112161B5

112161B9

112161S3

112161S5

112161S9

112161W3

112161W3C

112161W5

112161W5C

112161W9

112161W9C

112310B0

112310G0

112310S0

112310W0

112310W0C

112320B0

112320G0

112320S0

112320W0

112320W0C

112361B3

112361B5

112361B9

112361G3

112361G5

112361G9

112361S3

112361S5

112361S9

112361W3

112361W3C

112361W5

RONY 1.0 

RONY 1.0 

RONY 1.0 

RONY 1.0 

RONY 1.0 

RONY 1.0  

RONY 1.0 

RONY 1.0 

RONY 1.0   

RONY 1.0  

RONY 1.0  

RONY 1.0  

RONY 1.0  

RONY 1.0  

RONY 1.0  

RONY 1.0  

RONY 1.0  

RONY 1.0  

RONY 1.0  

RONY 1.0  

RON 1.0 

RON 1.0 

RON 1.0 

RON 1.0 

RON 1.0 

RON 1.0 

RON 1.0 

RON 1.0 

RON 1.0  

RON 1.0  

RON 1.0  

RON 1.0  

RON 1.0  

RON 1.0  

RON 1.0  

RON 1.0  

RON 1.0  

RON 1.0  

RON 1.0  

RON 1.0  

RON 2.0 

RON 2.0 

RON 2.0  

RON 2.0  

RON 2.0  

RON 2.0  

RON 2.0  

RON 2.0  

RON 3.0 

RON 3.0 

RON 3.0  

RON 3.0  

RON 3.0  

RON 3.0  

RON 3.0  

RON 3.0  

DEEP 1.0 

DEEP 1.0 

DEEP 1.0 

DEEP 1.1

DEEP 1.0 

DEEP 1.0 

DEEP 1.0 

DEEP 1.0 

DEEP 1.0  

DEEP 1.0  

DEEP 1.0  

DEEP 1.0  

DEEP 1.0  

DEEP 1.0  

DEEP 1.0  

DEEP 1.0  

DEEP 1.0  

DEEP 1.0  

DEEP 1.0  

DEEP 1.0  

DEEP ADJUST 1.0 

DEEP ADJUST 1.0 

DEEP ADJUST 1.0 

DEEP ADJUST 1.0 

DEEP ADJUST 1.0 

DEEP ADJUST 

DEEP ADJUST 

DEEP ADJUST 

DEEP ADJUST 

DEEP ADJUST 

DEEP ADJUST 1.0  

DEEP ADJUST 1.0  

DEEP ADJUST 1.0  

DEEP ADJUST 1.0  

DEEP ADJUST 1.0  

DEEP ADJUST 1.0  

DEEP ADJUST 1.0  

DEEP ADJUST 1.0  

DEEP ADJUST 1.0  

DEEP ADJUST 1.0  

DEEP ADJUST 1.0  

DEEP ADJUST 1.0  

41

41

41

41

41

41

41

41

41

41

41

41

41

41

41

41

41

41

41

41

43

43

43

43

43

43

43

43

43

43

43

43

43

43

43

43

43

43

43

43

45

45

45

45

45

45

45

45

47

47

47

47

47

47

47

47

23

23

23

23

23

23

23

23

23

23

23

23

23

23

23

23

23

23

23

23

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

112361W5C

112361W9

112361W9C

112410B0

112410G0

112410S0

112410W0

112420B0

112420S0

112420W0

112461B3

112461B5

112461B9

112461G3

112461G5

112461G9

112461S3

112461S5

112461S9

112461W3

112461W5

112461W9

112520B0

112520W0

112530B0

112530W0

112568B2

112568B4

112568W2

112568W4

112610B0

112610S0

112610W0

112620B0

112620S0

112620W0

112661B3

112661B5

112661B9

112661S3

112661S5

112661S9

112661W3

112661W5

112661W9

112720B0

112720S0

112720W0

112761B3

DEEP ADJUST 1.0  

DEEP ADJUST 1.0  

DEEP ADJUST 1.0  

DEEP ASYM 1.0 

DEEP ASYM 1.0 

DEEP ASYM 1.0 

DEEP ASYM 1.0 

DEEP ASYM 1.0 

DEEP ASYM 1.0 

DEEP ASYM 1.0 

DEEP ASYM 1.0  

DEEP ASYM 1.0  

DEEP ASYM 1.0  

DEEP ASYM 1.0  

DEEP ASYM 1.0  

DEEP ASYM 1.0  

DEEP ASYM 1.0  

DEEP ASYM 1.0  

DEEP ASYM 1.0  

DEEP ASYM 1.0  

DEEP ASYM 1.0  

DEEP ASYM 1.0  

DEEP ADJUST 1.0 

DEEP ADJUST 1.0 

DEEP ADJUST 1.0 

DEEP ADJUST 1.0 

DEEP ADJUST 1.0

DEEP ADJUST 1.0

DEEP ADJUST 1.0

DEEP ADJUST 1.0

DEEP IP44 1.0 

DEEP IP44 1.0 

DEEP IP44 1.0 

DEEP IP44 1.0 

DEEP IP44 1.0 

DEEP IP44 1.0 

DEEP IP44 1.0  

DEEP IP44 1.0  

DEEP IP44 1.0  

DEEP IP44 1.0  

DEEP IP44 1.0  

DEEP IP44 1.0  

DEEP IP44 1.0  

DEEP IP44 1.0  

DEEP IP44 1.0  

DEEP 2.0 ADJUST 

DEEP 2.0 ADJUST 

DEEP 2.0 ADJUST 

DEEP 2.0 ADJUST 1.0  

29

29

29

33

33

33

33

33

33

33

33

33

33

33

33

33

33

33

33

33

33

33

39

39

39

39

39

39

39

39

35

35

35

35

35

35

35

35

35

35

35

35

35

35

35

37

37

37

37

112761B5

112761B9

112761S3

112761S5

112761S9

112761W3

112761W5

112761W9

113120W0

113161W3

113161W5

113161W9

113220W0

113261W3

113261W5

113261W9

113320W0

113330W0

113368W2

113368W4

114120B0

114120M0

114120W0

114220B0

114220M0

114220W0

114381B3

114381B5

114381B9

114381M3

114381M5

114381M9

114381W3

114381W5

114381W9

114388B5

114388M5

114388W5

114481B3

114481B4

114481B9

114481M3

114481M4

114481M9

114481W3

114481W4

114481W9

114488B5

114488M5

DEEP 2.0 ADJUST 1.0  

DEEP 2.0 ADJUST 1.0  

DEEP 2.0 ADJUST 1.0  

DEEP 2.0 ADJUST 1.0  

DEEP 2.0 ADJUST 1.0  

DEEP 2.0 ADJUST 1.0  

DEEP 2.0 ADJUST 1.0  

DEEP 2.0 ADJUST 1.0  

PYRAMID 1.0 

PYRAMID 1.0  

PYRAMID 1.0  

PYRAMID 1.0  

PYRAMID 2.0 

PYRAMID 2.0  

PYRAMID 2.0  

PYRAMID 2.0  

PYRAMID 1.0 

PYRAMID 1.0 

PYRAMID 1.0

PYRAMID 1.0

LUNA ROUND 1.0 

LUNA ROUND 1.0 

LUNA ROUND 1.0 

LUNA SQUARE 1.0 

LUNA SQUARE 1.0 

LUNA SQUARE 1.0 

LUNA ROUND 1.0  

LUNA ROUND 1.0  

LUNA ROUND 1.0  

LUNA ROUND 1.0  

LUNA ROUND 1.0  

LUNA ROUND 1.0  

LUNA ROUND 1.0  

LUNA ROUND 1.0  

LUNA ROUND 1.0  

LUNA ROUND 1.0  

LUNA ROUND 1.0  

LUNA ROUND 1.0  

LUNA SQUARE 1.0  

LUNA SQUARE 1.0  

LUNA SQUARE 1.0  

LUNA SQUARE 1.0  

LUNA SQUARE 1.0  

LUNA SQUARE 1.0  

LUNA SQUARE 1.0  

LUNA SQUARE 1.0  

LUNA SQUARE 1.0  

LUNA SQUARE 1.0  

LUNA SQUARE 1.0  

37

37

37

37

37

37

37

37

49

49

49

49

49

49

49

49

51

51

51

51

53

53

53

55

55

55

53

53

53

53

53

53

53

53

53

53

53

53

55

55

55

55

55

55

55

55

55

55

55

114488W5

116168S2

116168S4

116168W2

116168W4

116268S2

116268S4

116268W2

116268W4

116368S2

116368S4

116368W2

116368W4

117120B0

117120S0

117120W0

117161B3

117161B5

117161B9

117161S3

117161S5

117161S9

117161W3

117161W5

117161W9

117230B0

117230S0

117230W0

117268B2

117268B4

117268S2

117268S4

117268W2

117268W4

118120S0

118120W0

118161S3

118161S5

118161S9

118161W3

118161W5

118161W9

118220S0

118220W0

118261S3

118261S5

118261S9

118261W3

118261W5

LUNA SQUARE 1.0  

GO-ON 1.0 

GO-ON 1.0  

GO-ON 1.0 

GO-ON 1.0  

GO-ON 2.0 

GO-ON 2.0

GO-ON 2.0 

GO-ON 2.0   

GO-ON 3.0  

GO-ON 3.0  

GO-ON 3.0 

GO-ON 3.0 

HIDE 1.0 

HIDE 1.0 

HIDE 1.0 

HIDE 1.0  

HIDE 1.0  

HIDE 1.0  

HIDE 1.0  

HIDE 1.0  

HIDE 1.0  

HIDE 1.0  

HIDE 1.0  

HIDE 1.0  

HIDE 1.0 

HIDE 1.0 

HIDE 1.0 

HIDE 1.0

HIDE 1.0

HIDE 1.0

HIDE 1.0

HIDE 1.0

HIDE 1.0

PLANO 1.0 

PLANO 1.0 

PLANO 1.0  

PLANO 1.0  

PLANO 1.0  

PLANO 1.0  

PLANO 1.0  

PLANO 1.0  

PLANO 2.0 

PLANO 2.0 

PLANO 2.0  

PLANO 2.0  

PLANO 2.0  

PLANO 2.0  

PLANO 2.0  

55

169

169

169

169

169

169

169

169

169

169

169

169

59

59

59

59

59

59

59

59

59

59

59

59

61

61

61

61

61

61

61

61

61

71

71

71

71

71

71

71

71

71

71

71

71

71

71

71

118261W9

118320S0

118320W0

118330S0

118330W0

118368S2

118368S4

118368W2

118368W4

119130J0

119130U0

119168J2

119168J4

119168U2

119168U4

119230J0

119230U0

119268J2

119268J4

119268U2

119268U4

120130J0

.120130E0

120130K0

120168E2

120168E4

120168J2

120168J4

120168K2

120168K4

120230J0

.120230E0

120230K0

120268J2

120268J4

120268K2

.120268E2

.120268E4

120268K4

121110H0

121110M0

122110H0

122110M0

122120H0

122120M0

124120E0

124120W0

124161E3

124161E5

PLANO 2.0  

PLANO 1.0 

PLANO 1.0 

PLANO 1.0 

PLANO 1.0 

PLANO 1.0

PLANO 1.0

PLANO 1.0

PLANO 1.0

COCOZ ROUND 1.0 

COCOZ ROUND 1.0 

COCOZ ROUND 1.0

COCOZ ROUND 1.0

COCOZ ROUND 1.0

COCOZ ROUND 1.0

COCOZ SQUARE 1.0 

COCOZ SQUARE 1.0

COCOZ SQUARE 1.0

COCOZ SQUARE 1.0

COCOZ SQUARE 1.0

COCOZ SQUARE 1.0

OBOQ ROUND 1.0 

OBOQ ROUND 1.0 

OBOQ ROUND 1.0 

OBOQ ROUND 1.0

OBOQ ROUND 1.0

OBOQ ROUND 1.0

OBOQ ROUND 1.0

OBOQ ROUND 1.0

OBOQ ROUND 1.0

OBOQ SQUARE 1.0 

OBOQ SQUARE 1.0 

OBOQ SQUARE 1.0 

OBOQ SQUARE 1.0

OBOQ SQUARE 1.0 

OBOQ SQUARE 1.0

OBOQ SQUARE 1.0

OBOQ SQUARE 1.0

OBOQ SQUARE 1.0

SLALOM 1.0

SLALOM 1.0

SPINO 1.0 

SPINO 1.0 

SPINO 1.0 

SPINO 1.0 

SPYDER 1.0 

SPYDER 1.0 

SPYDER 1.0  

SPYDER 1.0  

71

73

73

73

73

73

73

73

73

79

79

79

79

79

79

81

81

81

81

81

81

83

83

83

83

83

83

83

83

83

85

85

85

85

85

85

85

85

85

87

87

89

89

89

89

91

91

91

91

124161E9

124161W3

124161W5

124161W9

126173W4

126274W4

126374W4

126474W4

126574W4

126674W4

126774W4

127273W4

127374W4

127474W4

127574W4

127674W4

127774W4

127874W4

128161B4

128161W4

128261B4

128261W4

128361B4

128361W4

128461B4

128461W4

128561B4

128561W4

128661B4

128661W4

130210S0

130210W0

130220S0

130220W0

131120B0

131120W0

131161B3

131161B5

131161B9

131161W3

131161W5

131161W9

131220B0

131220W0

131261B3

131261B5

131261B9

131261W3

131261W5

SPYDER 1.0  

SPYDER 1.0  

SPYDER 1.0  

SPYDER 1.0  

CORY 0.9  

CORY 1.3  

CORY 1.6  

CORY 1.9  

CORY 2.1  

CORY 2.6  

CORY 3.4  

CORO 0.8  

CORO 1.1  

CORO 1.3  

CORO 1.4  

CORO 1.6  

CORO 2.0  

CORO 2.5  

SEEK 1.0  

SEEK 1.0  

SEEK 2.0  

SEEK 2.0  

SEEK 3.0  

SEEK 3.0  

SEEK GAP 1.0  

SEEK GAP 1.0  

SEEK GAP 2.0  

SEEK GAP 2.0  

SEEK GAP 3.0  

SEEK GAP 3.0  

NOP 1.0 

NOP 1.0 

NOP 1.0 

NOP 1.0 

STRANGE 1.0 

STRANGE 1.0 

STRANGE 1.0  

STRANGE 1.0  

STRANGE 1.0   

STRANGE 1.0  

STRANGE 1.0  

STRANGE 1.0  

STRANGE 2.0 

STRANGE 2.0 

STRANGE 2.0  

STRANGE 2.0  

STRANGE 2.0  

STRANGE 2.0  

STRANGE 2.0  

91

91

91

91

63

63

63

63

65

65

65

67

67

67

67

69

69

69

93

93

93

93

93

93

95

95

95

95

95

95

97

97

97

97

75

75

75

75

75

75

75

75

75

75

75

75

75

75

75

131261W9

131320B0

131320W0

131330B0

131330W0

131368B2

131368B4

131368W2

131368W4

132164B4

132164W4

132184B4

132184W4

132264B4

132264W4

132284B4

132284W4

132364B4

132364W4

132384B4

132384W4

132464B4

132464W4

132484B4

132484W4

133120B0

133120K0

133120P0

133120W0

133164B3

133164B5

133164B9

133164K3

133164K5

133164K9

133164P3

133164P5

133164P9

133164W3

133164W5

133164W9

134120W0

.134120E0

.134120F0

.134120B0

134164B3

134164B5

134164B9

134164E3

STRANGE 2.0  

STRANGE 1.0 

STRANGE 1.0 

STRANGE 1.0 

STRANGE 1.0 

STRANGE 1.0

STRANGE 1.0

STRANGE 1.0

STRANGE 1.0

BEBOW 2.0  

BEBOW 2.0  

BEBOW 1.0  

BEBOW 1.0  

BEBOW 4.0  

BEBOW 4.0  

BEBOW 3.0  

BEBOW 3.0  

BEBOW 2.0  

BEBOW 2.0  

BEBOW SUSP. 1.0  

BEBOW SUSP. 1.0  

BEBOW 4.0  

BEBOW 4.0  

BEBOW SUSP. 3.0  

BEBOW SUSP. 3.0  

SOLID 1.0 

SOLID 1.0 

SOLID 1.0 

SOLID 1.0 

SOLID 1.0  

SOLID 1.0  

SOLID 1.0  

SOLID 1.0  

SOLID 1.0  

SOLID 1.0  

SOLID 1.0  

SOLID 1.0  

SOLID 1.0  

SOLID 1.0  

SOLID 1.0  

SOLID 1.0  

SIRRA 1.0 

SIRRA 1.0 

SIRRA 1.0 

SIRRA 1.0 

SIRRA 1.0  

SIRRA 1.0  

SIRRA 1.0  

SIRRA 1.0  

75

77

77

77

77

77

77

77

77

151

151

151

151

153

153

153

153

223

223

223

223

225

225

225

225

109

109

109

109

109

109

109

109

109

109

109

109

109

109

109

109

113

113

113

113

113

113

113

113
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WEVER & DUCRÉ 492 — 493

134164E5

134164E9

134164F3

134164F5

134164F9

134164W3

134164W5

134164W9

134220B0

134220E0

134220F0

134220W0

134264B3

134264B5

134264B9

134264E3

134264E5

134264E9

134264F3

134264F5

134264F9

134264W3

134264W5

134264W9

135183L4

135183W4

135283L4

135283W4

135383L4

135383W4

135783L4

135783W4

135883L4

135883W4

136173W4

136273W4

136373W4

136473W4

136574W4

136674W4

137173W4

137273W4

137373W4

137473W4

137674W4

137774W4

139120B0

139120E0

139120F0

139120W0

139164B3

139164B5

139164B9

139164E3

139164E5

139164E9

139164F3

139164F5

139164F9

139164W3

139164W5

139164W9

139220B0

139220E0

139220F0

139220W0

139264B3

139264B5

139264B9

139264E3

139264E5

139264E9

139264F3

139264F5

139264F9

139264W3

139264W5

139264W9

139320B0

139320E0

139320F0

139320W0

139364B3

139364B5

139364B9

139364E3

139364E5

139364E9

139364F3

139364F5

139364F9

139364W3

139364W5

139364W9

139520B0

139520E0

139520F0

139520W0

SIRRA 1.0  

SIRRA 1.0  

SIRRA 1.0  

SIRRA 1.0  

SIRRA 1.0  

SIRRA 1.0  

SIRRA 1.0  

SIRRA 1.0  

SIRRA SUSP. 1.0 

SIRRA SUSP. 1.0 

SIRRA SUSP. 1.0 

SIRRA SUSP. 1.0 

SIRRA SUSP. 1.0  

SIRRA SUSP. 1.0  

SIRRA SUSP. 1.0  

SIRRA SUSP. 1.0  

SIRRA SUSP. 1.0  

SIRRA SUSP. 1.0  

SIRRA SUSP.   

SIRRA SUSP. 1.0  

SIRRA SUSP. 1.0  

SIRRA SUSP. 1.0  

SIRRA SUSP. 1.0  

SIRRA SUSP. 1.0  

ROBY 1.6  

ROBY 1.6  

ROBY 2.6  

ROBY 2.6  

ROBY 3.5  

ROBY 3.5  

ROBY SUSP. 2.6  

ROBY SUSP. 2.6  

ROBY SUSP. 3.5  

ROBY SUSP. 3.5  

CORY 1.3  

CORY 1.6  

CORY 1.9  

CORY 2.1  

CORY 2.6  

CORY 3.4  

CORO 1.1  

CORO 1.3  

CORO 1.4  

CORO 1.6  

CORO 2.0  

CORO 2.5  

SIRRO 1.0 

SIRRO 1.0 

SIRRO 1.0 

SIRRO 1.0 

SIRRO 1.0  

SIRRO 1.0  

SIRRO 1.0  

SIRRO 1.0  

SIRRO 1.0  

SIRRO 1.0  

SIRRO 1.0  

SIRRO 1.0  

SIRRO 1.0  

SIRRO 1.0  

SIRRO 1.0  

SIRRO 1.0  

SIRRO 2.0 

SIRRO 2.0 

SIRRO 2.0 

SIRRO 2.0 

SIRRO 2.0  

SIRRO 2.0  

SIRRO 2.0  

SIRRO 2.0  

SIRRO 2.0  

SIRRO 2.0  

SIRRO 2.0  

SIRRO 2.0  

SIRRO 2.0  

SIRRO 2.0  

SIRRO 2.0  

SIRRO 2.0  

SIRRO 3.0 

SIRRO 3.0 

SIRRO 3.0 

SIRRO 3.0 

SIRRO 3.0  

SIRRO 3.0  

SIRRO 3.0  

SIRRO 3.0  

SIRRO 3.0  

SIRRO 3.0  

SIRRO 3.0  

SIRRO 3.0  

SIRRO 3.0  

SIRRO 3.0  

SIRRO 3.0  

SIRRO 3.0  

SIRRO SUSP. 1.0 

SIRRO SUSP. 1.0 

SIRRO SUSP. 1.0 

SIRRO SUSP. 1.0 

113

113

113

113

113

113

113

113

179

179

179

179

179

179

179

179

179

179

179

179

179

179

179

179

119

119

119

119

119

119

207

207

207

207

121

121

121

121

123

123

125

125

125

125

127

127

115

115

115

115

115

115

115

115

115

115

115

115

115

115

115

115

117

117

117

117

117

117

117

117

117

117

117

117

117

117

117

117

117

117

117

117

117

117

117

117

117

117

117

117

117

117

117

117

201

201

201

201

139564E3

139564E5

139564E9

139564F3

139564F5

139564F9

139564W3

139564W5

139564W9

139564B3

139564B5

139564B9

139620B0

139620E0

139620F0

139620W0

139664E3

139664E5

139664E9

139664F3

139664F5

139664F9

139664W3

139664W5

139664W9

139664B3

139664B5

139664B9

139764E3

139764E5

139764E9

139764B3

139764B5

139764B9

139764F3

139764F5

139764F9

139764W3

139764W5

139764W9

140163D4

140163L4

140163W4

140263D4

140263L4

140263W4

142120B0

142120S0

142120W0

SIRRO SUSP.  

SIRRO SUSP.  

SIRRO SUSP.  

SIRRO SUSP.  

SIRRO SUSP.  

SIRRO SUSP.  

SIRRO SUSP.  

SIRRO SUSP.  

SIRRO SUSP.  

SIRRO SUSP.  

SIRRO SUSP.  

SIRRO SUSP.  

SIRRO SUSP. 2.0 

SIRRO SUSP. 2.0 

SIRRO SUSP. 2.0 

SIRRO SUSP. 2.0 

SIRRO SUSP. 2.0  

SIRRO SUSP. 2.0  

SIRRO SUSP. 2.0  

SIRRO SUSP. 2.0  

SIRRO SUSP. 2.0  

SIRRO SUSP. 2.0  

SIRRO SUSP. 2.0  

SIRRO SUSP. 2.0  

SIRRO SUSP. 2.0  

SIRRO SUSP. 2.0  

SIRRO SUSP. 2.0  

SIRRO SUSP. 2.0  

SIRRO SUSP. 3.0  

SIRRO SUSP. 3.0  

SIRRO SUSP. 3.0  

SIRRO SUSP. 3.0  

SIRRO SUSP. 3.0  

SIRRO SUSP. 3.0  

SIRRO SUSP. 3.0  

SIRRO SUSP. 3.0  

SIRRO SUSP. 3.0  

SIRRO SUSP. 3.0  

SIRRO SUSP. 3.0  

SIRRO SUSP. 3.0  

MUST 1.0  

MUST 1.0  

MUST 1.0  

MUST 2.0  

MUST 2.0  

MUST 2.0  

PLUXO 1.0 

PLUXO 1.0 

PLUXO 1.0 

201

201

201

201

201

201

201

201

201

201

201

201

203

203

203

203

203

203

203

203

203

203

203

203

203

203

203

203

203

203

203

203

203

203

203

203

203

203

203

203

129

129

129

129

129

129

99

99

99

142164B2

142164B4

142164B9

142164S2

142164S4

142164S9

142164W2

142164W4

142164W9

142220B0

142220S0

142220W0

142264B2

142264B4

142264B9

142264S2

142264S4

142264S9

142264W2

142264W4

142264W9

142320B0

142320S0

142320W0

142364B2

142364B4

142364B9

142364S2

142364S4

142364S9

142364W2

142364W4

142364W9

142420B0

142420S0

142420W0

142464B2

142464B4

142464B9

142464S2

142464S4

142464S9

142464W2

142464W4

142464W9

142520B0

142520S0

142520W0

142620B0

PLUXO 1.0  

PLUXO 1.0  

PLUXO 1.0  

PLUXO 1.0  

PLUXO 1.0  

PLUXO 1.0  

PLUXO 1.0  

PLUXO 1.0  

PLUXO 1.0  

PLUXO 2.0 

PLUXO 2.0 

PLUXO 2.0 

PLUXO 2.0  

PLUXO 2.0  

PLUXO 2.0  

PLUXO 2.0  

PLUXO 2.0  

PLUXO 2.0  

PLUXO 2.0  

PLUXO 2.0  

PLUXO 2.0  

PLUXO 3.0 

PLUXO 3.0 

PLUXO 3.0 

PLUXO 3.0  

PLUXO 3.0  

PLUXO 3.0  

PLUXO 3.0  

PLUXO 3.0  

PLUXO 3.0  

PLUXO 3.0  

PLUXO 3.0  

PLUXO 3.0  

PLUXO 4.0 

PLUXO 4.0 

PLUXO 4.0 

PLUXO 4.0  

PLUXO 4.0  

PLUXO 4.0  

PLUXO 4.0  

PLUXO 4.0  

PLUXO 4.0  

PLUXO 4.0  

PLUXO 4.0  

PLUXO 4.0  

PLUXO#2 1.0 

PLUXO#2 1.0 

PLUXO#2 1.0 

PLUXO ON TRACK 1.0

99

99

99

99

99

99

99

99

99

99

99

99

99

99

99

99

99

99

99

99

99

101

101

101

101

101

101

101

101

101

101

101

101

101

101

101

101

101

101

101

101

101

101

101

101

103

103

103

171

142620W0

143168B2

143168B4

143168S2

143168S4

143168W2

143168W4

143268B2

143268B4

143268S2

143268S4

143268W2

143268W4

143368B2

143368B4

143368S2

143368S4

143368W2

143368W4

143468B2

143468B4

143468S2

143468S4

143468W2

143468W4

143568B2

143568B4

143568S2

143568S4

143568W2

143568W4

143668B2

143668B4

143668W2

143668W4

143764S2

143764S4

143764W2

143764W4

143864S2

143864S4

143864W2

143864W4

143968B2

143968B4

143968W2

143968W4

144120B0

144120W0

PLUXO ON TRACK 1.0

PLUXO 1.0

PLUXO 1.0

PLUXO 1.0

PLUXO 1.0

PLUXO 1.0

PLUXO 1.0

PLUXO 2.0

PLUXO 2.0

PLUXO 2.0

PLUXO 2.0

PLUXO 2.0

PLUXO 2.0

PLUXO 3.0

PLUXO 3.0

PLUXO 3.0

PLUXO 3.0

PLUXO 3.0

PLUXO 3.0

PLUXO 4.0

PLUXO 4.0

PLUXO 4.0

PLUXO 4.0

PLUXO 4.0

PLUXO 4.0

PLUXO#2 1.0

PLUXO#2 1.0

PLUXO#2 1.0

PLUXO#2 1.0 

PLUXO#2 1.0

PLUXO#2 1.0

PLUXO ON TRACK 1.0

PLUXO ON TRACK 1.0

PLUXO ON TRACK 1.0

PLUXO ON TRACK 1.0

PLUXO CLUST 4.0

PLUXO CLUST 4.0

PLUXO CLUST 4.0

PLUXO CLUST 4.0

PLUXO CLUST 2.0

PLUXO CLUST 2.0

PLUXO CLUST 2.0

PLUXO CLUST 2.0

PLUXO ON TRACK 2.0

PLUXO ON TRACK 2.0

PLUXO ON TRACK 2.0

PLUXO ON TRACK 2.0

SQUBE ON TRACK 1.0 

SQUBE ON TRACK 1.0 

171

105

105

105

105

105

105

105

105

105

105

105

105

105

105

105

105

105

105

105

105

105

105

105

105

107

107

107

107

107

107

171

171

171

171

205

205

205

205

205

205

205

205

171

171

171

171

165

165

144164B1

144164B2

144164B4

144164W1

144164W2

144164W4

144220B0

144220W0

145181A4

145181B4

145181W4

145281A4

145281B4

145281W4

146120B0

146120G0

146120L0

146120P0

146120Q0

146120W0

146164B2

146164B4

146164B9

146164D4

146164G2

146164G4

146164G9

146164L2

146164L4

146164L9

146164P2

146164P4

146164P9

146164Q2

146164Q4

146164Q9

146164W2

146164W4

146164W9

146220B0

146220G0

146220L0

146220P0

146220Q0

146220W0

146264B2

146264B4

146264B9

146264G2

SQUBE ON TRACK 1.0  

SQUBE ON TRACK 1.0  

SQUBE ON TRACK 1.0  

SQUBE ON TRACK 1.0  

SQUBE ON TRACK 1.0  

SQUBE ON TRACK 1.0  

SQUBE ON BASE 1.0 

SQUBE ON BASE 1.0 

LITO 1.0  

LITO 1.0  

LITO 1.0  

LITO 2.0  

LITO 2.0  

LITO 2.0  

BOX CEILING 1.0 

BOX CEILING 1.0 

BOX CEILING 1.0 

BOX CEILING 1.0 

BOX CEILING 1.0 

BOX CEILING 1.0 

BOX CEILING 1.0  

BOX CEILING 1.0  

BOX CEILING 1.0  

BOX CEILING 1.0  

BOX CEILING 1.0  

BOX CEILING 1.0  

BOX CEILING 1.0  

BOX CEILING 1.0  

BOX CEILING 1.0  

BOX CEILING 1.0  

BOX CEILING 1.0  

BOX CEILING 1.0  

BOX CEILING 1.0  

BOX CEILING 1.0  

BOX CEILING 1.0  

BOX CEILING 1.0  

BOX CEILING 1.0  

BOX CEILING 1.0  

BOX CEILING 1.0  

BOX CEILING 2.0 

BOX CEILING 2.0 

BOX CEILING 2.0 

BOX CEILING 2.0 

BOX CEILING 2.0  

BOX CEILING 2.0 

BOX CEILING 2.0  

BOX CEILING 2.0  

BOX CEILING 2.0  

BOX CEILING 2.0  

165

165

165

165

165

165

163

163

263

263

263

263

263

263

131

131

131

131

131

131

131

131

131

131

131

131

131

131

131

131

131

131

131

131

131

131

131

131

131

135

135

135

135

135

135

135

135

135

135

146264G4

146264G9

146264L2

146264L4

146264L9

146264P2

146264P4

146264P9

146264Q2

146264Q4

146264Q9

146264W2

146264W4

146264W9

146320B0

146320G0

146320L0

146320P0

146320W0

146364B2

146364B4

146364B9

146364G2

146364G4

146364G9

146364L2

146364L4

146364L9

146364P2

146364P4

146364P9

146364W2

146364W4

146364W9

146420B0

146420G0

146420L0

146420P0

146420W0

146464B2

146464B4

146464B9

146464G2

146464G4

146464G9

146464L2

146464L4

146464L9

146464P2

BOX CEILING 2.0  

BOX CEILING 2.0  

BOX CEILING 2.0  

BOX CEILING 2.0  

BOX CEILING 2.0  

BOX CEILING 2.0  

BOX CEILING 2.0  

BOX CEILING 2.0  

BOX CEILING 2.0  

BOX CEILING 2.0  

BOX CEILING 2.0  

BOX CEILING 2.0  

BOX CEILING 2.0  

BOX CEILING 2.0  

DOCUS CEILING 1.0 

DOCUS CEILING 1.0 

DOCUS CEILING 1.0 

DOCUS CEILING 1.0 

DOCUS CEILING 1.0 

DOCUS CEILING 1.0  

DOCUS CEILING 1.0  

DOCUS CEILING 1.0  

DOCUS CEILING 1.0  

DOCUS CEILING 1.0  

DOCUS CEILING 1.0  

DOCUS CEILING 1.0  

DOCUS CEILING 1.0  

DOCUS CEILING 1.0  

DOCUS CEILING 1.0  

DOCUS CEILING 1.0  

DOCUS CEILING 1.0  

DOCUS CEILING 1.0  

DOCUS CEILING 1.0  

DOCUS CEILING 1.0  

DOCUS CEILING 2.0 

DOCUS CEILING 2.0 

DOCUS CEILING 2.0 

DOCUS CEILING 2.0 

DOCUS CEILING 2.0 

DOCUS CEILING 2.0  

DOCUS CEILING 2.0  

DOCUS CEILING 2.0  

DOCUS CEILING 2.0  

DOCUS CEILING 2.0  

DOCUS CEILING 2.0  

DOCUS CEILING 2.0  

DOCUS CEILING 2.0  

DOCUS CEILING 2.0  

DOCUS CEILING 2.0  

135

135

135

135

135

135

135

135

135

135

135

135

135

135

137

137

137

137

137

137

137

137

137

137

137

137

137

137

137

137

137

137

137

137

139

139

139

139

139

139

139

139

139

139

139

139

139

139

139

146464P4

146464P9

146464W2

146464W4

146464W9

146520B0

146520G0

146520P0

146520Q0

146520W0

146564B2

146564B4

146564B9

146564G2

146564G4

146564G9

146564P2

146564P4

146564P9

146564Q2

146564Q4

146564Q9

146564W2

146564W4

146564W9

146620B0

146620G0

146620P0

146620Q0

146620W0

146664B2

146664B4

146664B9

146664G2

146664G4

146664G9

146664P2

146664P4

146664P9

146664Q2

146664Q4

146664Q9

146664W2

146664W4

146664W9

146720B0

146720G0

146720L0

146720P0

DOCUS CEILING 2.0  

DOCUS CEILING 2.0  

DOCUS CEILING 2.0  

DOCUS CEILING 2.0  

DOCUS CEILING 2.0  

HEXO CEILING 1.0 

HEXO CEILING 1.0 

HEXO CEILING 1.0 

HEXO CEILING 1.0 

HEXO CEILING 1.0 

HEXO CEILING 1.0  

HEXO CEILING 1.0  

HEXO CEILING 1.0  

HEXO CEILING 1.0  

HEXO CEILING 1.0  

HEXO CEILING 1.0  

HEXO CEILING 1.0  

HEXO CEILING 1.0  

HEXO CEILING 1.0  

HEXO CEILING 1.0  

HEXO CEILING 1.0  

HEXO CEILING 1.0  

HEXO CEILING 1.0  

HEXO CEILING 1.0  

HEXO CEILING 1.0  

HEXO CEILING 2.0 

HEXO CEILING 2.0 

HEXO CEILING 2.0 

HEXO CEILING 2.0 

HEXO CEILING 2.0 

HEXO CEILING 2.0  

HEXO CEILING 2.0  

HEXO CEILING 2.0  

HEXO CEILING 2.0  

HEXO CEILING 2.0  

HEXO CEILING 2.0  

HEXO CEILING 2.0  

HEXO CEILING 2.0  

HEXO CEILING 2.0  

HEXO CEILING 2.0  

HEXO CEILING 2.0  

HEXO CEILING 2.0  

HEXO CEILING 2.0  

HEXO CEILING 2.0  

HEXO CEILING 2.0  

RAY CEILING 1.0 

RAY CEILING 1.0 

RAY CEILING 1.0 

RAY CEILING 1.0 

139

139

139

139

139

141

141

141

141

141

141

141

141

141

141

141

141

141

141

141

141

141

141

141

141

143

143

143

143

143

143

143

143

143

143

143

143

143

143

143

143

143

143

143

143

147

147

147

147
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WEVER & DUCRÉ 494 — 495

146720Q0

146720W0

146764B2

146764B4

146764B9

146764G2

146764G4

146764G9

146764L2

146764L4

146764L9

146764P2

146764P4

146764P9

146764Q2

146764Q4

146764Q9

146764W2

146764W4

146764W9

147173W4

147373W4

148273W4

148473W4

149184B4

149184W4

149284B4

149284W4

149384B4

149384W4

152110B0

152110S0

152110W0

152120B0

152120S0

152120W0

152161B3

152161B5

152161B9

152161S3

152161S5

152161S9

152161W3

152161W5

152161W9

200184B2

200184C2

200184W2

201163L4

201163W4

201263L4

201263W4

201363L4

201363W4

201463L4

201463W4

202163T4

202163W4

202263T4

202263W4

202363T4

202363W4

204184B2

204184W2

204284B2

204284W2

204384B2

204384W2

2051E8G0

2051E8S0

2052E8G0

2052E8S0

2053E8G0

2053E8S0

2054E8G0

2054E8S0

2055E8G0

2055E8S0

2056E8G0

2056E8S0

206174W4

207120B0

207120L0

207120P0

207120W0

207164B2

207164B4

207164B9

207164L2

207164L4

207164L9

207164P2

207164P4

207164P9

207164W2

207164W4

207164W9

207220B0

RAY CEILING 1.0 

RAY CEILING 1.0 

RAY CEILING 1.0  

RAY CEILING 1.0  

RAY CEILING 1.0  

RAY CEILING 1.0  

RAY CEILING 1.0  

RAY CEILING 1.0  

RAY CEILING 1.0  

RAY CEILING 1.0  

RAY CEILING 1.0  

RAY CEILING 1.0  

RAY CEILING 1.0   

RAY CEILING 1.0   

RAY CEILING 1.0  

RAY CEILING 1.0  

RAY CEILING 1.0  

RAY CEILING 1.0  

RAY CEILING 1.0  

RAY CEILING 1.0  

CORY 0.9  

CORY 1.6  

CORO 0.8  

CORO 1.3  

VENN 1.0

VENN 1.0

VENN 2.0

VENN 2.0

VENN 3.0

VENN 3.0

DEEPER 1.0 

DEEPER 1.0  

DEEPER 1.0 

DEEPER 1.0 

DEEPER 1.0 

DEEPER 1.0 

DEEPER 1.0  

DEEPER 1.0  

DEEPER 1.0  

DEEPER 1.0  

DEEPER 1.0  

DEEPER 1.0  

DEEPER 1.0  

DEEPER 1.0  

DEEPER 1.0  

CONE 1.0  

CONE 1.0  

CONE 1.0  

LYNER 2.5  

LYNER 2.5  

LYNER 4.5  

LYNER 4.5  

LYNER 3.8  

LYNER 3.8  

LYNER 5.8  

LYNER 5.8  

CONCRETE TUBE 2.0  

CONCRETE TUBE 2.0  

CONCRETE TUBE 4.0  

CONCRETE TUBE 4.0  

CONCRETE TUBE 4.5  

CONCRETE TUBE 4.5  

NOA 2.6  

NOA 2.6  

NOA 3.5  

NOA 3.5  

NOA 4.5  

NOA 4.5  

J.J.W. 03

J.J.W. 03

J.J.W. 04

J.J.W. 04

J.J.W. 05

J.J.W. 05

J.J.W. 01

J.J.W. 01

J.J.W. 02

J.J.W. 02

J.J.W. 042

J.J.W. 042

CORY SUSP. 6.6  

BOX SUSP. 2.0 

BOX SUSP. 2.0 

BOX SUSP. 2.0 

BOX SUSP. 2.0 

BOX SUSP. 2.0  

BOX SUSP. 2.0  

BOX SUSP. 2.0  

BOX SUSP. 2.0  

BOX SUSP. 2.0  

BOX SUSP. 2.0  

BOX SUSP. 2.0  

BOX SUSP. 2.0  

BOX SUSP. 2.0  

BOX SUSP. 2.0  

BOX SUSP. 2.0  

BOX SUSP. 2.0  

BOX SUSP. 3.0 

147

147

147

147

147

147

147

147

147

147

147

147

147

147

147

147

147

147

147

147

63

63

67

67

155

155

155

155

227

227

25

25

25

25

25

25

25

25

25

25

25

25

25

25

25

177

177

177

181

181

181

181

181

181

181

181

183

183

183

183

183

183

215

215

215

215

215

215

157

157

217

217

219

219

333

333

335

335

217

217

221

185

185

185

185

185

185

185

185

185

185

185

185

185

185

185

185

185

207220L0

207220P0

207220W0

207264B2

207264B4

207264B9

207264L2

207264L4

207264L9

207264P2

207264P4

207264P9

207264W2

207264W4

207264W9

207320B0

207320G0

207320P0

207320Q0

207364B2

207364B4

207364B9

207364G2

207364G4

207364G9

207364P2

207364P4

207364P9

207364Q2

207364Q4

207364Q9

207420B0

207420G0

207420P0

207420Q0

207464B2

207464B4

207464B9

207464G2

207464G4

207464G9

207464P2

207464P4

207464P9

207464Q2

207464Q4

207464Q9

207520B0

207520G0

BOX SUSP. 3.0 

BOX SUSP. 3.0 

BOX SUSP. 3.0 

BOX SUSP. 3.0  

BOX SUSP. 3.0  

BOX SUSP. 3.0  

BOX SUSP. 3.0  

BOX SUSP. 3.0  

BOX SUSP. 3.0  

BOX SUSP. 3.0  

BOX SUSP. 3.0  

BOX SUSP. 3.0  

BOX SUSP. 3.0  

BOX SUSP. 3.0  

BOX SUSP. 3.0  

HEXO SUSP. 2.0 

HEXO SUSP. 2.0 

HEXO SUSP. 2.0 

HEXO SUSP. 2.0 

HEXO SUSP. 2.0  

HEXO SUSP. 2.0  

HEXO SUSP. 2.0  

HEXO SUSP. 2.0  

HEXO SUSP. 2.0  

HEXO SUSP. 2.0  

HEXO SUSP. 2.0  

HEXO SUSP. 2.0  

HEXO SUSP. 2.0  

HEXO SUSP. 2.0  

HEXO SUSP. 2.0  

HEXO SUSP. 2.0  

HEXO SUSP. 3.0 

HEXO SUSP. 3.0 

HEXO SUSP. 3.0 

HEXO SUSP. 3.0 

HEXO SUSP. 3.0  

HEXO SUSP. 3.0  

HEXO SUSP. 3.0  

HEXO SUSP. 3.0  

HEXO SUSP. 3.0  

HEXO SUSP. 3.0  

HEXO SUSP. 3.0  

HEXO SUSP. 3.0  

HEXO SUSP. 3.0  

HEXO SUSP. 3.0  

HEXO SUSP. 3.0  

HEXO SUSP. 3.0  

DOCUS SUSP. 2.0 

DOCUS SUSP. 2.0 

185

185

185

185

185

185

185

185

185

185

185

185

185

185

185

189

189

189

189

189

189

189

189

189

189

189

189

189

189

189

189

189

189

189

189

189

189

189

189

189

189

189

189

189

189

189

189

193

193

207520L0

207520P0

207520W0

207564B2

207564B4

207564B9

207564G2

207564G4

207564G9

207564L2

207564L4

207564L9

207564P2

207564P4

207564P9

207564W2

207564W4

207564W9

207620B0

207620G0

207620L0

207620P0

207620W0

207664B2

207664B4

207664B9

207664G2

207664G4

207664G9

207664L2

207664L4

207664L9

207664P2

207664P4

207664P9

207664W2

207664W4

207664W9

207720B0

207720L0

207720P0

207720W0

207764B2

207764B4

207764B9

207764L2

207764L4

207764L9

207764P2

DOCUS SUSP. 2.0 

DOCUS SUSP. 2.0 

DOCUS SUSP. 2.0 

DOCUS SUSP. 2.0  

DOCUS SUSP. 2.0  

DOCUS SUSP. 2.0  

DOCUS SUSP. 2.0  

DOCUS SUSP. 2.0  

DOCUS SUSP. 2.0  

DOCUS SUSP. 2.0  

DOCUS SUSP. 2.0  

DOCUS SUSP. 2.0  

DOCUS SUSP. 2.0  

DOCUS SUSP. 2.0  

DOCUS SUSP. 2.0  

DOCUS SUSP. 2.0  

DOCUS SUSP. 2.0  

DOCUS SUSP. 2.0  

DOCUS SUSP. 3.0 

DOCUS SUSP. 3.0 

DOCUS SUSP. 3.0 

DOCUS SUSP. 3.0 

DOCUS SUSP. 3.0 

DOCUS SUSP. 3.0  

DOCUS SUSP. 3.0  

DOCUS SUSP. 3.0  

DOCUS SUSP. 3.0  

DOCUS SUSP. 3.0  

DOCUS SUSP. 3.0  

DOCUS SUSP. 3.0  

DOCUS SUSP. 3.0  

DOCUS SUSP. 3.0  

DOCUS SUSP. 3.0  

DOCUS SUSP. 3.0  

DOCUS SUSP. 3.0  

DOCUS SUSP. 3.0  

DOCUS SUSP. 3.0  

DOCUS SUSP. 3.0  

RAY SUSP. 2.0 

RAY SUSP. 2.0 

RAY SUSP. 2.0 

RAY SUSP. 2.0 

RAY SUSP. 2.0  

RAY SUSP. 2.0  

RAY SUSP. 2.0  

RAY SUSP. 2.0  

RAY SUSP. 2.0  

RAY SUSP. 2.0  

RAY SUSP. 2.0  

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

193

197

197

197

197

197

197

197

197

197

197

197

207764P4

207764P9

207764W2

207764W4

207764W9

207820B0

207820L0

207820P0

207820W0

207864B2

207864B4

207864B9

207864L2

207864L4

207864L9

207864P2

207864P4

207864P9

207864W2

207864W4

207864W9

2092E0B0

2092E0V0

2093E0B0

2093E0V0

2094E0B0

2094E0V0

2095E0B0

2095E0V0

2096E0B0

2096E0V0

210163B1

210163B2

210163W1

210163W2

210263B1

210263B2

210263W1

210263W2

211185W2

212185W4

212185W6

213185W4

213185W6

213285W4

213285W6

2181E0D0

2181E0K0

2181E0W0

RAY SUSP. 2.0  

RAY SUSP. 2.0  

RAY SUSP. 2.0  

RAY SUSP. 2.0  

RAY SUSP. 2.0  

RAY SUSP. 3.0 

RAY SUSP. 3.0 

RAY SUSP. 3.0 

RAY SUSP. 3.0 

RAY SUSP. 3.0  

RAY SUSP. 3.0  

RAY SUSP. 3.0  

RAY SUSP. 3.0  

RAY SUSP. 3.0  

RAY SUSP. 3.0  

RAY SUSP. 3.0  

RAY SUSP. 3.0  

RAY SUSP. 3.0  

RAY SUSP. 3.0  

RAY SUSP. 3.0  

RAY SUSP. 3.0  

WIRO 1.8

WIRO 1.8

WIRO 3.8

WIRO 3.8

WIRO 6.1

WIRO 6.1

WIRO 6.5

WIRO 6.5

WIRO 2.0

WIRO 2.0

CORK 1.0  

CORK 1.0  

CORK 1.0  

CORK 1.0  

CORK 1.0 MULTI 

CORK 1.0 MULTI 

CORK 1.0 MULTI 

CORK 1.0 MULTI 

LOUIS 1.0  

MACBETH 1.0  

MACBETH 1.0  

GIGANT 10.0  

GIGANT 10.0  

GIGANT 16.0  

GIGANT 16.0  

BISHOP 4.0

BISHOP 4.0

BISHOP 4.0

197

197

197

197

197

197

197

197

197

197

197

197

197

197

197

197

197

197

197

197

197

239

239

239

239

241

241

245

245

237

237

209

209

209

209

213

213

213

213

249

251

251

253

253

253

253

229

229

229

2182E0D0

2182E0K0

2182E0W0

2183E0D0

2183E0K0

2183E0W0

219185W4

2201E8D0

2201E8S0

2201E8W0

2202E8D0

2202E8S0

2202E8W0

2203E8D0

2203E8S0

2203E8W0

2204E8D0

2204E8S0

2204E8W0

2205E8D0

2205E8S0

2205E8W0

2206E8D0

2206E8S0

2206E8W0

2211E8D0

2211E8S0

2211E8W0

2212E8D0

2212E8S0

2212E8W0

2213E8D0

2213E8S0

2213E8W0

2214E8D0

2214E8S0

2214E8W0

2215E8D0

2215E8S0

2215E8W0

2216E8D0

2216E8S0

2216E8W0

2221E8D0

2221E8S0

2221E8W0

2222E8D0

2222E8S0

2222E8W0

BISHOP 6.0

BISHOP 6.0

BISHOP 6.0

BISHOP 8.0

BISHOP 8.0

BISHOP 8.0

CYCLONE 17.0  

ROCK SUSP. 3.0

ROCK SUSP. 3.0

ROCK SUSP. 3.0

ROCK SUSP. 4.0

ROCK SUSP. 4.0

ROCK SUSP. 4.0

ROCK SUSP. 3.0

ROCK SUSP. 3.0

ROCK SUSP. 3.0

ROCK SUSP. 4.0

ROCK SUSP. 4.0

ROCK SUSP. 4.0

ROCK SUSP. 3.0

ROCK SUSP. 3.0

ROCK SUSP. 3.0

ROCK SUSP. 4.0

ROCK SUSP. 4.0

ROCK SUSP. 4.0

ROCK CEILING 1.0

ROCK CEILING 1.0

ROCK CEILING 1.0

ROCK CEILING 2.0

ROCK CEILING 2.0

ROCK CEILING 2.0

ROCK CEILING 1.0

ROCK CEILING 1.0

ROCK CEILING 1.0

ROCK CEILING 2.0

ROCK CEILING 2.0

ROCK CEILING 2.0

ROCK CEILING 1.0

ROCK CEILING 1.0

ROCK CEILING 1.0

ROCK CEILING 2.0

ROCK CEILING 2.0

ROCK CEILING 2.0

ROCK 6.0

ROCK 6.0

ROCK 6.0

ROCK 7.0

ROCK 7.0

ROCK 7.0

229

229

229

229

229

229

259

233

233

233

233

233

233

233

233

233

233

233

233

233

233

233

233

233

233

159

159

159

159

159

159

159

159

159

159

159

159

159

159

159

159

159

159

339

339

339

339

339

339

2223E800

2231E8D0

2231E8S0

2231E8W0

2241E8B0

2241E8D0

2241E8S0

2241E8W0

2242E8B0

2243E8B0

2244E8B0

2245E8B0

2246E8B0

2247E8B0

2248E8B0

2249E8B0

2250E8B0

2251E8B0

2252E8B0

227120B0

227120L0

227120P0

227120W0

227164B2

227164B4

227164B9

227164L2

227164L4

227164L9

227164P2

227164P4

227164P9

227164W2

227164W4

227164W9

227220B0

227220L0

227220P0

227220W0

227264B2

227264B4

227264B9

227264L2

227264L4

227264L9

227264P2

227264P4

227264P9

227264W2

ROCK NAKED 1.0

ROCK 5.0

ROCK 5.0

ROCK 5.0

ROCK TABLE 3.0

ROCK 8.0

ROCK 8.0

ROCK 8.0

ROCK TABLE 3.0

ROCK TABLE 3.0

ROCK TABLE 4.0

ROCK TABLE 4.0

ROCK TABLE 4.0

ROCK TABLE 1.0

ROCK TABLE 1.0

ROCK TABLE 1.0

ROCK TABLE 2.0

ROCK TABLE 2.0

ROCK TABLE 2.0

BOX MULTI SUSP. 2.0 

BOX MULTI SUSP. 2.0 

BOX MULTI SUSP. 2.0 

BOX MULTI SUSP. 2.0 

BOX MULTI SUSP. 2.0  

BOX MULTI SUSP. 2.0  

BOX MULTI SUSP. 2.0  

BOX MULTI SUSP. 2.0  

BOX MULTI SUSP. 2.0  

BOX MULTI SUSP. 2.0  

BOX MULTI SUSP. 2.0  

BOX MULTI SUSP. 2.0  

BOX MULTI SUSP. 2.0  

BOX MULTI SUSP. 2.0  

BOX MULTI SUSP. 2.0  

BOX MULTI SUSP. 2.0  

BOX MULTI SUSP. 3.0 

BOX MULTI SUSP. 3.0 

BOX MULTI SUSP. 3.0 

BOX MULTI SUSP. 3.0 

BOX MULTI SUSP. 3.0  

BOX MULTI SUSP. 3.0  

BOX MULTI SUSP. 3.0  

BOX MULTI SUSP. 3.0  

BOX MULTI SUSP. 3.0  

BOX MULTI SUSP. 3.0  

BOX MULTI SUSP. 3.0  

BOX MULTI SUSP. 3.0  

BOX MULTI SUSP. 3.0  

BOX MULTI SUSP. 3.0  

343

331

331

331

345

339

339

339

345

345

345

345

345

345

345

345

345

345

345

187

187

187

187

187

187

187

187

187

187

187

187

187

187

187

187

187

187

187

187

187

187

187

187

187

187

187

187

187

187

227264W4

227264W9

227320B0

227320G0

227320P0

227320Q0

227364B2

227364B4

227364B9

227364G2

227364G4

227364G9

227364P2

227364P4

227364P9

227364Q2

227364Q4

227364Q9

227420B0

227420G0

227420P0

227420Q0

227464B2

227464B4

227464B9

227464G2

227464G4

227464G9

227464P2

227464P4

227464P9

227464Q2

227464Q4

227464Q9

227520B0

227520G0

227520L0

227520P0

227520W0

227564B2

227564B4

227564B9

227564G2

227564G4

227564G9

227564L2

227564L4

227564L9

227564P2

BOX MULTI SUSP. 3.0  

BOX MULTI SUSP. 3.0  

HEXO MULTI SUSP. 2.0 

HEXO MULTI SUSP. 2.0 

HEXO MULTI SUSP. 2.0 

HEXO MULTI SUSP. 2.0 

HEXO MULTI SUSP. 2.0  

HEXO MULTI SUSP. 2.0  

HEXO MULTI SUSP. 2.0  

HEXO MULTI SUSP. 2.0  

HEXO MULTI SUSP. 2.0  

HEXO MULTI SUSP. 2.0  

HEXO MULTI SUSP. 2.0  

HEXO MULTI SUSP. 2.0  

HEXO MULTI SUSP. 2.0  

HEXO MULTI SUSP. 2.0  

HEXO MULTI SUSP. 2.0  

HEXO MULTI SUSP. 2.0  

HEXO MULTI SUSP. 3.0 

HEXO MULTI SUSP. 3.0 

HEXO MULTI SUSP. 3.0 

HEXO MULTI SUSP. 3.0 

HEXO MULTI SUSP. 3.0  

HEXO MULTI SUSP. 3.0  

HEXO MULTI SUSP. 3.0  

HEXO MULTI SUSP. 3.0  

HEXO MULTI SUSP. 3.0  

HEXO MULTI SUSP. 3.0  

HEXO MULTI SUSP. 3.0  

HEXO MULTI SUSP. 3.0  

HEXO MULTI SUSP. 3.0  

HEXO MULTI SUSP. 3.0  

HEXO MULTI SUSP. 3.0  

HEXO MULTI SUSP. 3.0  

DOCUS MULTI SUSP. 2.0 

DOCUS MULTI SUSP. 2.0 

DOCUS MULTI SUSP. 2.0 

DOCUS MULTI SUSP. 2.0 

DOCUS MULTI SUSP. 2.0 

DOCUS MULTI SUSP. 2.0  

DOCUS MULTI SUSP. 2.0  

DOCUS MULTI SUSP. 2.0  

DOCUS MULTI SUSP. 2.0  

DOCUS MULTI SUSP. 2.0  

DOCUS MULTI SUSP. 2.0  

DOCUS MULTI SUSP. 2.0  

DOCUS MULTI SUSP. 2.0  

DOCUS MULTI SUSP. 2.0  

DOCUS MULTI SUSP. 2.0  

187

187

191

191

191

191

191

191

191

191

191

191

191

191

191

191

191

191

191

191

191

191

191

191

191

191

191

191

191

191

191

191

191

191

195

195

195

195

195

195

195

195

195

195

195

195

195

195

195

CODE CODE CODE CODE CODE CODE CODE CODENAME NAME NAME NAME NAME NAME NAME NAMEPAGE PAGE PAGE PAGE PAGE PAGE PAGE PAGE



WEVER & DUCRÉ 496 — 497

227564P4

227564P9

227564W2

227564W4

227564W9

227620B0

227620G0

227620L0

227620P0

227620W0

227664B2

227664B4

227664B9

227664G2

227664G4

227664G9

227664L2

227664L4

227664L9

227664P2

227664P4

227664P9

227664W2

227664W4

227664W9

227720B0

227720L0

227720P0

227720W0

227764B2

227764B4

227764B9

227764L2

227764L4

227764L9

227764P2

227764P4

227764P9

227764W2

227764W4

227764W9

227820B0

227820L0

227820P0

227820W0

227864B2

227864B4

227864B9

227864L2

227864L4

227864L9

227864P2

227864P4

227864P9

227864W2

227864W4

227864W9

300120B0

300120L0

300120P0

300120W0

300220B0

300220L0

300220P0

300220W0

300320B0

300320G0

300320L0

300320P0

300320W0

300420B0

300420G0

300420P0

300420Q0

301120B0

301120L0

301120P0

301120W0

301220B0

301220L0

301220P0

301220W0

301320B0

301320G0

301320L0

301320P0

301320W0

301420B0

301420G0

301420P0

301420Q0

302151L4

302151W4

302251L4

302251W4

303171K4

303171S4

303171W4

DOCUS MULTI SUSP. 2.0  

DOCUS MULTI SUSP. 2.0  

DOCUS MULTI SUSP. 2.0  

DOCUS MULTI SUSP. 2.0  

DOCUS MULTI SUSP. 2.0  

DOCUS MULTI SUSP. 3.0 

DOCUS MULTI SUSP. 3.0 

DOCUS MULTI SUSP. 3.0 

DOCUS MULTI SUSP. 3.0 

DOCUS MULTI SUSP. 3.0 

DOCUS MULTI SUSP. 3.0  

DOCUS MULTI SUSP. 3.0  

DOCUS MULTI SUSP. 3.0  

DOCUS MULTI SUSP. 3.0  

DOCUS MULTI SUSP. 3.0  

DOCUS MULTI SUSP. 3.0  

DOCUS MULTI SUSP. 3.0  

DOCUS MULTI SUSP. 3.0  

DOCUS MULTI SUSP. 3.0  

DOCUS MULTI SUSP. 3.0  

DOCUS MULTI SUSP. 3.0  

DOCUS MULTI SUSP. 3.0  

DOCUS MULTI SUSP. 3.0  

DOCUS MULTI SUSP. 3.0  

DOCUS MULTI SUSP. 3.0  

RAY MULTI SUSP. 2.0 

RAY MULTI SUSP. 2.0 

RAY MULTI SUSP. 2.0 

RAY MULTI SUSP. 2.0 

RAY MULTI SUSP. 2.0  

RAY MULTI SUSP. 2.0  

RAY MULTI SUSP. 2.0  

RAY MULTI SUSP. 2.0  

RAY MULTI SUSP. 2.0  

RAY MULTI SUSP. 2.0  

RAY MULTI SUSP. 2.0  

RAY MULTI SUSP. 2.0  

RAY MULTI SUSP. 2.0  

RAY MULTI SUSP. 2.0  

RAY MULTI SUSP. 2.0  

RAY MULTI SUSP. 2.0  

RAY MULTI SUSP. 3.0 

RAY MULTI SUSP. 3.0 

RAY MULTI SUSP. 3.0 

RAY MULTI SUSP. 3.0 

RAY MULTI SUSP. 3.0  

RAY MULTI SUSP. 3.0  

RAY MULTI SUSP. 3.0  

RAY MULTI SUSP. 3.0  

RAY MULTI SUSP. 3.0  

RAY MULTI SUSP. 3.0  

RAY MULTI SUSP. 3.0  

RAY MULTI SUSP. 3.0  

RAY MULTI SUSP. 3.0  

RAY MULTI SUSP. 3.0  

RAY MULTI SUSP. 3.0  

RAY MULTI SUSP. 3.0  

BOX MINI 1.0 

BOX MINI 1.0 

BOX MINI 1.0 

BOX MINI 1.0 

RAY MINI 1.0 

RAY MINI 1.0 

RAY MINI 1.0 

RAY MINI 1.0 

DOCUS MINI 1.0 

DOCUS MINI 1.0 

DOCUS MINI 1.0 

DOCUS MINI 1.0 

DOCUS MINI 1.0 

HEXO MINI 1.0 

HEXO MINI 1.0 

HEXO MINI 1.0 

HEXO MINI 1.0 

BOX MINI 2.0 

BOX MINI 2.0 

BOX MINI 2.0 

BOX MINI 2.0 

RAY MINI 2.0 

RAY MINI 2.0 

RAY MINI 2.0 

RAY MINI 2.0 

DOCUS MINI 2.0 

DOCUS MINI 2.0 

DOCUS MINI 2.0 

DOCUS MINI 2.0 

DOCUS MINI 2.0 

HEXO MINI 2.0 

HEXO MINI 2.0 

HEXO MINI 2.0 

HEXO MINI 2.0 

EYE 1.0  

EYE 1.0  

EYE 2.0  

EYE 2.0  

THEMIS CARRE 0.8  

THEMIS CARRE 0.8  

THEMIS CARRE 0.8  

195

195

195

195

195

195

195

195

195

195

195

195

195

195

195

195

195

195

195

195

195

195

195

195

195

199

199

199

199

199

199

199

199

199

199

199

199

199

199

199

199

199

199

199

199

199

199

199

199

199

199

199

199

199

199

199

199

313

313

313

313

317

317

317

317

321

321

321

321

321

323

323

323

323

313

313

313

313

317

317

317

317

321

321

321

321

321

323

323

323

323

265

265

265

265

269

269

269

303271K4

303271S4

303271W4

303371K4

303371S4

303371W4

303471K4

303471S4

303471W4

303571K4

303571S4

303571W4

303671S4

303671W4

304171S4

304171W4

304271S4

304271W4

304371S4

304371W4

304471S4

304471W4

304571S4

304571W4

304671S4

304671W4

305151B4

305151L4

305151W4

305251B4

305251L4

305251W4

305351B4

305351L4

305351W4

3071V0C0

3071V0W0

3072V0C0

3072V0W0

308174L4

308174W4

309274B4

309274W4

309374B4

309374W4

310174B4

310174W4

310274B4

310274W4

THEMIS 1.7  

THEMIS 1.7  

THEMIS 1.7  

THEMIS 2.7  

THEMIS 2.7  

THEMIS 2.7  

THEMIS CARRE 1.7  

THEMIS CARRE 1.7  

THEMIS CARRE 1.7  

THEMIS CARRE 2.7  

THEMIS CARRE 2.7  

THEMIS CARRE 2.7  

THEMIS 5.0  

THEMIS 5.0  

STRANGE CARRE 0.8  

STRANGE CARRE 0.8  

STRANGE 1.7  

STRANGE 1.7  

STRANGE 2.7  

STRANGE 2.7  

STRANGE CARRE 1.7  

STRANGE CARRE 1.7  

STRANGE CARRE 2.7  

STRANGE CARRE 2.7  

STRANGE 5.0  

STRANGE 5.0  

STRIPE 0.4  

STRIPE 0.4  

STRIPE 0.4  

STRIPE 0.7  

STRIPE 0.7  

STRIPE 0.7  

STRIPE 2.2  

STRIPE 2.2  

STRIPE 2.2  

LIGHTDROP 1.2

LIGHTDROP 1.2

LIGHTDROP 1.8

LIGHTDROP 1.8

MOON 1.0  

MOON 1.0  

BENTO 1.3  

BENTO 1.3  

BENTO 3.6  

BENTO 3.6  

BENTA 1.3  

BENTA 1.3  

BENTA 3.6  

BENTA 3.6  

267

267

267

267

267

267

269

269

269

269

269

269

267

267

273

273

271

271

271

271

273

273

273

273

271

271

275

275

275

275

275

275

275

275

275

285

285

285

285

287

287

295

295

295

295

299

299

299

299

311174B4

311174L4

311174W4

311274B4

311274L4

311274W4

312164B4

312164L4

312164W4

312264B4

312264L4

312264W4

312364B4

312364L4

312364W4

313174D4

313174L4

313174W4

313274D4

313274L4

313274W4

314174D4

314174L4

314174W4

314274D4

314274L4

314274W4

315174L4

315174W4

317274B4

317274L4

317274W4

317374B4

317374L4

317374W4

3181T3S0

3181T3W0

321144B1

321144B2

321144B4

321144G1

321144G2

321144G4

321144L1

321144L2

321144L4

321144P1

321144P2

321144P4

LEENS 1.0  

LEENS 1.0  

LEENS 1.0  

LEENS 2.0  

LEENS 2.0  

LEENS 2.0  

INCH 1.5  

INCH 1.5  

INCH 1.5  

INCH 2.6  

INCH 2.6  

INCH 2.6  

INCH 5.4  

INCH 5.4  

INCH 5.4  

CENTRAL 1.0  

CENTRAL 1.0  

CENTRAL 1.0  

CENTRAL 2.0  

CENTRAL 2.0  

CENTRAL 2.0  

STATION 1.0  

STATION 1.0  

STATION 1.0  

STATION 2.0  

STATION 2.0  

STATION 2.0  

METRO 1.0

METRO 1.0

MILES 9.0  

MILES 9.0  

MILES 9.0  

MILES 12.0  

MILES 12.0  

MILES 12.0  

YARD 10.0

YARD 10.0

BOX 2.0  

BOX 2.0  

BOX 2.0  

BOX 2.0  

BOX 2.0  

BOX 2.0  

BOX 2.0  

BOX 2.0  

BOX 2.0  

BOX 2.0  

BOX 2.0  

BOX 2.0  

297

297

297

297

297

297

301

301

301

301

301

301

301

301

301

389

289

389

389

289

389

391

391

291

391

291

391

293

293

327

327

327

327

327

327

329

329

315

315

315

315

315

315

315

315

315

315

315

315

321144Q1

321144Q2

321144Q4

321144W1

321144W2

321144W4

321164B1

321164B2

321164B4

321164G1

321164G2

321164G4

321164L1

321164L2

321164L4

321164P1

321164P2

321164P4

321164Q1

321164Q2

321164Q4

321164W1

321164W2

321164W4

3211G0B0

3211G0G0

3211G0L0

3211G0P0

3211G0Q0

3211G0W0

321244B1

321244B2

321244B4

321244G1

321244G2

321244G4

321244L1

321244L2

321244L4

321244P1

321244P2

321244P4

321244Q1

321244Q2

321244Q4

321244W1

321244W2

321244W4

322144B1

BOX 2.0  

BOX 2.0  

BOX 2.0  

BOX 2.0  

BOX 2.0  

BOX 2.0  

BOX 1.0  

BOX 1.0  

BOX 1.0  

BOX 1.0  

BOX 1.0  

BOX 1.0  

BOX 1.0  

BOX 1.0  

BOX 1.0  

BOX 1.0  

BOX 1.0  

BOX 1.0  

BOX 1.0  

BOX 1.0  

BOX 1.0  

BOX 1.0  

BOX 1.0  

BOX 1.0  

BOX 1.0 

BOX 1.0 

BOX 1.0 

BOX 1.0 

BOX 1.0 

BOX 1.0

BOX 3.0  

BOX 3.0  

BOX 3.0  

BOX 3.0  

BOX 3.0  

BOX 3.0  

BOX 3.0  

BOX 3.0  

BOX 3.0  

BOX 3.0  

BOX 3.0  

BOX 3.0  

BOX 3.0  

BOX 3.0  

BOX 3.0  

BOX 3.0  

BOX 3.0  

BOX 3.0  

RAY 2.0  

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

315

319

322144B2

322144B4

322144G1

322144G2

322144G4

322144L1

322144L2

322144L4

322144P1

322144P2

322144P4

322144Q1

322144Q2

322144Q4

322144W1

322144W2

322144W4

322164B1

322164B2

322164B4

322164G1

322164G2

322164G4

322164L1

322164L2

322164L4

322164P1

322164P2

322164P4

322164Q1

322164Q2

322164Q4

322164W1

322164W2

322164W4

3221G0B0

3221G0G0

3221G0L0

3221G0P0

3221G0Q0

3221G0W0

322244B1

322244B2

322244B4

322244G1

322244G2

322244G4

322244L1

322244L2

322244L4

322244P1

322244P2

322244P4

322244Q1

322244Q2

322244Q4

322244W1

322244W2

322244W4

324173B4

324173W4

325163B4

325163C4

325163W4

500184B4

500184W4

500284B4

500284W4

700254D4

700264D4

701183S4

701183W4

701283S4

701283W4

701383S4

701383W4

702151D4

702253D4

702253L4

702253W4

703151D4

703253D4

703253L4

703253W4

703354D4

703354L4

703354W4

703454D4

703454L4

703454W4

703554D4

703654D4

709161D4

709161W4

709261D4

709261W4

709361D4

709361W4

710184I4

710284I4

711120B0

711120D0

711120W0

711164D4

711164W4

711220B0

711220D0

711220W0

711264D4

711264W4

712120B0

712120D0

712120W0

712220B0

712220D0

712220W0

712320B0

712320D0

712320W0

7131V0I0

714144B4

714144D4

714144W4

714164B4

714164D4

714164W4

714244B4

714244D4

714244W4

714264B4

714264D4

714264W4

715144B4

715144D4

715144W4

715164B4

715164D4

715164W4

715244B4

715244D4

715244W4

715264B4

715264D4

715264W4

716174D4

716174W4

716274D4

RAY 2.0  

RAY 2.0  

RAY 2.0  

RAY 2.0  

RAY 2.0  

RAY 2.0  

RAY 2.0  

RAY 2.0  

RAY 2.0  

RAY 2.0  

RAY 2.0  

RAY 2.0  

RAY 2.0  

RAY 2.0  

RAY 2.0  

RAY 2.0  

RAY 2.0  

RAY 1.0  

RAY 1.0  

RAY 1.0  

RAY 1.0  

RAY 1.0  

RAY 1.0  

RAY 1.0  

RAY 1.0  

RAY 1.0  

RAY 1.0  

RAY 1.0  

RAY 1.0  

RAY 1.0  

RAY 1.0  

RAY 1.0  

RAY 1.0  

RAY 1.0  

RAY 1.0  

RAY 1.0  

RAY 1.0 

RAY 1.0 

RAY 1.0 

RAY 1.0 

RAY 1.0 

RAY 3.0  

RAY 1.6  

RAY 3.0  

RAY 3.0   

RAY 3.0  

RAY 3.0  

RAY 3.0  

RAY 3.0  

RAY 3.0  

RAY 3.0  

RAY 1.6  

RAY 3.0  

RAY 3.0  

RAY 3.0  

RAY 3.0  

RAY 3.0  

RAY 3.0  

RAY 3.0  

WAHAA 1.0  

WAHAA 1.0  

ARZY 1.0  

ARZY 1.0  

ARZY 1.0  

ELLO SYSTEM 1.0  

ELLO SYSTEM 1.0   

ELLO SUSP. 13.0  

ELLO SUSP. 13.0  

X-BEAM 2.0  

X-BEAM 1.0  

ROB 1.6  

ROB 1.6  

ROB 2.6  

ROB 2.6  

ROB 3.5  

ROB 3.5  

SMILE IN 1.0  

SMILE ON 1.0  

SMILE ON 1.0  

SMILE ON 1.0  

SMILE IN 2.0  

SMILE ON 2.0  

SMILE ON 2.0  

SMILE ON 2.0  

SMILE 1.0  

SMILE 1.0  

SMILE 1.0  

SMILE 2.0  

SMILE 2.0  

SMILE 2.0  

SMILE 1.0  

SMILE 2.0  

ORIS 0.7  

ORIS 0.7  

ORIS 1.3  

ORIS 1.3  

ORIS 2.0  

ORIS 2.0  

ATIM 1.0  

ATIM CARRÉ 2.0  

TUBE 1.0 

TUBE 1.0 

TUBE 1.0 

TUBE 1.0  

TUBE 1.0  

TUBE 2.0 

TUBE 2.0 

TUBE 2.0 

TUBE 2.0  

TUBE 2.0  

TUBE CARRÉ 1.0 

TUBE CARRÉ 1.0 

TUBE CARRÉ 1.0 

TUBE CARRÉ 2.0 

TUBE CARRÉ 2.0 

TUBE CARRÉ 2.0 

TUBE CARRÉ 3.0 

TUBE CARRÉ 3.0 

TUBE CARRÉ 3.0 

STAR 1.0

BOX 2.0  

BOX 2.0  

BOX 2.0  

BOX 1.0  

BOX 1.0  

BOX 1.0  

BOX 4.0  

BOX 4.0  

BOX 4.0  

BOX 3.0  

BOX 3.0  

BOX 3.0  

RAY 2.0  

RAY 2.0  

RAY 2.0  

RAY 1.0  

RAY 1.0  

RAY 1.0  

RAY 4.0  

RAY 4.0  

RAY 4.0  

RAY 3.0  

RAY 3.0  

RAY 3.0  

PALOS 1.0   

PALOS 1.0   

PALOS 2.0  

CODE CODE CODE CODE CODE CODE CODE CODENAME NAME NAME NAME NAME NAME NAME NAMEPAGE PAGE PAGE PAGE PAGE PAGE PAGE PAGE

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

319

305

305

303

303

303

175

175

247

247

415

415

161

161

161

161

161

161

363

371

281

281

363

371

281

281

387

283

283

387

283

283

387

429

365

365

365

365

365

365

367

369

373

373

373

373

373

375

375

375

375

375

377

377

377

379

379

379

381

381

381

383

403

403

403

403

403

403

403

403

403

403

403

403

407

407

407

407

407

407

407

407

407

407

407

407

411

411

413
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716274W4

716374D4

716474D4

717374D4

717374W4

717474D4

717474W4

717574D4

717674D4

719143D4

719163D4

719163L4

719163W4

719243D4

719253D4

719263D4

719263L4

719263W4

720174D4

720274D4

721174D4

721274D4

721374D4

722174D4

722174W4

722274D4

722274W4

722374D4

722374W4

722474D4

722474W4

723174D4

723174W4

723274D4

723274W4

723374D4

723374W4

724174D4

724274D4

724374D4

724474D4

7251T7B0

7251T7T0

7251T7W0

727174D4

727274D4

727374D4

728183D4

728283D4

729153D4

729253D4

730144B4

730144D4

730144W4

733168D4

733168I4

733168W4

750161I4

750261I4

750361I4

751163I4

751264I4

751354I4

751364I4

752163I4

752264I4

752354I4

752364I4

753164I4

753254I4

753264I4

754164I4

754254I4

754264I4

756174D4

756274D4

PALOS 2.0  

PALOS 1.0  

PALOS 2.0  

GETTON 2.0  

GETTON 2.0  

GETTON 1.0  

GETTON 1.0  

GETTON 1.0  

GETTON 2.0  

TRAIN NARROW 1.0

TRAIN 1.0  

TRAIN 1.0  

TRAIN 1.0  

TRAIN NARROW 2.0

TRAIN NARROW 2.0

TRAIN 2.0  

TRAIN 2.0  

TRAIN 2.0  

SWAY 1.0  

SWAY 2.0  

EDGE 2.0  

EDGE 4.0  

EDGE 8.0  

TAPE 1.0  

TAPE 1.0  

TAPE 4.0  

TAPE 4.0  

TAPE 6.0  

TAPE 6.0  

TAPE 8.0  

TAPE 8.0  

PACE 4.0  

PACE 4.0  

PACE 6.0  

PACE 6.0  

PACE 8.0  

PACE 8.0  

PALLUZ O 1.0   

PALLUZ O 2.0  

PALLUZ C 1.0  

PALLUZ C 2.0  

POLAR 1.0

POLAR 1.0

POLAR 1.0

STAKE 1.0  

STAKE FOLD 1.0  

STAKE 2.0  

J.M. 1.0  

J.M. 2.0  

ALICE 1.0  

ALICE 2.0  

BOXX 1.0  

BOXX 1.0  

BOXX 1.0  

INTRA - 1.0 ROUND

INTRA - 1.0 ROUND

INTRA - 1.0 ROUND

CARD 0.1  

CARD 0.2  

CARD 0.3  

MAP 0.6  

MAP 0.9  

MAP 1.2  

MAP 1.2  

CHART 0.6  

CHART 0.9  

CHART 1.2  

CHART 1.2  

FLIP 1.2  

FLIP 1.6  

FLIP 1.6  

CHIP 1.2  

CHIP 1.6  

CHIP 1.6  

FIFTY FIFTY 1.0  

FIFTY FIFTY 2.0  

CODE CODENAME NAMEPAGE PAGE

413

433

435

385

385

385

385

445

445

399

395

311

395

399

399

395

311

395

431

431

437

437

437

401

401

439

439

439

439

439

439

441

441

441

441

441

441

447

447

449

449

451

451

451

453

455

453

459

459

461

461

409

409

409

351

351

351

417

417

417

419

419

419

419

423

423

423

423

421

421

421

425

425

425

427

427
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A

Aluminium 
anodised

B

Black 
texture

B

Simple 
black

D

Dark grey 
texture

L

Aluminium 
brushed

V

Rust

M

Matt 
chrome

W

White 
texture

W

Autumn 
White

N

Black 
glossy

P

Copper

Q

Bronze

D

Multi 
Colour

G

Gold

E

White texture + 
Black

J

White texture + 
Gold

K

Black texture + 
Gold

U

Black texture +
Chrome

F

Aluminium brushed + 
Black

C

Chrome

H

White 
glossy

T

Grey
texture

S

Silver / 
Grey

I

Inox

S

Silver 
Shine

ICON ENGLISH GERMAN FLEMISH FRENCH SPANISH ITALIAN RUSSIAN

Cutout Round Ausschnitt rund Ronde 
Inbouwopening Découpe ronde Corte circular Taglio tondo Вырез 

круглый

Cutout Square Ausschnitt Eckig Rechthoekige  
Inbouwopening

Découpe 
rectangulaire Corte rectangular Taglio quadro Вырез 

квадратный

Recessed Depth Einbautiefe Inbouwdiepte Profondeur 
d’encastrement

Profundidad 
de empotramiento

Profonditá 
dell´incasso

Установочная 
глубина

Thickness Stärke Dikte Épaisseur Espesor Spessore Толщина

Turn Vertical Vertikal drehbar verticaal 
richtbaar

Orientable 
vertical

Orientable en 
vertical

Orientabile 
in verticale

Наклонный по 
вертикали

Turn Horizontal Horizontal 
drehbar

horizontaal 
richtbaar

Orientable 
horizontal

Orientable en 
horizontal

Orientabile 
in orizzontale

Поворотный 
по горизонтали

Beam Angle Abstrahlwinkel refl ectorhoek Faiseau Ángulo de 
apertura

Angolo di 
apertura (del fascio)

Угол 
рассеивания

Class 1 Fixture Leuchte 
der Klasse 1

Toestel 
klasse 1

Appareil 
classe 1

Aparato 
de clase 1

Lampada 
classe 1

Класс защиты 
светильника 1

Class 2 Fixture Leuchte 
der Klasse 2

Toestel 
klasse 2

Appareil 
classe 2

Aparato 
de clase 2

Lampada 
classe 2

Класс защиты 
светильника 2

Class 3 Fixture Leuchte 
der Klasse 3

Toestel 
klasse 3

Appareil 
classe 3

Aparato 
de clase 3

Lampada 
classe 3

Класс защиты 
светильника 3

Safety Distance Sicherheitsabstand Veiligheidsafstand Distance 
de sécurité

Distancia 
de seguridad

Distanza 
di sicurezza

Безопасное 
расстояние               

Glowtest 
960

Glühdrahtprüfung 
960

Gloeidraadtest 
960

Test au fi l 
incandescent

Prueba 
de hilo 960

Resistenza alla 
temperatura 960°

Тестирование 
на нагрев 960

IP Rated Schutzklasse IP rating Indice de 
protection Grado IP Grado di 

protezione IP
Класс 
защиты IP

Polycarbonate Polykarbonat Polycarbonaat Polycarbonate, plexi Policarbonato Policarbonato Поликарбонат

Protection Glass Sicherheitsglas Beschermglas Verre de 
protection

Vidrio de 
protección

Protetto 
con vetro

Защитное 
стекло

Tempered Glass Temperiertes Glas Getemperd 
beschermglas

Verre de protection 
température sur verre

Cristal 
atemperado

Vetro 
temperato

Закалённое 
стекло

    Fixation Ceiling Deckenmontage Plafondbevestiging Montage au 
plafond

Montaje 
en techo

Montaggio 
a soffi  tto

Потолочное 
крепление

  Fixation Wall Wandmontage Wandbevestiging Montage 
au mur

Montaje 
en pared

Montaggio 
a parete

Настенное 
крепление

  Fixation Floor Bodenmontage Vloerbevestiging Montage 
au sol

Montaje 
en suelo

Montaggio 
a pavimento

Напольное 
крепление

  Up/Down Light aufwärts/abwärts
strahlend

Verlichting 
up of down

Éclairage 
haut ou bas

Emisión 
superior/ inferior

Luce monoemissione
sopra/sotto

Освещение 
вверх или вниз

Side Light seitlich abstrahlend Verlichting 
lateraal

Éclairage 
laterale

Emisión 
lateral

Luce 
laterale

Освещение 
в сторону

  
Up and Down 
Light

direkt und indirekt
abstrahlend

Verlichting 
up en down

Éclairage 
haut et bas

Emisión 
superior e inferior

Luce monoemissione 
sopra e sotto

Освещение 
вверх и вниз

Surround Light allseitig abstrahlend Sfeerverlichting Éclairage 
multidirections

Emisión 
perimetral

Luce 
diff usa

Освещение 
вокруг

      
CE/VDE/ENEC 
Certifi cate CE  Zertifi kat CE 

Certifi caat
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